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Manufacturer Alfa Romeo

Model 33

Engine 1,7 Ltr 16V

Information Engine code: AR3055.. • Displacement:1712 cc • Valves:16

Bore:87,00 • Stroke: 72,20 • Block Ht:201,70

Comp. Ratio:10,0:1 • Head cc's:36,50 • Gasket thickness:1,37 • Gasket thickness:1,37

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE231M87 87,00 Std. 35,00 -11 0,60- 10,0:1 21 387

KE231M8725 87,25 0,25 35,00 -11 0,60- 10,0:1 21 389

KE231M875 87,50 0,50 35,00 -11 0,60- 10,0:1 21 392

KE231M88 88,00 1,00 35,00 -11 0,60- 10,0:1 21 398

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE231M87 8700XX - - -

KE231M8725 8725XX - - -

KE231M875 8750XX - - -

KE231M88 8800XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Alfa Romeo

Model Nord

Engine 2,0 Ltr 8V

Information Engine code:105 • Displacement:1962 cc • Valves:8

Bore:84,00 • Stroke:88,50  • Block Ht:234,50

Comp. Ratio:9,0:1 • Head cc's:90,00 • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE234M84 84,00 Std. 33,25 42,4 0,25- 9.0:1 22 409

KE234M8425 84,25 0,25 33,25 42,4 0,25- 9.0:1 22 411

KE234M845 84,50 0,50 33,25 42,4 0,25- 9.0:1 22 414

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE234M84 8400XX - 001EG17157 -

KE234M8425 8425XX - 001EG17157 -

KE234M845 8450XX - 001EG17157 -
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1110H(0,25) 5M1112H(0,25) - - 126-6101 -

KING CR4595XP MB 511XP -

Manufacturer BMW/Mini

Model Mini Cooper S 1,6/1,6SC (MKI)

Engine 1,6 Ltr 16V

Information Engine code:Tritec(W11B16/T16B4) • Displacement:1598 cc • Valves:16

Bore: 77,00 • Stroke: 85,80 • Block Ht:210,00

Comp. Ratio:10,6:1/8,3:1 • Head cc's:33,00 • Gasket thickness:0,75 • Gasket thickness:0,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K618M77 * 77,00 Std. 26,50 0 FT 4,00- 8,5:1 21 246

K618M775 * 77,50 0,50 26,50 0 FT 4,00- 8,5:1 21 250

* Fits OE / ZRP / K1 rod only!

Kit Part # Ring # Head Gasket Connecting Rods Crank

K618M77 * 3032XC C4308-027 005EB16132 / R-MIN-001-I -

K618M775 * 3051XC C4308-027 005EB16132 / R-MIN-001-I -

* Fits OE / ZRP / K1 rod only!

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2902H(HX/0,025/0,25) - - 201-4301 206-6008 -

KING CR4600XP - -

Manufacturer BMW/Mini

Model Mini Cooper S (MKII) / BMW F20

Engine 1,6 Ltr 16V

Information Engine code:Prince(N14B16) • Displacement:1598 cc • Valves:16

Bore: 77,00 • Stroke: 85,80 • Block Ht:210,50

Comp. Ratio:11,0:1/10,5:1 • Head cc's:37,60 • Gasket thickness:0,90 • Gasket thickness:0,90

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE259M77 77,00 Std. 28,50 1 0,60- 10,1:1 20 282

KE259M775 77,50 0,50 28,50 1 0,60- 10,1:1 20 284

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE259M77 7700XX C4617-036/338476R 005EA14139 (Straight)* / R-MIN-002-I (Tapered) C-MIN-002
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KE259M775 7750XX C4617-036/338476R 005EA14139 (Straight)* / R-MIN-002-I (Tapered) C-MIN-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7787H(HX/0,025/0,25) 5M7788H(HX/0,025/0,25) 1T7788 201-4304 201-6305 201-5401

KING CR4633XP MB5758XP TW1046AM

Manufacturer BMW/Mini

Model Mini Cooper S (R56)

Engine 1,6 Ltr 16V

Information Engine code:Prince(N13/N18B16A) • Displacement:1598 cc • Valves:16

Bore: 77,00 • Stroke: 85,80 • Block Ht:210,50

Comp. Ratio:10,5:1 • Head cc's: 37,60 • Gasket thickness:0,90 • Gasket thickness:0,90

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE359M77 77,00 Std. 28,63 -1,2 0,47- 10,5:1 20 273

KE359M775 77,50 0,50 28,63 -1,2 0,47- 10,5:1 20 280

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE359M77 7700XX C4617-036/338476R 005EA14139 (Straight)* / R-MIN-002-I (Tapered) C-MIN-002

KE359M775 7750XX C4617-036/338476R 005EA14139 (Straight)* / R-MIN-002-I (Tapered) C-MIN-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7787H(HX/0,025/0,25) 5M7788H(HX/0,025/0,25) 1T7788 201-4304 201-6305 201-5401

KING CR4633XP MB5758XP TW1046AM

Manufacturer BMW/Mini

Model M10B20 as in 2002

Engine 2,0 Ltr 8V

Information Engine code:M10B20(121 Head)• Displacement:1991 cc • Valves:8

Bore:89,00 • Stroke:80,00 • Block Ht:217,50

Comp. Ratio:10,0:1 • Head cc's:58,00 • Gasket thickness:1,52 • Gasket thickness:1,52

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE316M89 89,00 Std. 42,44 10,4 0,06- 10,0:1 22 456

KE316M895 89,50 0,50 42,44 10,4 0,06- 10,0:1 22 463

KE316M90 90,00 1,00 42,44 10,4 0,06- 10,0:1 22 474

KE316M9025 90,25 1,25 42,44 10,4 0,06- 10,0:1 22 482

Kit Part # Ring # Head Gasket Connecting Rods Crank
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KE316M89 8900XX C4293-060 R-BMW-008-I -

KE316M895 8950XX C4293-060 R-BMW-008-I -

KE316M90 9000XX C4293-060 R-BMW-008-I -

KE316M9025 9025XX - R-BMW-008-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 201-4601 201-6304 201-5001

KING - - -

Manufacturer BMW/Mini

Model M10B20 as in 2002Tii

Engine 2,0 Ltr 8V

Information Engine code:M10B20(E12 Head)• Displacement:1991 cc • Valves:8

Bore:89,00 • Stroke:80,00 • Block Ht:217,50

Comp. Ratio:9,5:1 • Head cc's:58,00 • Gasket thickness:1,52 • Gasket thickness:1,52

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE326M89 89,00 Std. 42,11 14,8 0,39- 9,5:1 22 451

KE326M895 89,50 0,50 42,11 14,8 0,39- 9,5:1 22 461

KE326M90 90,00 1,00 42,11 14,8 0,39- 9,5:1 22 468

KE326M9025 90,25 1,25 42,11 14,8 0,39- 9,5:1 22 471

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE326M89 8900XX C4293-060 R-BMW-008-I -

KE326M895 8950XX C4293-060 R-BMW-008-I -

KE326M90 9000XX C4293-060 R-BMW-008-I -

KE326M9025 9025XX - R-BMW-008-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 201-4601 201-6304 201-5001

KING - - -

Manufacturer BMW/Mini

Model S14B23 as in M3(E30)

Engine 2,3 Ltr 16V

Information Engine code:S14B23 • Displacement:2302 cc • Valves:16

Bore:93,40 • Stroke: 84,00 • Block Ht:217,50

Comp. Ratio:10,5:1 • Head cc's:42,50 • Gasket thickness:1,82 • Gasket thickness:1,82
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE113M94 94,00 0,60 32,00 -32 0,50 8,0:1 22 396

KE113M9425 94,25 0,85 32,00 -32 0,50 8,0:1 22 -

KE113M945 94,50 1,10 32,00 -32 0,50 8,0:1 22 381

KE112M94 94,00 0,60 32,00 -2 0,50 12,0:1 22 391

KE112M9425 94,25 0,85 32,00 -2 0,50 12,0:1 22 395

KE112M945 94,50 1,10 32,00 -2 0,50 12,0:1 22 398

For stroker crank 87,00 mm (B25)

KE110M94 94,00 0,60 30,22 -38 0,22 8,0:1 22 365

KE110M9425 94,25 0,85 30,22 -38 0,22 8,0:1 22 368

KE110M945 94,50 1,10 30,22 -38 0,22 8,0:1 22 390

KE111M94 94,00 0,60 30,22 -6 FT 0,22 12,0:1 22 352

KE111M9425 94,25 0,85 30,22 -6 FT 0,22 12,0:1 22 355

KE111M945 94,50 1,10 30,22 -6 FT 0,22 12,0:1 22 358

KE111M95 95,00 1,60 30,22 -6 FT 0,22 12,0:1 22 362

KE111M955 95,50 2,10 30,22 -6 FT 0,22 12,0:1 22 371

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE113M94 9400XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-003

KE113M9425 9425XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-003

KE113M945 9450XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-003

KE112M94 9400XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-003

KE112M9425 9425XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-003

KE112M945 9450XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-003

For stroker crank 87,00 mm (B25)

KE110M94 9400XX+GLS39 W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE110M9425 9425XX+GLS39 W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE110M945 9450XX+GLS39 W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE111M94 9400XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE111M9425 9425XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE111M945 9450XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE111M95 9500XX W6301 BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

KE111M955 9550XX H1869SP3066S BM-S14-S-65669S-04 / R-BMW-001-I C-BMW-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1568H(HX/0,025/0,25) - - 201-4605 201-6104 201-5001

KING CR4596XP - -
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Manufacturer BMW/Mini

Model M20B25 as in 325i(E30)

Engine 2,5 Ltr 12V

Information Engine code:M20B25(M1Z7) • Displacement:2494 cc • Valves:12

Bore:84,00 • Stroke:75,00 • Block Ht:206,70

Comp. Ratio:8,8:1 • Head cc's:38,50 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE317M84AP 84,00 Std. 34,70 -6,8 0,50 8,8:1 22 370

KE317M8425AP 84,25 0,25 34,70 -6,8 0,50 8,8:1 22 373

KE317M845AP 84,50 0,50 34,70 -6,8 0,50 8,8:1 22 379

KE317M85AP 85,00 1,00 34,70 -6,8 0,50 8,8:1 22 385

KE319M84 84,00 Std. 34,70 6,2 0,50 11,5:1 22 385

KE319M8425 84,25 0,25 34,70 6,2 0,50 11,5:1 22 388

KE319M845 84,50 0,50 34,70 6,2 0,50 11,5:1 22 393

KE319M85 85,00 1,00 34,70 6,2 0,50 11,5:1 22 396

For stoker crank 81,00 mm(B27)

KE318M84AP 84,00 Std. 31,20 -11,1 0 8,5:1 22 345

KE318M8425AP 84,25 0,25 31,20 -11,1 0 8,5:1 22 347

KE318M845AP 84,50 0,50 31,20 -11,1 0 8,5:1 22 344

KE318M85AP 85,00 1,00 31,20 -11,1 0 8,5:1 22 352

KE320M84AP 84,00 Std. 31,20 -1,6 0 10,0:1 22 345

KE320M8425AP 84,25 0,25 31,20 -1,6 0 10,0:1 22 349

KE320M845AP 84,50 0,50 31,20 -1,6 0 10,0:1 22 354

KE320M85AP 85,00 1,00 31,20 -1,6 0 10,0:1 22 358

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE317M84AP 8400XX C4394-070 005AX17135/R-BMW+006I -

KE317M8425AP 8425XX C4394-070 005AX17135/R-BMW+006I -

KE317M845AP 8450XX C4394-070 005AX17135/R-BMW+006I -

KE317M85AP 8500XX C4394-070 005AX17135/R-BMW+006I -

KE319M84 8400XX C4394-070 005AX17135/R-BMW+006I -

KE319M8425 8425XX C4394-070 005AX17135/R-BMW+006I -

KE319M845 8450XX C4394-070 005AX17135/R-BMW+006I -

KE319M85 8500XX C4394-070 005AX17135/R-BMW+006I -

For stoker crank 81,00 mm(B27)

KE318M84AP 8400XX C4394-070 005AX17135/R-BMW+006I -

KE318M8425AP 8425XX C4394-070 005AX17135/R-BMW+006I -

KE318M845AP 8450XX C4394-070 005AX17135/R-BMW+006I -
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KE318M85AP 8500XX C4394-070 005AX17135/R-BMW+006I -

KE320M84AP 8400XX C4394-070 005AX17135/R-BMW+006I -

KE320M8425AP 8425XX C4394-070 005AX17135/R-BMW+006I -

KE320M845AP 8450XX C4394-070 005AX17135/R-BMW+006I -

KE320M85AP 8500XX C4394-070 005AX17135/R-BMW+006I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1490H(HX/0,025/0,25/0,50) 7M1532H(HX/0,025/0,25/0,50) - 201-4305 201-6301 -

KING CR6640XP MB7039XP -

KING CR6640XPC MB7039XPC -

Manufacturer BMW/Mini

Model M50B25 Single Vanos as in 325i/525i(E34/E36)

Engine 2,5 Ltr 24V

Information Engine code:M50B25TU • Displacement:2494 cc • Valves:24

Bore:84,00 • Stroke:75,00 • Block Ht:210,00

Comp. Ratio:10,5:1 • Head cc's:34,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE315M84 84,00 Std. 33,20 -13,5 0,70 8,8:1 22 334

KE315M8425 84,25 0,25 33,20 -13,5 0,70 8,8:1 22 337

KE315M845 84,50 0,50 33,20 -13,5 0,70 8,8:1 22 340

KE315M85 85,00 1,00 33,20 -13,5 0,70 8,8:1 22 349

KE314M84 84,00 Std. 33,20 -1,5 0,70 11,0:1 22 308

KE314M8425 84,25 0,25 33,20 -1,5 0,70 11,0:1 22 315

KE314M845 84,50 0,50 33,20 -1,5 0,70 11,0:1 22 329

KE314M85 85,00 1,00 33,20 -1,5 0,70 11,0:1 22 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE315M84 8400XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE315M8425 8425XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE315M845 8450XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE315M85 8500XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE314M84 8400XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE314M8425 8425XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE314M845 8450XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

KE314M85 8500XX C4328-070 / W6611 005AX17140 / R-BMW-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]
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ACL 6B1490H(HX/0,025/0,25/0,50) 7M1532H(HX/0,025/0,25/0,50) - 201-4302 201-6301 201-5000

KING CR6640XP MB7039XP -

KING CR6640XPC MB7039XPC -

Manufacturer BMW/Mini

Model M50B25 as in 325i/525i(E34/E36)

Engine 2,5 Ltr 24V

Information Engine code:M50B25 • Displacement:2494 cc • Valves:24

Bore:84,00 • Stroke:75,00 • Block Ht:210,00

Comp. Ratio:10,0:1 • Head cc's:34,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE115M84 84,00 Std. 38,20 -13,5 0,70 8,8:1 22 345

KE115M8425 84,25 0,25 38,20 -13,5 0,70 8,8:1 22 365

KE115M845 84,50 0,50 38,20 -13,5 0,70 8,8:1 22 360

KE115M85 85,00 1,00 38,20 -13,5 0,70 8,8:1 22 362

KE114M84AP 84,00 Std. 38,20 -1,5 0,70 11,0:1 22 348

KE114M8425AP 84,25 0,25 38,20 -1,5 0,70 11,0:1 22 350

KE114M845AP 84,50 0,50 38,20 -1,5 0,70 11,0:1 22 352

KE114M85AP 85,00 1,00 38,20 -1,5 0,70 11,0:1 22 356

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE115M84 8400XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE115M8425 8425XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE115M845 8450XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE115M85 8500XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE114M84AP 8400XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE114M8425AP 8425XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE114M845AP 8450XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

KE114M85AP 8500XX C4328-070 / W6611 005AX17135 / R-BMW-006-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1490H(HX/0,025/0,25/0,50) 7M1532H(HX/0,025/0,25/0,50) - 201-4302 201-6301 201-5000

KING CR6640XP MB7039XP -

KING CR6640XPC MB7039XPC -

Manufacturer BMW/Mini

Model M52B25 Single Vanos as in 323i(E36/E46)/523i(E39)

Engine 2,5 Ltr 24 V
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Information Engine code:M52B25 • Displacement:2494 cc • Valves:24

Bore:84,00 • Stroke:75,00 • Block Ht:210,80

Comp. Ratio:10,5:1 • Head cc's:36,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE118M84 84,00 Std. 32,70 -5 0,60- 8,8:1 22 354

KE118M8425 * 84,25 0,25 32,70 -5 0,60- 8,8:1 22 354

KE118M845 * 84,50 0,50 32,70 -5 0,60- 8,8:1 22 355

KE118M85 * 85,00 1,00 32,70 -5 0,60- 8,8:1 22 360

* Resleeving or replating may be required for oversizes!

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE118M84 8400XX W6611 005AX17140 / R-BMW-002-I -

KE118M8425 * 8425XX W6611 005AX17140 / R-BMW-002-I -

KE118M845 * 8450XX W6611 005AX17140 / R-BMW-002-I -

KE118M85 * 8500XX W6611 005AX17140 / R-BMW-002-I -

* Resleeving or replating may be required for oversizes!

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1490H(HX/0,025/0,25/0,50) 7M1532H(HX/0,025/0,25/0,50) - 201-4302 201-6301 -

KING CR6640XP MB7039XP -

KING CR6640XPC MB7039XPC -

Manufacturer BMW/Mini

Model M52B28 Single Vanos as in 328i(E36)/528i(E39)/728i(E38)

Engine 2,8 Ltr 24V

Information Engine code:M52B28 • Displacement:2793 cc • Valves:24

Bore:84,00 • Stroke:84,00 • Block Ht:210,00

Comp. Ratio:10,2:1 • Head cc's:35,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE119M84 84,00 Std. 31,80 -23 1,20- 8,0:1 22 287

KE119M8425 84,25 0,25 31,80 -23 1,20- 8,0:1 22 290

KE119M845 * 84,50 0,50 31,80 -23 1,20- 8,0:1 22 293

KE119M85 * 85,00 1,00 31,80 -23 1,20- 8,0:1 22 301

* Resleeving or replating may be required for oversizes!

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE119M84 8400XX C4328-027 005AX17135 / R-BMW-006-I -
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KE119M8425 8425XX C4328-027 005AX17135 / R-BMW-006-I -

KE119M845 * 8450XX C4328-027 005AX17135 / R-BMW-006-I -

KE119M85 * 8500XX C4328-027 005AX17135 / R-BMW-006-I -

* Resleeving or replating may be required for oversizes!

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1490H(HX/0,025/0,25/0,50) 7M1532H(HX/0,025/0,25/0,50) - - - 201-5000

KING CR6640XP MB7039XP -

KING CR6640XPC MB7039XPC -

Manufacturer BMW/Mini

Model S50B30 Single Vanos as in M3(E36)

Engine 3,0 Ltr 24V

Information Engine code:S50B30 • Displacement:2990 cc • Valves:24

Bore:86,00 • Stroke:85,80 • Block Ht:216,00

Comp. Ratio:10,8:1 • Head cc's:32,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE121M86 86,00 Std. 31,60 -10 0,80 11,5:1 21 337

KE121M8625 86,25 0,25 31,60 -10 0,80 11,5:1 21 340

KE121M865 86,50 0,50 31,60 -10 0,80 11,5:1 21 344

KE121M8675 86,75 0,75 31,60 -10 0,80 11,5:1 21 349

KE321M86 86,00 Std. 31,60 -0,7 0,80 14,0:1 21 300

KE321M8625 86,25 0,25 31,60 -0,7 0,80 14,0:1 21 305

KE321M865 86,50 0,50 31,60 -0,7 0,80 14,0:1 21 310

KE321M8675 86,75 0,75 31,60 -0,7 0,80 14,0:1 21 313

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE121M86 8600XX C4508-070/338081R BM-S50-1-S-65602S-06 / R-BMW-005-I C-BMW-005

KE121M8625 8625XX C4508-070/338081R BM-S50-1-S-65602S-06 / R-BMW-005-I C-BMW-005

KE121M865 8650XX C4508-070/338081R BM-S50-1-S-65602S-06 / R-BMW-005-I C-BMW-005

KE121M8675 8725XX C4508-070/338081R BM-S50-1-S-65602S-06 / R-BMW-005-I C-BMW-005

KE321M86 8600XX C4508-070/338081R BM-S50-1-S-65602H-06 / R-BMW-005-I C-BMW-005

KE321M8625 8625XX C4508-070/338081R BM-S50-1-S-65602H-06 / R-BMW-005-I C-BMW-005

KE321M865 8650XX C4508-070/338081R BM-S50-1-S-65602H-06 / R-BMW-005-I C-BMW-005

KE321M8675 8675XX C4508-070/338081R BM-S50-1-S-65602H-06 / R-BMW-005-I C-BMW-005

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1515H(HX/0,025/0,25/) 7M1532H(HX/0,025/0,25/0,50) - 201-4303 201-6102 -
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KING CR6854XP MB7039XP -

KING MB7039XPC -

Manufacturer BMW/Mini

Model M54B30 Double Vanos as in 330i(E46)/530i(E39/E60)/730i(E65)

Engine 3,0 Ltr 24V

Information Engine code:M54B30 • Displacement:2979 cc • Valves:24

Bore:84,00 • Stroke:89,60 • Block Ht:210,80

Comp. Ratio:10,2:1 • Head cc's:35,30 • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE325M84 84,00 Std. 28,32 -7,3 2,68- 9,0:1 22 323

KE325M8425 84,25 0,25 28,32 -7,3 2,68- 9,0:1 22 321

KE325M845 84,50 0,50 28,32 -7,3 2,68- 9,0:1 22 320

KE324M84 84,00 Std. 30,32 -7,3 0,68- 11,0:1 22 321

KE324M8425 84,25 0,25 30,32 -7,3 0,68- 11,0:1 22 325

KE324M845 84,50 0,50 30,32 -7,3 0,68- 11,0:1 22 329

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE325M84 8400XX+GLS32 C4352-030 005AX17135 / R-BMW-006-I -

KE325M8425 8425XX+GLS32 C4352-030 005AX17135 / R-BMW-006-I -

KE325M845 8450XX+GLS32 C4352-030 005AX17135 / R-BMW-006-I -

KE324M84 8400XX+GLS32 C4352-030 005AX17135 / R-BMW-006-I -

KE324M8425 8425XX+GLS32 C4352-030 005AX17135 / R-BMW-006-I -

KE324M845 8450XX+GLS32 C4352-030 005AX17135 / R-BMW-006-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1490H(HX/0,025/0,25/0,50) 7M1532H(HX/0,025/0,25/0,50) - - 201-6303 -

KING CR6640XP MB7039XP -

KING CR6640XPC MB7039XPC

Manufacturer BMW/Mini

Model S50B32 Double Vanos as in M3(E36)

Engine 3,2 Ltr 24V

Information Engine code:S50B32 • Displacement:3201 cc • Valves:24

Bore:86,40 • Stroke:91,00 • Block Ht:216,00

Comp. Ratio:11,3:1 • Head cc's:34,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram
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KE123M865 86,50 0,10 32,20 -29 0,70 8,8:1 21 335

KE123M8675 86,75 0,35 32,20 -29 0,70 8,8:1 21 338

KE123M87 87,00 0,60 32,20 -29 0,70 8,8:1 21 340

KE123M8725 87,25 0,85 32,20 -29 0,70 8,8:1 21 344

KE122M865 86,50 0,10 32,20 -11,8 0,70 11,3:1 21 337

KE122M8675 86,75 0,35 32,20 -11,8 0,70 11,3:1 21 342

KE122M87 87,00 0,60 32,20 -11,8 0,70 11,3:1 21 349

KE122M8725 87,25 0,85 32,20 -11,8 0,70 11,3:1 21 354

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE123M865 8650XX C4508-070/BM1011-071 BM-S50-1-S-65472S-06 / R-BMW-004H C-BMW-006

KE123M8675 8675XX C4508-070/BM1011-071 BM-S50-1-S-65472S-06 / R-BMW-004H C-BMW-006

KE123M87 8700XX C4508-070/BM1011-071 BM-S50-1-S-65472S-06 / R-BMW-004H C-BMW-006

KE123M8725 8725XX - BM-S50-1-S-65472S-06 / R-BMW-004H C-BMW-006

KE122M865 8650XX C4508-070/BM1011-071 BM-S50-1-S-65472H-06 / R-BMW-004H C-BMW-006

KE122M8675 8675XX C4508-070/BM1011-071 BM-S50-1-S-65472H-06 / R-BMW-004H C-BMW-006

KE122M87 8700XX C4508-070/BM1011-071 BM-S50-1-S-65472H-06 / R-BMW-004H C-BMW-006

KE122M8725 8725XX - BM-S50-1-S-65472H-06 / R-BMW-004H C-BMW-006

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1497H(HX/0,025/0,25/) 7M1532H(HX/0,025/0,25/0,50) - 201-4303 201-6102 -

KING CR6853XP MB7039XP -

KING MB7039XPC

Manufacturer BMW/Mini

Model S54B32 as in M3(E46)

Engine 3,2 Ltr 24V

Information Engine code:S54B32 • Displacement:3246 cc • Valves:24

Bore:87,00 • Stroke:91,00 • Block Ht:217,00

Comp. Ratio:11,3:1 • Head cc's:33,00 • Gasket thickness:0,64 • Gasket thickness:0,64

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE127M87 87,00 Std. 32,00 -27 0,50- 9,0:1 21 353

KE127M8725 87,25 0,25 32,00 -27 0,50- 9,0:1 21 347

KE127M875 87,50 0,50 32,00 -27 0,50- 9,0:1 21 360

KE126M87 87,00 Std. 32,00 -14 0,50- 11,1:1 21 370

KE126M8725 87,25 0,25 32,00 -14 0,50- 11,1:1 21 367

KE126M875 87,50 0,50 32,00 -14 0,50- 11,1:1 21 376
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Kit Part # Ring # Head Gasket Connecting Rods Crank

KE127M87 8700XX C4505-027 BM5472-827 / R-BMW-012-I -

KE127M8725 8725XX C4505-027 BM5472-827 / R-BMW-012-I -

KE127M875 8750XX C4505-027 BM5472-827 / R-BMW-012-I -

KE126M87 8700XX C4505-027 R-BMW-012-I -

KE126M8725 8725XX C4505-027 R-BMW-012-I -

KE126M875 8750XX C4505-027 R-BMW-012-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B1569H(HX/0,025//0,25) 7M1532H(HX/0,025/0,25/0,50) - 201-4303 201-6103 201-5002

KING CR6877XP MB7039XP -

KING CR6877XPC MB7039XPC

Manufacturer BMW/Mini

Model S38B36 as in M5(E34)

Engine 3,6 Ltr 24V

Information Engine code:S38B36 • Displacement:3535 cc • Valves:24

Bore:93,40 • Stroke:86,00 • Block Ht:217,50

Comp. Ratio:10,0:1 • Head cc's:38,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE240M94 94,00 0,60 30,22 -38 0,28- 8,0:1 22 365

KE240M9425 94,25 0,85 30,22 -38 0,28- 8,0:1 22 368

KE240M945 94,50 1,10 30,22 -38 0,28- 8,0:1 22 372

KE240M95 95,00 1,60 30,22 -38 0,28- 8,0:1 22 375

KE241M94 94,00 0,60 30,22 -24 0,28- 9,0:1 22 398

KE241M9425 94,25 0,85 30,22 -24 0,28- 9,0:1 22 375

KE241M945 94,50 1,10 30,22 -24 0,28- 9,0:1 22 404

KE241M95 95,00 1,60 30,22 -24 0,28- 9,0:1 22 381

KE242M94 94,00 0,60 30,22 -6 0,28- 11,2:1 22 355

KE242M9425 94,25 0,85 30,22 -6 0,28- 11,2:1 22 356

KE242M945 94,50 1,10 30,22 -6 0,28- 11,4:1 22 358

KE242M95 95,00 1,60 30,22 -6 0,28- 11,4:1 22 362

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE240M94 9400XX+GLS39 W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE240M9425 9425XX+GLS39 W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE240M945 9450XX+GLS39 W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE240M95 9500XX+GLS39 W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -
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KE241M94 9400XX W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE241M9425 9425XX W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE241M945 9450XX W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE241M95 9500XX W6637 BM-S38-S-65669S-06 / R-BMW-001-I-6 -

KE242M94 9400XX W6637 BM-S38-S-65669H-06 / R-BMW-001-I-6 -

KE242M9425 9425XX W6637 BM-S38-S-65669H-06 / R-BMW-001-I-6 -

KE242M945 9450XX W6637 BM-S38-S-65669H-06 / R-BMW-001-I-6 -

KE242M95 9500XX W6637 BM-S38-S-65669H-06 / R-BMW-001-I-6 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1568H(HX/0,025/0,25)(1,5x) - -

KING CR4596XP - -

Manufacturer BMW/Mini

Model S38B38 as in M5(E34)

Engine 3,8 Ltr 24V

Information Engine code:S38B38 • Displacement:3795 cc • Valves:24

Bore:94,60 • Stroke:90,00 • Block Ht:217,50

Comp. Ratio:10,5:1 • Head cc's:44,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE244M95 95,00 0,40 30,66 -19 0,66 10,0:1 22 334

KE244M955 95,50 0,90 30,66 -19 0,66 10,0:1 22 338

KE343M95 95,00 0,40 30,66 -15 0,66 10,5:1 22 371

KE343M955 95,50 0,90 30,66 -15 0,66 10,5:1 22 376

KE344M95 95,00 0,40 30,66 -6 0,66 12,0:1 22 388

KE344M955 95,50 0,90 30,66 -6 0,66 12,0:1 22 391

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE244M95 9500XX W6637 R-BMW-009H -

KE244M955 9550XX 330017R R-BMW-009H -

KE343M95 9500XX W6637 R-BMW-009H -

KE343M955 9550XX 330017R R-BMW-009H -

KE344M95 9500XX W6637 R-BMW-009H -

KE344M955 9550XX H1613SP2080S R-BMW-009H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - -

KING - - -
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Manufacturer Chrysler/Dodge

Model Neon 1994-01

Engine 2,0 Ltr 16V

Information Engine code:ECB/ECC/420A • Displacement:1996 cc • Valves:16

Bore:87,50 • Stroke:83,00 • Block Ht:212,00

Comp. Ratio:9,8:1 • Head cc's:52,00 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K580M875 87,50 Std. 31,40 -5 0,10- 8,8:1 21 331

K580M88 88,00 0,50 31,40 -5 0,10- 8,8:1 21 339

K580M885 88,50 1,00 31,40 -5 0,10- 8,8:1 21 347

K581M875 87,50 Std. 31,40 5 0,10- 10,5:1 21 334

K581M88 88,00 0,50 31,40 5 0,10- 10,5:1 21 341

K581M885 88,50 1,00 31,40 5 0,10- 10,5:1 21 349

Kit Part # Ring # Head Gasket Connecting Rods Crank

K580M875 8750XX W6168 - -

K580M88 8800XX C5498-040 - -

K580M885 8850XX C5498-040 - -

K581M875 8750XX W6168 - -

K581M88 8800XX C5498-040 - -

K581M885 8850XX C5498-040 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - 141-5801

KING - - -

Manufacturer Chrysler/Dodge

Model Neon 2003-Up/PT Cruiser GT

Engine 2,4 Ltr 16V

Information Engine code:SRT-4/A853 • Displacement:2429 cc • Valves:16

Bore:87,50 • Stroke:101,00 • Block Ht:238,10

Comp. Ratio:8,0:1 • Head cc's:50,00 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K679M875AP 87,50 Std. 36,69 -22 0,09 8,0:1 22 -

K679M88AP 88,00 0,50 36,69 -22 0,09 8,0:1 22 -

K562M875 87,50 Std. 35,56 -17 1,04- 8,8:1 22 356
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K562M88 88,00 0,50 35,56 -17 1,04- 8,8:1 22 365

Kit Part # Ring # Head Gasket Connecting Rods Crank

K679M875AP 8750XX C4548-040 -

K679M88AP 8800XX C4549-040 -

K562M875 8750XX C4548-040 -

K562M88 8800XX C4549-040 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Chrysler/Dodge

Model 6G72T as in Stealth

Engine 3,0 Ltr 24V

Information Engine code:6G72T • Displacement:2972 cc • Valves:24

Bore:91,10 • Stroke:76,00 • Block Ht:211,15

Comp. Ratio:8,0:1 • Head cc's:48,00 • Gasket thickness:1,27 • Gasket thickness:1,27

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K570M915 91,50 0,40 31,75 -14 0,40- 7,8:1 22 343

K570M92 92,00 0,90 31,75 -14 0,40- 7,9:1 22 355

K570M925 92,50 1,40 31,75 -14 0,40- 7,9:1 22 362

Kit Part # Ring # Head Gasket Connecting Rods Crank

K570M915 9150XX C4243-051(2x) MI-3.0-S-65551H-06 -

K570M92 9200XX C4243-051(2x) MI-3.0-S-65551H-06 -

K570M925 9250XX C4243-051(2x) MI-3.0-S-65551H-06 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 207-4205 107-6004 207-5801

KING - - -

Manufacturer Ferrari

Model V12 as is 275 GTB/4

Engine 3,3 Ltr 24V

Information Engine code:275 • Displacement:3286 cc • Valves:24

Bore:77,00 • Stroke:58,80 • Block Ht:N/A

Comp. Ratio:9,2:1 • Head cc's:N/A • Gasket thickness:N/A • Gasket thickness:N/A
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE134M77 77,00 Std. 27,81 13 - 10,5:1 17 278

KE134M775 77,50 0,50 27,81 13 - 10,5:1 17 282

KE134M78 78,00 1,00 27,81 13 - 10,5:1 17 287

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE134M77 7700XX H2092SPA043F FE-25-S-54409S-12 -

KE134M775 7750XX H2092SPA043F FE-25-S-54409S-12 -

KE134M78 3071XC H2092SPA043F FE-25-S-54409S-12 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Ferrari

Model V12 as in 330GTC/GTS/GT

Engine 4,0 Ltr 24V

Information Engine code:330 • Displacement:3967 cc • Valves:24

Bore:77,00 • Stroke:71,00 • Block Ht:N/A

Comp. Ratio:8,8:1 • Head cc's:N/A • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K501M775 77,50 0,50 29,90 21,2 - 10.0:1 18,5 -

K501M78 78,00 1,00 29,90 21,2 - 10.0:1 18,5 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K501M775 3051XC - FE-328-S-65394S-12 -

K501M78 3071XC - FE-328-S-65394S-12 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Ferrari

Model V12 as in 365 GTB-4/Daytona

Engine 4,4 Ltr 24V

Information Engine code:F251 • Displacement:4390 cc • Valves:24

Bore:81,00 • Stroke:71,00 • Block Ht:N/A
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Comp. Ratio:9,3:1 • Head cc's:N/A • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE135M815 81,50 0,50 30,76 17 - 10,5:1 18,5 -

KE135M82 82,00 1,00 30,76 17 - 10,5:1 18,5 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE135M815 3208XC - FE-328-S-65394S-12 -

KE135M82 3228XC - FE-328-S-65394S-12 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Fiat/Lancia

Model Uno Turbo

Engine 1,4 Ltr 8V

Information Engine code:146A8(M603BT13,0) • Displacement:1372 cc • Valves:8

Bore:80,50 • Stroke:67,40 • Block Ht:N/A

Comp. Ratio:7,8:1 • Head cc's:0 • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE139M805 80,50 Std. 33,30 -10 - 7,8:1 22 316

KE139M81 81,00 0,50 33,30 -10 - 7,8:1 22 320

KE139M8125 81,25 0,75 33,30 -10 - 7,8:1 22 322

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE139M805 3169XC FT1002-067 R-FIA-001-I -

KE139M81 8100XX FT1002-067 R-FIA-001-I -

KE139M8125 8125XX FT1002-067 R-FIA-001-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Fiat/Lancia

Model Uno Turbo/Punto GT

Engine 1,4 Ltr 8V

Information Engine code:176A4(M603FT13) • Displacement:1372 cc • Valves:8
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Bore:80,50 • Stroke:67,40 • Block Ht:N/A

Comp. Ratio:7,8:1 • Head cc's:N/A • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE220M805 80,50 Std. 34,15 -10 - 7,8:1 22 318

KE220M81 81,00 0,50 34,15 -10 - 7,8:1 22 322

KE220M8125 81,25 0,75 34,15 -10 - 7,8:1 22 324

KE220M815 81,50 1,00 34,15 -10 - 7,8:1 22 328

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE220M805 3169XC FT1002-067 R-FIA-001-I -

KE220M81 8100XX FT1002-067 R-FIA-001-I -

KE220M8125 8125XX FT1002-067 R-FIA-001-I -

KE220M815 8150XX FT1002-067 R-FIA-001-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Fiat/Lancia

Model Bravo HGT turbo conversion/Coupé Turbo 20 Valve

Engine 2,0 Ltr 20V

Information Engine code:175A3/182A1 • Displacement:1996 cc • Valves:20

Bore:82,00 • Stroke:75,60 • Block Ht:N/A

Comp. Ratio:8,5:1/10,0:1 • Head cc's:42,70 • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE140M82 82,00 Std. 32,90 -25 - 7,0:1 22 306

KE140M825 82,50 0,50 32,90 -25 - 7,0:1 22 310

KE140M83 83,00 1,00 32,90 -25 - 7,0:1 22 314

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE140M82 8200XX - R-FIA-002H / R-FIA-002-I -

KE140M825 8250XX - R-FIA-002H / R-FIA-002-I -

KE140M83 8300XX - R-FIA-002H / R-FIA-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -
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Manufacturer Fiat/Lancia

Model Coupe/Tipo 160

Engine 2,0 Ltr 16V

Information Engine code:836A3 • Displacement:1995 cc • Valves:16

Bore:84,00 • Stroke:90,00 • Block Ht:230,00

Comp. Ratio:10,5:1 • Head cc's:41,50 • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE141M84 84,00 Std. 39,75 4,5 0,25- 12,0:1 22 404

KE141M845 84,50 0,50 39,75 4,5 0,25- 12,0:1 22 434

KE141M85 85,00 1,00 39,75 4,5 0,25- 12,0:1 22 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE141M84 8400XX C4124-070 - -

KE141M845 8450XX C4124-070 - -

KE141M85 8500XX C4124-070 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Fiat/Lancia

Model Lancia Delta HF Integrale 8V

Engine 2,0 Ltr 8V

Information Engine code:831B5/C5 • Displacement:1995 cc • Valves:8

Bore:84,00 • Stroke:90,00 • Block Ht:229,00

Comp. Ratio:7,5:1 • Head cc's:50,50 • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE217M84 84,00 Std. 38,90 -11 0,10- 7,5:1 22 -

KE217M8425 84,25 0,25 38,90 -11 0,10- 7,5:1 22 -

KE217M845 84,50 0,50 38,90 -11 0,10- 7,5:1 22 402

KE217M85 85,00 1,00 38,90 -11 0,10- 7,5:1 22 409

KE217M8525 85,25 1,25 38,90 -11 0,10- 7,5:1 22 -

KE217M855 85,50 1,50 38,90 -11 0,10- 7,5:1 22 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE217M84 8400XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L
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KE217M8425 8425XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE217M845 8450XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE217M85 8500XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE217M8525 8525XX FT1005-063/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE217M855 8550XX FT1005-063 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2904H(HX/0,025/0,25) 5M2908H(HX/0,025/0,25) - 275-6001 -

KING CR4601XP MB5730XP -

Manufacturer Fiat/Lancia

Model Lancia Delta HF Integrale 16V/Fiat Coupé turbo 16V

Engine 2,0 Ltr 16V

Information Engine code:831D5-E5/175A1/AR67203 • Displacement:1995 cc • Valves:16

Bore:84,00 • Stroke:90,00 • Block Ht:229,00

Comp. Ratio:8,0:1 • Head cc's:42,70 • Gasket thickness:1,74 • Gasket thickness:1,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE218M84 84,00 Std. 38,94 -20,5 0,06- 7,5:1 22 374

KE218M8425 84,25 0,25 38,94 -20,5 0,06- 7,5:1 22 380

KE218M845 84,50 0,50 38,94 -20,5 0,06- 7,5:1 22 388

KE218M85 85,00 1,00 38,94 -20,5 0,06- 7,5:1 22 392

KE218M8525 85,25 1,25 38,94 -20,5 0,06- 7,5:1 22 394

KE218M855 85,50 1,50 38,94 -20,5 0,06- 7,5:1 22 396

KE219M84 84,00 Std. 38,94 -10 0,06- 8,5:1 22 383

KE219M8425 84,25 0,25 38,94 -10 0,06- 8,5:1 22 386

KE219M845 84,50 0,50 38,94 -10 0,06- 8,5:1 22 388

KE219M85 85,00 1,00 38,94 -10 0,06- 8,5:1 22 392

KE219M8525 85,25 1,25 38,94 -10 0,06- 8,5:1 22 394

KE219M855 85,50 1,50 38,94 -10 0,06- 8,5:1 22 396

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE218M84 8400XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE218M8425 8425XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE218M845 8450XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE218M85 8500XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE218M8525 8525XX FT1003-063/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE218M855 8550XX FT1005-063/338397R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE219M84 8400XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L
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KE219M8425 8425XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE219M845 8450XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE219M85 8500XX C4124-070/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE219M8525 8525XX FT1003-063/338458R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

KE219M855 8550XX FT1005-063/338397R 010ED17145 / R-LAN-001-H / R-LAN-001-I C-LAN-001L

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2904H(HX/0,025/0,25) 5M2908H(HX/0,025/0,25) - 275-4701 275-6001 175-5401

KING CR4601XP MB5730XP -

Manufacturer Ford

Model 1.0L Ecoboost as in Fiesta

Engine 1,0 Ltr 12V Ecoboost

Information Engine code:J7DA/B7JB/B7JA • Displacement:998 cc • Valves:12

Bore:71,90• Stroke:81,90 • Block Ht:205,70

Comp. Ratio:10,0:1 • Head cc's:31,00 • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE153M719 71,90 Std. 27,36 0,9 0,39- 10,5:1 20 203

KE153M72 72,00 0,10 27,36 0,9 0,39- 10,5:1 20 205

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE153M719 7200XX-AL H4981028S R-FOR-006-I -

KE153M72 7200XX-AL H4981028S R-FOR-006-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 3B7328H(0,025/0,25/HX) 4M7330H(0,025/0,25/HX) - - - -

KING - - -

Manufacturer Ford

Model 1.5L Ecoboost(Dragon) as in Fiesta ST/Focus VII

Engine 1,5 Ltr 12V Ecoboost

Information Engine code: YZJA/YZJD • Displacement:1496 cc • Valves:12

Bore:84,00• Stroke:90,00 • Block Ht:217,35

Comp. Ratio:10,0:1 • Head cc's:44,80 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE152M84 84,00 Std. 29,50 -7,7 0,35 9,7:1 21 290

KE152M8425 84,25 0,25 29,50 -7,7 0,35 9,7:1 21 292
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KE152M845 84,50 0,50 29,50 -7,7 0,35 9,7:1 21 295

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE152M84 JG1001-3307-AL - - -

KE152M8425 8425XX-AL - - -

KE152M845 JG1001-3327-AL - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Ford

Model 1,6L 8V as in Escort RS Turbo/Fiesta RS Turbo

Engine 1,6 Ltr 8V

Information Engine code:CVH/LNA • Displacement:1597 cc • Valves:8

Bore:80,00 • Stroke:79,52 • Block Ht:N/A

Comp. Ratio:8,3:1 • Head cc's:41,00 • Gasket thickness:1,32 • Gasket thickness:1,32

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE151M80 80,00 Std. 38,81 -0,5 FT - 7,5:1 20,63 352

KE151M805 80,50 0,50 38,81 -0,5 FT - 7,5:1 20,63 359

KE151M81 81,00 1,00 38,81 -0,5 FT - 7,5:1 20,63 365

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE151M80 8000XX C5756-051 - -

KE151M805 3169XC C5756-051 - -

KE151M81 8100XX C5756-051 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 151-4203 151-6004 -

KING - - -

Manufacturer Ford

Model 1.6L Ecoboost as in Fiesta ST180/Focus MKIII

Engine 1,6 Ltr 16V Ecoboost

Information Engine code:JTJA/HXJA/HXJB • Displacement:1596 cc • Valves:16

Bore:79,00 • Stroke:81,40 • Block Ht:204,00

Comp. Ratio:10,0:1 • Head cc's:35,50 • Gasket thickness:0,32 • Gasket thickness:0,32
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE149M79AP 79,00 Std. 28,58 -3,7 0,72- 10,0:1 21 285

KE149M795AP 79,50 0,50 28,58 -3,7 0,72- 10,0:1 21 289

KE149M80AP* 80,00 1,00 28,58 -3,7 0,72- 10,0:1 21 293

*Resleeving required

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE149M79AP 7900XX FD1021-039/338447R 011EM16134/R-FOR-007-I -

KE149M795AP 7950XX FD1021-039/338447R 011EM16134/R-FOR-007-I -

KE149M80AP* 8000XX FD1021-039/338447R 011EM16134/R-FOR-007-I -

*Resleeving required

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7267H(HX/0,025/0,25/0,50) - - 251-4302 - -

KING CR4365XP MB5009XP -

Manufacturer Ford

Model 2.0L OHC/Pinto

Engine 2,0 Ltr 8V

Information Engine code:OHC(Pinto SOHC) • Displacement:1992 cc • Valves:8

Bore:90,80 • Stroke:76,90 • Block Ht:207,50

Comp. Ratio:9,2:1 • Head cc's:49,00 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE221M9094 90,94 0,14 41,60 0 0,45- 9,2:1 24 428

KE221M915 91,50 0,70 41,60 0 0,45- 9,2:1 24 430

KE221M92 92,00 1,20 41,60 0 0,45- 9,2:1 24 435

KE221M9225 92,25 1,45 41,60 0 0,45- 9,2:1 24 438

KE221M9275 92,75 1,95 41,60 0 0,45- 9,2:1 24 442

KE221M93 93,00 2,20 41,60 0 0,45- 9,2:1 24 445

KE221M935 93,50 2,70 41,60 0 0,45- 9,2:1 24 450

KE221M94 94,00 3,20 41,60 0 0,45- 9,2:1 24 455

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE221M9094 9100XX W6305/C4350-040 - -

KE221M915 9150XX W6305/C4350-040 - -

KE221M92 9200XX W6305/C4350-040 - -

KE221M9225 9225XX W6305/C4350-040 - -

KE221M9275 9275XX W6305/C4350-040 - -
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KE221M93 9300XX H1267SP8040S - -

KE221M935 9350XX H1267SP8040S - -

KE221M94 9400XX H1267SP8040S - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2166H(HX/0,25/0,50) 5M2167H(HX/0,25/0,50) 2T2167 151-4201 151-6001 151-5401

KING - - -

Manufacturer Ford

Model Sierra DOHC/Scorpio

Engine 2,0 Ltr 8V

Information Engine code:N9C/N9E/N9A • Displacement:1998 cc • Valves:8

Bore:86,00 • Stroke:86,00 • Block Ht:225,00 • Pin Size 20,63 - 13/16"

Comp. Ratio:10,3:1 • Head cc's:42,00 • Gasket thickness:1,58 • Gasket thickness:1,58

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE246M86 86,00 Std. 32,38 -13 0,32- 8,5:1 20 324

KE246M865 86,50 0,50 32,38 -13 0,32- 8,5:1 20 319

KE246M87 87,00 1,00 32,38 -13 0,32- 8,5:1 20 329

KE235M86 86,00 Std. 32,38 -0,25 0,32- 10,3:1 20 337

KE235M865 86,50 0,50 32,38 -0,25 0,32- 10,3:1 20 332

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE246M86 8600XX - 011EF14149 -

KE246M865 8650XX - 011EF14149 -

KE246M87 8700XX - 011EF14149 -

KE235M86 8600XX - 011EF14149 -

KE235M865 8650XX - 011EF14149 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - 251-6201 -

KING - - -

Manufacturer Ford

Model Cosworth Escort/Sierra

Engine 2,0 Ltr 16V

Information Engine code:YB/N5 • Displacement:1993 cc • Valves:16

Bore:90,82 • Stroke:76,95 • Block Ht:207,50

Comp. Ratio:8,0:1 • Head cc's:45,00 • Gasket thickness:1,00 • Gasket thickness:1,00
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE103M91AP 91,00 0,18 40,80 -20,2 0,27 8,0:1 24 414

KE103M915AP 91,50 0,68 40,80 -20,2 0,27 8,0:1 24 434

KE103M92AP 92,00 1,18 40,80 -20,2 0,27 8,0:1 24 426

KE103M925AP 92,50 1,68 40,80 -20,2 0,27 8,0:1 24 432

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE103M91AP 9100XX C4350-051/338042R 011BP29129  / R-FOR-001-I C-FOR-001L

KE103M915AP 9150XX C4350-051/338042R 011BP29129  / R-FOR-001-I C-FOR-001L

KE103M92AP 9200XX C4350-051/338042R 011BP29129  / R-FOR-001-I C-FOR-001L

KE103M925AP 9250XX C4350-051/338042R 011BP29129  / R-FOR-001-I C-FOR-001L

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2166H(HX/0,25/0,50) 5M2167H(HX/0,25/0,50) 2T2167 251-4701 251-6301 151-5401

KING CR4440XP MB5672XP -

Manufacturer Ford

Model Duratec 20 HE (122CID) as in Focus/Fiesta ST150

Engine 2,0 Ltr 16V

Information Engine code:AOWA/AOBA/N4JA/N4JB • Displacement:1998 cc • Valves:16

Bore:87,50 • Stroke:83,10 • Block Ht:217,00

Comp. Ratio:10,8:1 • Head cc's:42,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K628M875 87,50 Std. 28,50 -23 0,70- 8,0:1 21 309

K628M88 88,00 0,50 28,50 -23 0,70- 8,0:1 21 315

K629M875 87,50 Std. 28,50 -7 0,70- 10,0:1 21 306

K629M88 88,00 0,50 28,50 -7 0,70- 10,0:1 21 311

KE257M875 87,50 Std. 28,50 0 0,70- 11,1:1 21 328

KE257M88 88,00 0,50 28,50 0 0,70- 11,1:1 21 335

KE237M875 87,50 Std. 28,50 5,3 0,70- 12,5:1 21 338

KE237M88 88,00 0,50 28,50 5,3 0,70- 12,5:1 21 343

KE237M885 88,50 1,00 28,50 5,0 0,70- 12,5:1 21 348

KE237M89 89,00 1,50 28,50 4,5 0,70- 12,5:1 21 356

Kit Part # Ring # Head Gasket Connecting Rods Crank

K628M875 8750XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

K628M88 8800XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -
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K629M875 8750XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

K629M88 8800XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

KE257M875 8750XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

KE257M88 8800XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

KE237M875 8750XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

KE237M88 8800XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

KE237M885 8850XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

KE237M89 8900XX C5843-018/330056R 011BL16576 / R-FOR-004H / R-FOR-004-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B4390H(HX/0,025/0,25) 5M8174H(HX/0,025/0,25) - 151-4204 251-6202 151-5402(not N4JB)

KING CR4515XP MB5442XP -

Manufacturer Ford

Model Duratec 20 RS as in Focus RS MKI

Engine 2,0 Ltr 16V

Information Engine code:HMDA • Displacement:1988 cc • Valves:16

Bore:84,80 • Stroke:88,00 • Block Ht:213,00

Comp. Ratio:9,0:1 • Head cc's:35,50 • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE154M848 84,80 Std. 31,70 -21,5 0,30- 9,0:1 22 321

KE154M85 85,00 0,20 31,70 -21,5 0,30- 9,0:1 22 324

KE154M8525 85,25 0,45 31,70 -21,5 0,30- 9,0:1 22 326

KE154M855 85,50 0,70 31,70 -21,5 0,30- 9,0:1 22 328

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE154M848 8500XX - 311BO17137 -

KE154M85 8500XX - 311BO17137 -

KE154M8525 8525XX - 311BO17137 -

KE154M855 8550XX - 311BO17137 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Ford

Model 2.0L Ecoboost  as in Focus ST

Engine 2,0 Ltr 16V
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Information Engine code:R9DA/R9DB/R9DC • Displacement:1999 cc • Valves:16

Bore:87,50 • Stroke:83,10 • Block Ht:231,00

Comp. Ratio:9,3:1 • Head cc's:42,70 • Gasket thickness:0,90 • Gasket thickness:0,90

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE345M875 87,50 Std. 32,75 -7,4 0,85- 9,3:1 22,5 355

KE345M88 88,00 0,50 32,75 -7,4 0,85- 9,3:1 22,5 360

KE345M885 88,50 1,00 32,75 -7,4 0,85- 9,3:1 22,5 365

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE345M875 8750XX C15317-034 R-FOR-008-I -

KE345M88 8800XX C15317-034 R-FOR-008-I -

KE345M885 8850XX C15317-034 R-FOR-008-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8171H(HX/0,025/0,25) (w/o notch)5M8174H(HX/0,025/0,25) - - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8172H(HX/0,025/0,25) (with notch)

KING CR4604XP (with notch) MB5442XP -

Manufacturer Ford

Model Duratec 23 (140CID) as in Focus

Engine 2,3 Ltr 16V

Information Engine code:SEWA • Displacement:2261 cc • Valves:16

Bore:87,50 • Stroke:94,00 • Block Ht:231,00

Comp. Ratio:9,7:1 • Head cc's:42,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K628M875 87,50 Std. 28,50 -23 0,70- 8,8:1 21 309

K628M88 88,00 0,50 28,50 -23 0,70- 8,8:1 21 315

K629M875 87,50 Std. 28,50 -7 0,70- 11,0:1 21 306

K629M88 88,00 0,50 28,50 -7 0,70- 11,0:1 21 311

KE257M875 87,50 Std. 28,50 0 0,70- 12,4:1 21 328

KE257M88 88,00 0,50 28,50 0 0,70- 12,4:1 21 335

Kit Part # Ring # Head Gasket Connecting Rods Crank

K628M875 8750XX C5843-018 011BM16155 -

K628M88 8800XX C5843-018 011BM16155 -

K629M875 8750XX C5843-018 011BM16155 -
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K629M88 8800XX C5843-018 011BM16155 -

KE257M875 8750XX C5843-018 011BM16155 -

KE257M88 8800XX C5843-018 011BM16155 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8170H(HX/0,025/0,25) 5M8174H(HX/0,025/0,25) - 151-4204 - 151-5405

KING CR4507XP MB5442XP -

Manufacturer Ford

Model Duratec 2,3 Disi Turbo

Engine 2,3 Ltr 16V

Information Engine code:N/A • Displacement:2261 cc • Valves:16

Bore:87,50 • Stroke:94,00 • Block Ht:231,00

Comp. Ratio:9,5:1 • Head cc's:42,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K640M875 87,50 Std. 32,26 -13,3 1,00- 9,8:1 22,5 342

K640M88 88,00 0,50 32,26 -13,3 1,00- 9,9:1 22,5 346

Kit Part # Ring # Head Gasket Connecting Rods Crank

K640M875 8750XX C4481-030 028CF19151 -

K640M88 8800XX C4481-030 028CF19151 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8172H(HX/0,025/0,25) 5M8174H(HX/0,025/0,25) - 218-4702 - 218-5402

KING - MB5442XP -

Manufacturer Ford

Model 2300 Lima as in Pinto 2300

Engine 2,3 Ltr 8V

Information Engine code:LL23 • Displacement:2302 cc • Valves:8

Bore:96,00 • Stroke:79,50 • Block Ht:212,55

Comp. Ratio:N/A • Head cc's:52,00 • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K157A3 96,77 0,77 27,69 -3,4 0,33- 10,0:1 23,55 -

K157A4 97,03 1,03 27,69 -3,4 0,33- 10,0:1 23,55 -

K157A5 97,54 1,54 27,69 -3,4 0,33- 10,0:1 23,55 -
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Kit Part # Ring # Head Gasket Connecting Rods Crank

K157A3 3810A(4x) C5369-040 - -

K157A4 3820B(4x) C5369-040 - -

K157A5 3840H(4x) - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 151-4702 251-6402 151-5402

KING - - -

Manufacturer Ford

Model 2.3L Ecoboost as in Focus RS,Mustang

Engine 2,3 Ltr 16V

Information Engine code:YVDA • Displacement:2261 cc • Valves:16

Bore:87,50 • Stroke:94,00 • Block Ht:231,00

Comp. Ratio:9,5:1 • Head cc's:43,40 • Gasket thickness:0,93 • Gasket thickness:0,93

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE146M875 87,5 Std. 32,80 -6,8 1,97- 9,4:1 22,5 340

KE146M88 88 0,50 32,80 -7,7 1,97- 9,4:1 22,5 342

KE146M885 88,5 1,00 32,80 -8,4 1,97- 9,4:1 22,5 350

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE146M875 8750XX C15294-036/338482R FD5866-886 -

KE146M88 8800XX C15294-036/338482R FD5866-886 -

KE146M885 8850XX C15294-036/338482R FD5866-886 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8171H(HX/0,025/0,25) (w/o notch)5M8174H(HX/0,025/0,25) - 151-4301 - 151-5407

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8172H(HX/0,025/0,25) (with notch)

KING CR4695XP (w/o notch) MB5442XP -

KING CR4604XP (with notch)

Manufacturer Ford

Model Focus RS MKII

Engine 2,5 Ltr 20V

Information Engine code:JZDA • Displacement:2522 cc • Valves:20

Bore:83,00 • Stroke:93,20 • Block Ht:220,00

Comp. Ratio:8,5:1 • Head cc's:51,00 • Gasket thickness:1,35 • Gasket thickness:1,35
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE327M83 83,00 Std. 30,50 -16 0,10 8,5:1 23 326

KE327M835 83,50 0,50 30,50 -16 0,10 8,5:1 23 331

KE227M83 83,00 Std. 30,50 -12 0,10 9,0:1 23 335

KE227M835 83,50 0,50 30,50 -12 0,10 9,0:1 23 340

KE227M84 84,00 1,00 30,50 -12 0,10 9,0:1 23 346

KE227M845 84,50 1,50 30,50 -12 0,10 9,0:1 23 353

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE327M83 8300XX 338284R 044DW21143/344DW21143 / R-FOR-005-I -

KE327M835 8350XX 330045R 044DW21143/344DW21143 / R-FOR-005-I -

KE227M83 8300XX 338284R 044DW21143/344DW21143 / R-FOR-005-I -

KE227M835 8350XX 330045R 044DW21143/344DW21143 / R-FOR-005-I -

KE227M84 8400XX 330045R 044DW21143/344DW21143 / R-FOR-005-I -

KE227M845 8450XX - 044DW21143/344DW21143 / R-FOR-005-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 5B7880H(HX/0,025/0,25) - - 251-4703 251-6203 251-5801

KING CR 509XP MB 612XP -

KING CR 509XPC

Manufacturer Ford

Model Probe

Engine 2,5 Ltr 24V (V6)

Information Engine code:KL• Displacement:2497 cc  • Valves:24

Bore:84,50 • Stroke:74,20 • Block Ht:204,50

Comp. Ratio:9,2:1 • Head cc's:39,00 • Gasket thickness:0,35 • Gasket thickness:0,35

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE147M845 84,50 Std. 29,16 -13 0,42- 8,5:1 20 -

KE147M85 85,00 0,50 29,16 -13 0,42- 8,5:1 20 -

KE147M855 85,50 1,00 29,16 -13 0,42- 8,5:1 20 -

KE148M845 84,50 Std. 29,16 -2 0,42- 11,5:1 20 302

KE148M85 85,00 0,50 29,16 -2 0,42- 11,5:1 20 310

KE148M855 85,50 1,00 29,16 -2 0,42- 11,5:1 20 314

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE147M845 8450XX - - -
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KE147M85 8500XX - - -

KE147M855 8550XX - - -

KE148M845 8450XX - - -

KE148M85 8500XX - - -

KE148M855 8550XX - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 218-4704 - -

KING - - -

Manufacturer Honda

Model L15A 1,5L VTEC as in Fit/Jazz/City

Engine 1,5Ltr 16V

Information Engine code:L15A • Displacement:1486 cc • Valves:16

Bore:73,00 • Stroke:89,40 • Block Ht:220,00

Comp. Ratio:10,4:1 • Head cc's:26,00 • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K637M73 73,00 Std. 26,16 -11,5 0,14- 9,8:1 18 203

Kit Part # Ring # Head Gasket Connecting Rods Crank

K637M73 2874XC - 015BY10149 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 208-4308 208-6301 108-5401

KING - - -

Manufacturer Honda

Model B16A as in Civic SI

Engine 1,6 Ltr 16V

Information Engine code:B16A • Displacement:1595 cc • Valves:16

Bore:81,00 • Stroke:77,40 • Block Ht:203,00

Comp. Ratio:10,2:1 • Head cc's:42,70 • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K673M81AP 81,00 Std. 30,00 -8 0 8,2:1 21 293

K673M815AP 81,50 0,50 30,00 -8 0 8,2:1 21 298

K673M82AP 82,00 1,00 30,00 -8 0 8,2:1 21 303

K649M84 84,00 3,00 30,00 -10 0 8,4:1 21 320
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K649M845 84,50 3,50 30,00 -10 0 8,4:1 21 326

K649M85 85,00 4,00 30,00 -10 0 8,5:1 21 332

K542M81AP 81,00 Std. 29,85 -2,4FT 0,15- 8,9:1 21 280

K542M8125AP 81,25 0,25 29,85 -2,4FT 0,15- 8,9:1 21 281

K542M815AP 81,50 0,50 29,85 -2,4FT 0,15- 8,9:1 21 285

K542M82AP 82,00 1,00 29,85 -2,4FT 0,15- 8,9:1 21 296

K623M84 84,00 3,00 30,00 -2,3FT 0 9,4:1 21 291

K623M845 84,50 3,50 30,00 -2,3FT 0 9,4:1 21 296

K567M84AP 84,00 3,00 30,00 2 0 10,1:1 21 288

K567M8425AP 84,25 3,25 30,00 2 0 10,2:1 21 292

K567M845AP 84,50 3,50 30,00 2 0 10,2:1 21 294

K567M85AP 85,00 4,00 30,00 2 0 10,3:1 21 300

K566M81AP 81,00 Std. 30,10 5 0,10 10,5:1 21 275

K566M8125AP 81,25 0,25 30,10 5 0,10 10,5:1 21 279

K566M815AP 81,50 0,50 30,10 5 0,10 10,5:1 21 281

K566M82AP 82,00 1,00 30,10 5 0,10 10,5:1 21 287

K593M81AP 81,00 Std. 30,00 8,3 0 11,1:1 21 270

K593M8125AP 81,25 0,25 30,00 8,3 0 11,1:1 21 274

K593M815AP 81,50 0,50 30,00 8,3 0 11,1:1 21 278

K593M82AP 82,00 1,00 30,00 8,3 0 11,1:1 21 281

K594M84AP 84,00 3,00 30,00 8,3 0 11,5:1 21 275

K594M8425AP 84,25 3,25 30,00 8,3 0 11,6:1 21 277

K594M845AP 84,50 3,50 30,00 8,3 0 11,6:1 21 279

K594M85AP 85,00 4,00 30,00 8,3 0 11,7:1 21 286

K594M855AP 85,50 4,50 30,00 8,3 0 11,8:1 21 292

K594M86AP 86,00 5,00 30,00 8,3 0 12,0:1 21 297

Wiseco Piston Kit (Must use at least a 1,00 mm thick head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K673M81AP 8100XX W6602 015BR16529 / R-HON-001-I -

K673M815AP 8150XX W6602 015BR16529 / R-HON-001-I -

K673M82AP 8200XX W6167 015BR16529 / R-HON-001-I -

K649M84 8400XX W6084 015BR16529 / R-HON-001-I -

K649M845 8450XX W6291 015BR16529 / R-HON-001-I -

K649M85 8500XX W6291 015BR16529 / R-HON-001-I -

K542M81AP 8100XX W6602 015BR16529 / R-HON-001-I -

K542M8125AP 8125XX W6602 015BR16529 / R-HON-001-I -

K542M815AP 8150XX W6602 015BR16529 / R-HON-001-I -

K542M82AP 8200XX W6167 015BR16529 / R-HON-001-I -
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K623M84 8400XX W6084 015BR16529 / R-HON-001-I -

K623M845 8450XX W6291 015BR16529 / R-HON-001-I -

K567M84AP 8400XX W6084 015BR16529 / R-HON-001H -

K567M8425AP 8425XX W6291 015BR16529 / R-HON-001H -

K567M845AP 8450XX W6291 015BR16529 / R-HON-001H -

K567M85AP 8500XX W6291 015BR16529 / R-HON-001H -

K566M81AP 8100XX W6602 015BR16529 / R-HON-001H -

K566M8125AP 8125XX W6602 015BR16529 / R-HON-001H -

K566M815AP 8150XX W6602 015BR16529 / R-HON-001H -

K566M82AP 8200XX W6167 015BR16529 / R-HON-001H -

K593M81AP 8100XX W6602 015BR16529 / R-HON-001H -

K593M8125AP 8125XX W6602 015BR16529 / R-HON-001H -

K593M815AP 8150XX W6602 015BR16529 / R-HON-001H -

K593M82AP 8200XX W6167 015BR16529 / R-HON-001H -

K594M84AP 8400XX W6084 015BR16529 / R-HON-001H -

K594M8425AP 8425XX W6291 015BR16529 / R-HON-001H -

K594M845AP 8450XX W6291 015BR16529 / R-HON-001H -

K594M85AP 8500XX W6291 015BR16529 / R-HON-001H -

K594M855AP 8550XX - 015BR16529 / R-HON-001H -

K594M86AP 8600XX - 015BR16529 / R-HON-001H -

Wiseco Piston Kit (Must use at least a 1,00 mm thick head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4601 208-6401 208-5402

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR 439XP MB5259XP TW 140AM

KING CR 439XPC MB5259XPC

KING CR 439XPD

KING CR 439XPDC

Manufacturer Honda

Model D16Z6/D16Y7 as in Civic SOHC 92+

Engine 1,6 Ltr 16V

Information Engine code:D16Z6/D16Y7 • Displacement:1590 cc • Valves:16

Bore:75,00 • Stroke:90,00 • Block Ht:212,00

Comp. Ratio:9,3:1 • Head cc's:34,60 • Gasket thickness:0,65 • Gasket thickness:0,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram
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K546M755 75,50 0,50 29,80 -15,4 0,20- 8,5:1 19 232

Kit Part # Ring # Head Gasket Connecting Rods Crank

K546M755 7550XX W6170 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1956H(HX/0,025/0,25) 5M1957H(HX/0,025/0,25) 1T1957 - - -

KING CR4046XP MB5568XP TW 140AM

KING CR4046XPC

Manufacturer Honda

Model D16Y8 as in Civic SOHC '96-00

Engine 1,6 Ltr 16V

Information Engine code:D16Y8 • Displacement:1590 cc • Valves:16

Bore:75,00 • Stroke:90,00 • Block Ht:212,00

Comp. Ratio:9,6:1 • Head cc's:32,80 • Gasket thickness:0,71 • Gasket thickness:0,71

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K543M75 75,00 Std. 29,15 -14 0,84- 8,5:1 19 232

K543M755 75,50 0,50 29,15 -14 0,84- 8,5:1 19 230

Kit Part # Ring # Head Gasket Connecting Rods Crank

K543M75 7500XX W6170 - -

K543M755 7550XX W6170 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1956H(HX/0,025/0,25) 5M1957H(HX/0,025/0,25) 1T1957 208-4305 - -

KING CR4046XP MB5568XP TW 140AM

KING CR4046XPC

Manufacturer Honda

Model B17A1 as in Integra GSR

Engine 1,7 Ltr 16V

Information Engine code:B17A1 • Displacement:1678 cc • Valves:16

Bore:81,00 • Stroke:81,40 • Block Ht:203,00

Comp. Ratio:9,7:1 • Head cc's:42,70 • Gasket thickness:0,75 • Gasket thickness:0,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K541M81AP 81,00 Std. 30,00 -12 0 8,1:1 21 295
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K541M8125AP 81,25 0,25 30,00 -12 0 8,1:1 21 296

K541M815AP 81,50 0,50 30,00 -12 0 8,1:1 21 301

K541M82AP 82,00 1,00 30,00 -12 0 8,1:1 21 306

K673M81AP 81,00 Std. 30,00 -8 0 8,5:1 21 293

K673M815AP 81,50 0,50 30,00 -8 0 8,5:1 21 298

K673M82AP 82,00 1,00 30,00 -8 0 8,5:1 21 303

K542M81AP 81,00 Std. 29,85 -2,4FT 0,15- 9,3:1 21 286

K542M8125AP 81,25 0,25 29,85 -2,4FT 0,15- 9,3:1 21 281

K542M815AP 81,50 0,50 29,85 -2,4FT 0,15- 9,3:1 21 285

K542M82AP 82,00 1,00 29,85 -2,4FT 0,15- 9,3:1 21 296

K566M81AP 81,00 Std. 30,10 5 0,10 11,0:1 21 275

K566M8125AP 81,25 0,25 30,10 5 0,10 11,0:1 21 279

K566M815AP 81,50 0,50 30,10 5 0,10 11,0:1 21 281

K566M82AP 82,00 1,00 30,10 5 0,10 11,0:1 21 287

K593M81AP 81,00 Std. 30,00 8,3 0 11,7:1 21 270

K593M8125AP 81,25 0,25 30,00 8,3 0 11,7:1 21 274

K593M815AP 81,50 0,50 30,00 8,3 0 11,7:1 21 278

K593M82AP 82,00 1,00 30,00 8,3 0 11,7:1 21 281

Wiseco Piston Kit (Must use at least a 1,00 mm thick head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K541M81AP 8100XX W6602(Vtec)/W6086 - -

K541M8125AP 8125XX W6602(Vtec)/W6086 - -

K541M815AP 8150XX W6602(Vtec)/W6086 - -

K541M82AP 8200XX W6167(Vtec)/W6086 - -

K673M81AP 8100XX W6602(Vtec)/W6086 - -

K673M815AP 8150XX W6602(Vtec)/W6086 - -

K673M82AP 8200XX W6167(Vtec)/W6086 - -

K542M81AP 8100XX W6602(Vtec)/W6086 - -

K542M8125AP 8125XX W6602(Vtec)/W6086 - -

K542M815AP 8150XX W6602(Vtec)/W6086 - -

K542M82AP 8200XX W6167(Vtec)/W6086 - -

K566M81AP 8100XX W6602(Vtec)/W6086 - -

K566M8125AP 8125XX W6602(Vtec)/W6086 - -

K566M815AP 8150XX W6602(Vtec)/W6086 - -

K566M82AP 8200XX W6167(Vtec)/W6086 - -

K593M81AP 8100XX W6602(Vtec)/W6086 - -

K593M8125AP 8125XX W6602(Vtec)/W6086 - -

K593M815AP 8150XX W6602(Vtec)/W6086 - -
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K593M82AP 8200XX W6167(Vtec)/W6086 - -

Wiseco Piston Kit (Must use at least a 1,00 mm thick head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4303 208-6401 208-5403

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR 439XP MB5259XP TW 140AM

KING CR 439XPC MB5259XPC

KING CR 439XPD

KING CR 439XPDC

Manufacturer Honda

Model D17 as in Civic SOHC '96-00

Engine 1,7 Ltr 16V

Information Engine code:D17 • Displacement:1668 cc • Valves:16

Bore:75,00 • Stroke:94,40 • Block Ht:212,00

Comp. Ratio:9,5:1 • Head cc's:33,50 • Gasket thickness:0,71 • Gasket thickness:0,71

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K624M75 75,00 Std. 27,00 -14 0,81- 8,8:1 19 210

K624M755 75,50 0,50 27,00 -14 0,81- 8,8:1 19 217

Kit Part # Ring # Head Gasket Connecting Rods Crank

K624M75 7500XX C4474-027 015BT12137 -

K624M755 7550XX C4474-027 015BT12137 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1956H(HX/0,025/0,25) 5M1957H(HX/0,025/0,25) 1T1957 - - -

KING CR4046XP MB5568XP TW 140AM

Manufacturer Honda

Model B18A1/B1 NON V-TEC as in Integra

Engine 1,8 Ltr 16V

Information Engine code:B18A1/B1 • Displacement:1834 cc • Valves:16

Bore:81,00 • Stroke:89,00 • Block Ht:212,00

Comp. Ratio:9,2:1 • Head cc's:45,00 • Gasket thickness:0,75 • Gasket thickness:0,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

Janicol Racing Oy • Vesalantie 9 H 1 • 33960 PIRKKALA Copyright © Janicol Racing Oy



WISECO PARTS 38 / 145

K541M81AP 81,00 Std. 30,00 -12 0,50- 8,3:1 21 295

K541M8125AP 81,25 0,25 30,00 -12 0,50- 8,3:1 21 296

K541M815AP 81,50 0,50 30,00 -12 0,50- 8,3:1 21 301

K541M82AP 82,00 1,00 30,00 -12 0,50- 8,3:1 21 306

K673M81AP 81,00 Std. 30,00 -8 0,50- 8,5:1 21 293

K673M815AP 81,50 0,50 30,00 -8 0,50- 8,6:1 21 298

K673M82AP 82,00 1,00 30,00 -8 0,50- 8,7:1 21 303

K649M84 84,00 3,00 30,00 -10 0,50- 8,8:1 21 320

K649M845 84,50 3,50 30,00 -10 0,50- 8,9:1 21 326

K649M85 85,00 4,00 30,00 -10 0,50- 8,9:1 21 332

K542M81AP 81,00 Std. 29,85 -2,4FT 0,65- 9,5:1 21 280

K542M8125AP 81,25 0,25 29,85 -2,4FT 0,65- 9,5:1 21 281

K542M815AP 81,50 0,50 29,85 -2,4FT 0,65- 9,5:1 21 285

K542M82AP 82,00 1,00 29,85 -2,4FT 0,65- 9,5:1 21 296

K623M84 84,00 3,00 30,00 -2,3FT 0,50- 9,9:1 21 291

K623M845 84,50 3,50 30,00 -2,3FT 0,50- 9,9:1 21 296

K566M81AP 81,00 Std. 30,10 5 0,40- 11,0:1 21 275

K566M8125AP 81,25 0,25 30,10 5 0,40- 11,0:1 21 279

K566M815AP 81,50 0,50 30,10 5 0,40- 11,0:1 21 281

K566M82AP 82,00 1,00 30,10 5 0,40- 11,0:1 21 287

K593M81AP 81,00 Std. 30,00 8,3 0,50- 11,7:1 21 270

K593M8125AP 81,25 0,25 30,00 8,3 0,50- 11,7:1 21 274

K593M815AP 81,50 0,50 30,00 8,3 0,50- 11,7:1 21 278

K593M82AP 82,00 1,00 30,00 8,3 0,50- 11,7:1 21 281

K594M84AP 84,00 3,00 30,00 8,3 0,50- 12,3:1 21 275

K594M8425AP 84,25 3,25 30,00 8,3 0,50- 12,3:1 21 277

K594M845AP 84,50 3,50 30,00 8,3 0,50- 12,4:1 21 279

K594M85AP 85,00 4,00 30,00 8,3 0,50- 12,5:1 21 286

K594M855AP 85,50 4,50 30,00 8,3 0,50- 12,6:1 21 292

K594M86AP 86,00 5,00 30,00 8,3 0,50- 12,7:1 21 297

Kit Part # Ring # Head Gasket Connecting Rods Crank

K541M81AP 8100XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -

K541M8125AP 8125XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -

K541M815AP 8150XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -

K541M82AP 8200XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -

K673M81AP 8100XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -

K673M815AP 8150XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -

K673M82AP 8200XX C4181-030 / W6086 015BR16137 / HN5394-827 / R-HON-002-I -
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K649M84 8400XX H1355SP2030S 015BR16137 / HN5394-827 / R-HON-002-I -

K649M845 8450XX H1355SP2030S 015BR16137 / HN5394-827 / R-HON-002-I -

K649M85 8500XX H1355SP2030S 015BR16137 / HN5394-827 / R-HON-002-I -

K542M81AP 8100XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K542M8125AP 8125XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K542M815AP 8150XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K542M82AP 8200XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K623M84 8400XX H1355SP2030S 015BR16137 / R-HON-002H -

K623M845 8450XX H1355SP2030S 015BR16137 / R-HON-002H -

K566M81AP 8100XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K566M8125AP 8125XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K566M815AP 8150XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K566M82AP 8200XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K593M81AP 8100XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K593M8125AP 8125XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K593M815AP 8150XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K593M82AP 8200XX C4181-030 / W6086 015BR16137 / R-HON-002H -

K594M84AP 8400XX H1355SP2030S 015BR16137 / R-HON-002H -

K594M8425AP 8425XX H1355SP2030S 015BR16137 / R-HON-002H -

K594M845AP 8450XX H1355SP2030S 015BR16137 / R-HON-002H -

K594M85AP 8500XX H1355SP2030S 015BR16137 / R-HON-002H -

K594M855AP 8550XX H1355SP2030S 015BR16137 / R-HON-002H -

K594M86AP 8600XX H1355SP2030S 015BR16137 / R-HON-002H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4601 208-6401 208-5402

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR 439XP MB5259XP TW 140AM

KING CR 439XPC MB5259XPC

KING CR 439XPD

KING CR 439XPDC

Manufacturer Honda

Model B18 LS(A1/B1 with B16A VTEC Head)

Engine 1,8 Ltr 16V

Information Engine code:B18A1/B1 • Displacement:1834 cc • Valves:16

Bore:81,00 • Stroke:89,00 • Block Ht:212,00

Comp. Ratio:9,2:1 • Head cc's:42,70 • Gasket thickness:0,75 • Gasket thickness:0,75
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K541M81AP 81,00 Std. 30,00 -12 0,50- 8,6:1 21 295

K541M8125AP 81,25 0,25 30,00 -12 0,50- 8,6:1 21 296

K541M815AP 81,50 0,50 30,00 -12 0,50- 8,6:1 21 301

K541M82AP 82,00 1,00 30,00 -12 0,50- 8,6:1 21 306

K673M81AP 81,00 Std. 30,00 -8 0,50- 9,0:1 21 293

K673M815AP 81,50 0,50 30,00 -8 0,50- 9,0:1 21 298

K673M82AP 82,00 1,00 30,00 -8 0,50- 9,0:1 21 303

K649M84 84,00 3,00 30,00 -10 0,50- 9,3:1 21 320

K649M845 84,50 3,50 30,00 -10 0,50- 9,3:1 21 326

K649M85 85,00 4,00 30,00 -10 0,50- 9,4:1 21 332

K542M81AP 81,00 Std. 29,85 -2,4FT 0,65- 9,8:1 21 280

K542M8125AP 81,25 0,25 29,85 -2,4FT 0,65- 9,8:1 21 281

K542M815AP 81,50 0,50 29,85 -2,4FT 0,65- 9,8:1 21 285

K542M82AP 82,00 1,00 29,85 -2,4FT 0,65- 9,8:1 21 296

K623M84 84,00 3,00 30,00 -2,3FT 0,50- 10,5:1 21 291

K623M845 84,50 3,50 30,00 -2,3FT 0,50- 10,6:1 21 296

K566M81AP 81,00 Std. 30,10 5 0,40- 11,6:1 21 275

K566M8125AP 81,25 0,25 30,10 5 0,40- 11,6:1 21 279

K566M815AP 81,50 0,50 30,10 5 0,40- 11,6:1 21 281

K566M82AP 82,00 1,00 30,10 5 0,40- 11,6:1 21 287

K593M81AP 81,00 Std. 30,00 8,3 0,50- 12,3:1 21 270

K593M8125AP 81,25 0,25 30,00 8,3 0,50- 12,3:1 21 274

K593M815AP 81,50 0,50 30,00 8,3 0,50- 12,3:1 21 278

K593M82AP 82,00 1,00 30,00 8,3 0,50- 12,3:1 21 281

K594M84AP 84,00 3,00 30,00 8,3 0,50- 12,9:1 21 275

K594M8425AP 84,25 3,25 30,00 8,3 0,50- 13,0:1 21 277

K594M845AP 84,50 3,50 30,00 8,3 0,50- 13,0:1 21 279

K594M85AP 85,00 4,00 30,00 8,3 0,50- 13,1:1 21 286

K594M855AP 85,50 4,50 30,00 8,3 0,50- 13,3:1 21 292

K594M86AP 86,00 5,00 30,00 8,3 0,50- 13,4:1 21 297

Kit Part # Ring # Head Gasket Connecting Rods Crank

K541M81AP 8100XX C4237-030 015BR16137 / HN5394-827 / R-HON-002-I -

K541M8125AP 8125XX C4236-030 015BR16137 / HN5394-827 / R-HON-002-I -

K541M815AP 8150XX C4236-030 015BR16137 / HN5394-827 / R-HON-002-I -

K541M82AP 8200XX C4191-030 015BR16137 / HN5394-827 / R-HON-002-I -

K673M81AP 8100XX C4237-030 015BR16137 / R-HON-002H -
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K673M815AP 8150XX C4236-030 015BR16137 / R-HON-002H -

K673M82AP 8200XX C4191-030 015BR16137 / R-HON-002H -

K649M84 8400XX C4193-030 015BR16137 / R-HON-002H -

K649M845 8450XX C4241-030 015BR16137 / R-HON-002H -

K649M85 8500XX C4194-030 015BR16137 / R-HON-002H -

K542M81AP 8100XX C4237-030 015BR16137 / R-HON-002H -

K542M8125AP 8125XX C4236-030 015BR16137 / R-HON-002H -

K542M815AP 8150XX C4236-030 015BR16137 / R-HON-002H -

K542M82AP 8200XX C4191-030 015BR16137 / R-HON-002H -

K623M84 8400XX C4193-030 015BR16137 / R-HON-002H -

K623M845 8450XX C4241-030 015BR16137 / R-HON-002H -

K566M81AP 8100XX C4236-030 015BR16137 / R-HON-002H -

K566M8125AP 8125XX C4236-030 015BR16137 / R-HON-002H -

K566M815AP 8150XX C4236-030 015BR16137 / R-HON-002H -

K566M82AP 8200XX C4191-030 015BR16137 / R-HON-002H -

K593M81AP 8100XX C4236-030 015BR16137 / R-HON-002H -

K593M8125AP 8125XX C4236-030 015BR16137 / R-HON-002H -

K593M815AP 8150XX C4236-030 015BR16137 / R-HON-002H -

K593M82AP 8200XX C4191-030 015BR16137 / R-HON-002H -

K594M84AP 8400XX C4193-030 015BR16137 / R-HON-002H -

K594M8425AP 8425XX C4241-030 015BR16137 / R-HON-002H -

K594M845AP 8450XX C4241-030 015BR16137 / R-HON-002H -

K594M85AP 8500XX C4194-030 015BR16137 / R-HON-002H -

K594M855AP 8550XX - 015BR16137 / R-HON-002H -

K594M86AP 8600XX - 015BR16137 / R-HON-002H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4303 208-6401 208-5403

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR 439XP MB5259XP TW 140AM

KING CR 439XPC MB5259XPC

KING CR 439XPD

KING CR 439XPDC

Manufacturer Honda

Model B18C1 V-TEC as in Integra

Engine 1,8 Ltr 16V

Information Engine code:B18C1 • Displacement:1797 cc • Valves:16
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Bore:81,00 • Stroke:87,20 • Block Ht:212,00

Comp. Ratio:10,0:1 • Head cc's:41,50 • Gasket thickness:0,75 • Gasket thickness:0,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K541M81AP 81,00 Std. 30,00 -12 0,40- 8,6:1 21 295

K541M8125AP 81,25 0,25 30,00 -12 0,40- 8,6:1 21 296

K541M815AP 81,50 0,50 30,00 -12 0,40- 8,6:1 21 301

K541M82AP 82,00 1,00 30,00 -12 0,40- 8,6:1 21 306

K673M81AP 81,00 Std. 30,00 -8 0,40- 9,1:1 21 293

K673M815AP 81,50 0,50 30,00 -8 0,40- 9,1:1 21 298

K673M82AP 82,00 1,00 30,00 -8 0,40- 9,1:1 21 303

K649M84 84,00 3,00 30,00 -10 0,40- 9,3:1 21 320

K649M845 84,50 3,50 30,00 -10 0,40- 9,4:1 21 326

K649M85 85,00 4,00 30,00 -10 0,40- 9,5:1 21 332

K542M81AP 81,00 Std. 29,85 -2,4FT 0,55- 10,0:1 21 280

K542M8125AP 81,25 0,25 29,85 -2,4FT 0,55- 10,0:1 21 281

K542M815AP 81,50 0,50 29,85 -2,4FT 0,55- 10,0:1 21 285

K542M82AP 82,00 1,00 29,85 -2,4FT 0,55- 10,0:1 21 296

K623M84 84,00 3,00 30,00 -2,3FT 0,40- 10,6:1 21 291

K623M845 84,50 3,50 30,00 -2,3FT 0,40- 10,7:1 21 296

K566M81AP 81,00 Std. 30,10 5 0,30- 11,8:1 21 275

K566M8125AP 81,25 0,25 30,10 5 0,30- 11,8:1 21 279

K566M815AP 81,50 0,50 30,10 5 0,30- 11,8:1 21 281

K566M82AP 82,00 1,00 30,10 5 0,30- 11,8:1 21 287

K593M81AP 81,00 Std. 30,00 8,3 0,40- 12,5:1 21 270

K593M8125AP 81,25 0,25 30,00 8,3 0,40- 12,5:1 21 274

K593M815AP 81,50 0,50 30,00 8,3 0,40- 12,5:1 21 278

K593M82AP 82,00 1,00 30,00 8,3 0,40- 12,5:1 21 281

K594M84AP 84,00 3,00 30,00 8,3 0,40- 13,1:1 21 275

K594M8425AP 84,25 3,25 30,00 8,3 0,40- 13,2:1 21 277

K594M845AP 84,50 3,50 30,00 8,3 0,40- 13,2:1 21 279

K594M85AP 85,00 4,00 30,00 8,3 0,40- 13,4:1 21 286

K594M855AP 85,50 4,50 30,00 8,3 0,40- 13,5:1 21 292

K594M86AP 86,00 5,00 30,00 8,3 0,40- 13,6:1 21 297

Kit Part # Ring # Head Gasket Connecting Rods Crank

K541M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003I -

K541M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003I -

K541M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003I -
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K541M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003I -

K673M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003-I -

K673M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003-I -

K673M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003-I -

K649M84 8400XX W6084 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K649M845 8450XX W6291 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K649M85 8500XX W6291 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K542M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K542M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K542M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K542M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003H -

K623M84 8400XX W6084 015BS16138 / HN5433-827 / R-HON-003H -

K623M845 8450XX W6291 015BS16138 / HN5433-827 / R-HON-003H -

K566M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K566M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K566M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K566M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003H -

K593M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K593M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K593M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K593M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003H -

K594M84AP 8400XX W6084 015BS16138 / HN5433-827 / R-HON-003HL -

K594M8425AP 8425XX W6291 015BS16138 / HN5433-827 / R-HON-003HL -

K594M845AP 8450XX W6291 015BS16138 / HN5433-827 / R-HON-003HL -

K594M85AP 8500XX W6291 015BS16138 / HN5433-827 / R-HON-003HL -

K594M855AP 8550XX H1342SP2027S 015BS16138 / HN5433-827 / R-HON-003HL -

K594M86AP 8600XX H1342SP1030S 015BS16138 / HN5433-827 / R-HON-003HL -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1925H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4303 208-6401 208-5403

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1925HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR4287XP MB5259XP TW 140AM

KING CR4287XPD MB5259XPC

KING CR4287XPDC

Manufacturer Honda

Model B18C5 as in Intergra Type R '97-01

Engine 1,8 Ltr 16V
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Information Engine code:B18C5 /C6• Displacement:1797 cc • Valves:16

Bore:81,00 • Stroke:87,20 • Block Ht:212,00

Comp. Ratio:10,6:1 • Head cc's:42,70 • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K541M81AP 81,00 Std. 30,00 -12 0,40- 8,35:1 21 295

K541M8125AP 81,25 0,25 30,00 -12 0,40- 8,35:1 21 296

K541M815AP 81,50 0,50 30,00 -12 0,40- 8,35:1 21 301

K541M82AP 82,00 1,00 30,00 -12 0,40- 8,35:1 21 306

K673M81AP 81,00 Std. 30,00 -8 0,40- 8,85:1 21 293

K673M815AP 81,50 0,50 30,00 -8 0,40- 8,85:1 21 298

K673M82AP 82,00 1,00 30,00 -8 0,40- 8,85:1 21 303

K649M84 84,00 3,00 30,00 -10 0,40- 9,1:1 21 320

K649M845 84,50 3,50 30,00 -10 0,40- 9,2:1 21 326

K649M85 85,00 4,00 30,00 -10 0,40- 9,3:1 21 332

K542M81AP 81,00 Std. 29,85 -2,4FT 0,55- 9,75:1 21 280

K542M8125AP 81,25 0,25 29,85 -2,4FT 0,55- 9,75:1 21 281

K542M815AP 81,50 0,50 29,85 -2,4FT 0,55- 9,75:1 21 285

K542M82AP 82,00 1,00 29,85 -2,4FT 0,55- 9,75:1 21 296

K623M84 84,00 3,00 30,00 -2,3FT 0,40- 10,4:1 21 291

K623M845 84,50 3,50 30,00 -2,3FT 0,40- 10,6:1 21 296

K566M81AP 81,00 Std. 30,10 5 0,30- 11,55:1 21 275

K566M8125AP 81,25 0,25 30,10 5 0,30- 11,55:1 21 279

K566M815AP 81,50 0,50 30,10 5 0,30- 11,55:1 21 281

K566M82AP 82,00 1,00 30,10 5 0,30- 11,55:1 21 287

K593M81AP 81,00 Std. 30,00 8,3 0,40- 12,25:1 21 270

K593M8125AP 81,25 0,25 30,00 8,3 0,40- 12,25:1 21 274

K593M815AP 81,50 0,50 30,00 8,3 0,40- 12,25:1 21 278

K593M82AP 82,00 1,00 30,00 8,3 0,40- 12,25:1 21 281

K594M84AP 84,00 3,00 30,00 8,3 0,40- 12,8:1 21 275

K594M8425AP 84,25 3,25 30,00 8,3 0,40- 13,0:1 21 277

K594M845AP 84,50 3,50 30,00 8,3 0,40- 13,0:1 21 279

K594M85AP 85,00 4,00 30,00 8,3 0,40- 13,2:1 21 286

K594M855AP 85,50 4,50 30,00 8,3 0,40- 13,3:1 21 292

K594M86AP 86,00 5,00 30,00 8,3 0,40- 13,4:1 21 297

Kit Part # Ring # Head Gasket Connecting Rods Crank

K541M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003I -

K541M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003I -
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K541M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003I -

K541M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003I -

K673M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003I -

K673M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003I -

K673M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003I -

K649M84 8400XX W6084 015BS16138 / HN5433-827 / R-HON-003-I -

K649M845 8450XX W6291 015BS16138 / HN5433-827 / R-HON-003-I -

K649M85 8500XX W6291 015BS16138 / HN5433-827 / R-HON-003-I -

K542M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K542M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K542M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K542M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-EN24-003 -

K623M84 8400XX W6084 015BS16138 / HN5433-827 / R-HON-003H -

K623M845 8450XX W6291 015BS16138 / HN5433-827 / R-HON-003H -

K566M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K566M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K566M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003H -

K566M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003H -

K593M81AP 8100XX W6602 015BS16138 / HN5433-827 / R-HON-003HL -

K593M8125AP 8125XX W6602 015BS16138 / HN5433-827 / R-HON-003HL -

K593M815AP 8150XX W6602 015BS16138 / HN5433-827 / R-HON-003HL -

K593M82AP 8200XX W6167 015BS16138 / HN5433-827 / R-HON-003HL -

K594M84AP 8400XX W6084 015BS16138 / HN5433-827 / R-HON-003HL -

K594M8425AP 8425XX W6291 015BS16138 / HN5433-827 / R-HON-003HL -

K594M845AP 8450XX W6291 015BS16138 / HN5433-827 / R-HON-003HL -

K594M85AP 8500XX W6291 015BS16138 / HN5433-827 / R-HON-003HL -

K594M855AP 8550XX H1342SP2027S 015BS16138 / HN5433-827 / R-HON-003HL -

K594M86AP 8600XX H1342SP1030S 015BS16138 / HN5433-827 / R-HON-003HL -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1925H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4303 208-6401 208-5403

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1925HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR4287XP MB5259XP TW 140AM

KING CR4287XPD MB5259XPC

KING CR4287XPDC

Manufacturer Honda

Model R18A as in Civic
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Engine 1,8 Ltr 16V

Information Engine code:R18A • Displacement:1799 cc • Valves:16

Bore:81,00 • Stroke:87,30 • Block Ht:230,00

Comp. Ratio:10,5:1 • Head cc's:40,50 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K672M81AP 81,00 Std. 28,75 -10 0,10- 9,0:1 20 -

K672M8125AP 81,25 0,25 28,75 -10 0,10- 9,0:1 20 -

K672M815AP 81,50 0,50 28,75 -10 0,10- 9,0:1 20 -

K672M82AP 82,00 1,00 28,75 -10 0,10- 9,0:1 20 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K672M81AP 8100XX - - -

K672M8125AP 8125XX - - -

K672M815AP 8150XX - - -

K672M82AP 8200XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Honda

Model B20B with VTEC head(CRV/VTEC)

Engine 2,0 Ltr 16V

Information Engine code:B20B • Displacement:1973 cc • Valves:16

Bore:84,00 • Stroke:89,00 • Block Ht:212,00

Comp. Ratio:8,8:1 • Head cc's:42,70 • Gasket thickness:0,71 • Gasket thickness:0,71

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K545M84 84,00 Std. 30,00 -18 0,50- 8,4:1 21 271

K545M845 84,50 0,50 30,00 -18 0,50- 8,4:1 21 277

K545M85 85,00 1,00 30,00 -18 0,50- 8,4:1 21 284

K649M84 84,00 Std. 30,00 -10 0,50- 9,3:1 21 320

K649M845 84,50 0,50 30,00 -10 0,50- 9,3:1 21 326

K649M85 85,00 1,00 30,00 -10 0,50- 9,3:1 21 332

K623M84 84,00 Std. 30,00 -2,3FT 0,50- 10,6:1 21 291

K623M845 84,50 0,50 30,00 -2,3FT 0,50- 10,6:1 21 296

K567M84AP 84,00 Std. 30,00 2 0,50- 11,4:1 21 288

K567M8425AP 84,25 0,25 30,00 2 0,50- 11,4:1 21 292
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K567M845AP 84,50 0,50 30,00 2 0,50- 11,4:1 21 294

K567M85AP 85,00 1,00 30,00 2 0,50- 11,4:1 21 300

K594M84AP 84,00 Std. 30,00 8,3 0,50- 13,0:1 21 275

K594M8425AP 84,25 0,25 30,00 8,3 0,50- 13,0:1 21 277

K594M845AP 84,50 0,50 30,00 8,3 0,50- 13,0:1 21 279

K594M85AP 85,00 1,00 30,00 8,3 0,50- 13,0:1 21 286

K594M855AP 85,50 1,50 30,00 8,3 0,50- 13,0:1 21 292

K594M86AP 86,00 2,00 30,00 8,3 0,50- 13,0:1 21 297

Kit Part # Ring # Head Gasket Connecting Rods Crank

K545M84 8400XX W6089 (Vtec)/W6087 015BR16137 / HN5394-827 / R-HON-002-I -

K545M845 8450XX W6087 015BR16137 / HN5394-827 / R-HON-002-I -

K545M85 8500XX W6087 015BR16137 / HN5394-827 / R-HON-002-I -

K649M84 8400XX W6087 015BR16137 / R-HON-002-I -

K649M845 8450XX W6087 015BR16137 / R-HON-002-I -

K649M85 8500XX W6087 015BR16137 / R-HON-002-I -

K623M84 8400XX W6089 (Vtec)/W6087 015BR16137 / R-HON-002H -

K623M845 8450XX W6087 015BR16137 / R-HON-002H -

K567M84AP 8400XX W6089 (Vtec)/W6087 015BR16137 / R-HON-002H -

K567M8425AP 8425XX W6087 015BR16137 / R-HON-002H -

K567M845AP 8450XX W6087 015BR16137 / R-HON-002H -

K567M85AP 8500XX W6087 015BR16137 / R-HON-002H -

K594M84AP 8400XX W6089 (Vtec)/W6087 015BR16137 / R-HON-002H -

K594M8425AP 8425XX W6087 015BR16137 / R-HON-002H -

K594M845AP 8450XX W6087 015BR16137 / R-HON-002H -

K594M85AP 8500XX W6087 015BR16137 / R-HON-002H -

K594M855AP 8550XX - 015BR16137 / R-HON-002H -

K594M86AP 8600XX - 015BR16137 / R-HON-002H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946H(HX/0,025/0,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4306 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1946HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR 439XP MB5259XP TW 140AM

KING CR 439XPC MB5259XPC

KING CR 439XPD

KING CR 439XPDC
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Manufacturer Honda

Model K20A/Z as Civic/Integra Type R

Engine 2,0 Ltr 16V

Information Engine code:K20 • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:212,00

Comp. Ratio:11,7:1 • Head cc's:50,50 • Gasket thickness:0,63 • Gasket thickness:0,63

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K568M86 86,00 Std. 30,00 -9 0 9,0:1 22 290

K568M865 86,50 0,50 30,00 -9 0 9,0:1 22 298

K568M87 87,00 1,00 30,00 -9 0 9,0:1 22 303

K568M875 87,50 1,50 30,00 -9 0 9,0:1 22 307

K568M88 88,00 2,00 30,00 -9 0 9,0:1 22 312

K568M89 89,00 3,00 30,00 -9 0 9,0:1 22 322

K631M86 86,00 Std. 30,00 -3,5 FT 0 9,8:1 22 302

K631M865 86,50 0,50 30,00 -3,5 FT 0 9,8:1 22 316

K631M87 87,00 1,00 30,00 -3,5 FT 0 9,8:1 22 336

K631M875 87,50 1,50 30,00 -3,5 FT 0 9,8:1 22 346

K634M865 86,50 0,50 30,00 5 0 11,0:1 22 311

K634M87 87,00 1,00 30,00 5 0 11,0:1 22 316

K634M8725 87,25 1,25 30,00 5 0 11,0:1 22 320

K634M875 87,50 1,50 30,00 5 0 11,0:1 22 322

K634M88 88,00 2,00 30,00 5 0 11,0:1 22 327

K634M89 89,00 3,00 30,00 5 0 11,0:1 22 320

K634M895 89,50 3,50 30,00 5 0 11,0:1 22 335

K573M86AP 86,00 Std. 30,00 8 0 11,7:1 22 320

K573M865AP 86,50 0,50 30,00 8 0 11,7:1 22 330

K573M87AP 87,00 1,00 30,00 8 0 11,7:1 22 335

K573M875AP 87,50 1,50 30,00 8 0 11,7:1 22 342

K573M88AP 88,00 2,00 30,00 8 0 11,7:1 22 348

K573M89AP 89,00 3,00 30,00 8 0 11,7:1 22 360

K650M86AP 86,00 Std. 30,00 10,5 0 12,4:1 22 321

K650M865AP 86,50 0,50 30,00 10,5 0 12,4:1 22 326

K650M87AP 87,00 1,00 30,00 10,5 0 12,4:1 22 331

K650M875AP 87,50 1,50 30,00 10,5 0 12,4:1 22 336

K650M88AP 88,00 2,00 30,00 10,5 0 12,4:1 22 343

K650M89AP 89,00 3,00 30,00 10,5 0 12,4:1 22 355

Kit Part # Ring # Head Gasket Connecting Rods Crank
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K568M86 8600XX W6600 015BW17139 / R-HON-010-I -

K568M865 8650XX W6295 015BW17139 / R-HON-010-I -

K568M87 8700XX W6295 015BW17139 / R-HON-010-I -

K568M875 8750XX C4312-030 015BW17139 / R-HON-010-I -

K568M88 8800XX C4312-030 015BW17139 / R-HON-010-I -

K568M89 8900XX C4596-032 015BW17139 / R-HON-010-I -

K631M86 8600XX W6600 015BW17139 / R-HON-011I -

K631M865 8650XX W6295 015BW17139 / R-HON-011I -

K631M87 8700XX W6295 015BW17139 / R-HON-011I -

K631M875 8750XX C4312-030 015BW17139 / R-HON-011I -

K634M865 8650XX W6295 015BW17139 / R-HON-010H -

K634M87 8700XX W6295 015BW17139 / R-HON-010H -

K634M8725 8725XX C4312-030 015BW17139 / R-HON-010H -

K634M875 8750XX C4312-030 015BW17139 / R-HON-010H -

K634M88 8800XX C4312-030 015BW17139 / R-HON-010H -

K634M89 8900XX C4596-032 015BW17139 / R-HON-010H -

K634M895 8950XX - 015BW17139 / R-HON-010H -

K573M86AP 8600XX W6600 015BW17139 / R-HON-010H -

K573M865AP 8650XX W6295 015BW17139 / R-HON-010H -

K573M87AP 8700XX W6295 015BW17139 / R-HON-010H -

K573M875AP 8750XX C4312-030 015BW17139 / R-HON-010H -

K573M88AP 8800XX C4312-030 015BW17139 / R-HON-010H -

K573M89AP 8900XX C4596-032 015BW17139 / R-HON-010H -

K650M86AP 8600XX C4300-030 015BW17139L / R-HON-010HL -

K650M865AP 8650XX W6295 015BW17139L / R-HON-010HL -

K650M87AP 8700XX W6295 015BW17139L / R-HON-010HL -

K650M875AP 8750XX C4312-030 015BW17139L / R-HON-010HL -

K650M88AP 8800XX C4312-030 015BW17139L / R-HON-010HL -

K650M89AP 8900XX C4596-032 015BW17139L / R-HON-010HL -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1972H(HX/0,025/0,25) (K20A2/Z1)5M1959H(HX/0,025/0,25) 1T1957 208-4701 208-6003 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1972HD(HDX/0,025/0,25) (w/Dowel Hole) (K20A2/Z1)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1906H (HX/0,025/0,25/0,50) (K20A3)

KING CR4542XP (K20A2/Z1) MB5259XP TW 140AM

KING CR4542XPC (K20A2/Z1) MB5259XPC

KING CR4542XPD (K20A2/Z1)
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KING CR4542XPDC (K20A2/Z1)

KING CR4541XP (K20A3)

Manufacturer Honda

Model F20C as in S2000

Engine 2,0 Ltr 16V

Information Engine code:F20C • Displacement:1997 cc • Valves:16

Bore:87,00 • Stroke:84,00 • Block Ht:224,00

Comp. Ratio:11,0:1 • Head cc's:52,50 • Gasket thickness:0,75 • Gasket thickness:0,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K632M87 87,00 Std. 28,98 -10 0,02- 8,5:1 23 302

K632M875 87,50 0,50 28,98 -10 0,02- 8,5:1 23 307

K632M89 89,00 2,00 28,98 -10 0,02- 8,5:1 23 326

K682M875AP 87,50 0,50 28,98 7 0,02- 11,0:1 23 330

K682M89AP 89,00 2,00 28,98 7 0,02- 11,0:1 23 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K632M87 8700XX C4625-030 HN-F20C-S-66024S-04 / R-HON-006-I C-HON-006UL

K632M875 8750XX C4625-030 HN-F20C-S-66024S-04 / R-HON-006-I C-HON-006UL

K632M89 8900XX W6598 HN-F20C-S-66024S-04 / R-HON-006-I C-HON-006UL

K682M875AP 8750XX C4625-030 HN-F20C-S-66024H-04 / R-HON-006H C-HON-006UL

K682M89AP 8900XX W6598 HN-F20C-S-66024H-04 / R-HON-006H C-HON-006UL

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912H(HX/0,025/0,25) 5M1913H(HX/0,025/0,25) - 208-4702 208-6002 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR4033XP MB5673XP TW 140AM

Manufacturer Honda

Model F22C as in S2000

Engine 2,2 Ltr 16V

Information Engine code:F22C • Displacement:2156 cc • Valves:16

Bore:87,00 • Stroke:90,75 • Block Ht:224,00

Comp. Ratio:11,0:1 • Head cc's:52,50 • Gasket thickness:0,75 • Gasket thickness:0,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K632M87 87,00 Std. 28,98 -10 0,02- 9,0:1 23 302
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K632M875 87,50 0,50 28,98 -10 0,02- 9,0:1 23 307

K632M89 89,00 2,00 28,98 -10 0,02- 9,0:1 23 326

K682M875AP 87,50 0,50 28,98 7 0,02- 12,0:1 23 330

K682M89AP 89,00 2,00 28,98 7 0,02- 12,0:1 23 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K632M87 8700XX C4625-030 HN-F20C-S-65893S-04 / R-HON-015HL -

K632M875 8750XX C4625-030 HN-F20C-S-65893S-04 / R-HON-015HL -

K632M89 8900XX W6598 HN-F20C-S-65893S-04 / R-HON-015HL -

K682M875AP 8750XX C4625-030 HN-F20C-S-65893H-04 / R-HON-015HL -

K682M89AP 8900XX W6598 HN-F20C-S-65893H-04 / R-HON-015HL -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912H(HX/0,025/0,25) 5M1913H(HX/0,025/0,25) - 208-4702 208-6002 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR4033XP MB5673XP TW 140AM

Manufacturer Honda

Model F20C/F22C as in S2000 with 99,00 mm K24 crank

Engine

Information Engine code:F20C/F22C • Displacement:2354 cc • Valves:16

Bore:87,00 • Stroke:99,00 • Block Ht:224,00

Comp. Ratio:11,0:1 • Head cc's:52,50 • Gasket thickness:0,76 • Gasket thickness:0,76

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K544M87 87,00 Std. 31,00 -14 0,14- 9,4:1 22 314

K544M88 88,00 1,00 31,00 -14 0,14- 9,4:1 22 331

K544M89 89,00 2,00 31,00 -14 0,14- 9,4:1 22 337

Stroker 99,00mm crank K24 conversion

Kit Part # Ring # Head Gasket Connecting Rods Crank

K544M87 8700XX C4625-040 015BX17143 -

K544M88 8800XX C4626-040 015BX17143 -

K544M89 8900XX W6598 015BX17143 -

Stroker 99,00mm crank K24 conversion

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912H(HX/0,025/0,25) 5M1913H(HX/0,025/0,25) - 208-4702 208-6002 -
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912HD(HDX/0,025/0,25) (w/ Dowel Hole)

KING CR4033XP MB5673XP TW 140AM

Manufacturer Honda

Model H22 as in Prelude SI/SH

Engine 2,2 Ltr 16V

Information Engine code:H22 • Displacement:2157 cc • Valves:16

Bore:87,00 • Stroke:90,70 • Block Ht:219,50

Comp. Ratio:10,6:1-11,0:1 • Head cc's:53,80 • Gasket thickness:0,71 • Gasket thickness:0,71

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K544M87 87,00 Std. 31,00 -14 0 8,5:1 22 314

K544M88 88,00 1,00 31,00 -14 0 8,5:1 22 331

K544M89 89,00 2,00 31,00 -14 0 8,5:1 22 337

K572M87 87,00 Std. 31,00 7 0 11,5:1 22 333

K572M88 88,00 1,00 31,00 7 0 11,5:1 22 346

K572M89 89,00 2,00 31,00 7 0 11,5:1 22 355

Kit Part # Ring # Head Gasket Connecting Rods Crank

K544M87 8700XX C4255-030 015BV17143 / R-HON-008H -

K544M88 8800XX W6088 015BV17143 / R-HON-008H -

K544M89 8900XX W6412 015BV17143 / R-HON-008H -

K572M87 8700XX C4255-030 015BV17143 / R-HON-008H -

K572M88 8800XX W6088 015BV17143 / R-HON-008H -

K572M89 8900XX W6412 015BV17143 / R-HON-008H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912H(HX/0,025/0,25) 5M1957H(HX/0,025/0,25)* 1T1957 208-4307 - 208-5401

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1912HD(HDX/0,025/0,25) (w/ Dowel Hole)*only A4/A5+1998&newer!

KING CR4033XP MB5568XP TW 152AM

Manufacturer Honda

Model K24 & K24 with K20 cylinder head (CR-V/Accord)

Engine 2,4 Ltr 16V

Information Engine code:K24 • Displacement:2354 cc • Valves:16

Bore:87,00 • Stroke:99,00 • Block Ht:231,50

Comp. Ratio:9.6:1-10,5:1 • Head cc's:50,50 • Gasket thickness:0,63 • Gasket thickness:0,63
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K622M87 87,00 Std. 30,00 -21 0 8,8:1 22 313

K622M875 87,50 0,50 30,00 -21 0 8,8:1 22 320

K622M88 88,00 1,00 30,00 -21 0 8,8:1 22 326

K568M87 87,00 Std. 30,00 -9 0 10,2:1 22 303

K568M875 87,50 0,50 30,00 -9 0 10,2:1 22 307

K568M88 88,00 1,00 30,00 -9 0 10,2:1 22 312

K568M89 89,00 2,00 30,00 -9 0 10,2:1 22 322

K631M87 87,00 Std. 30,00 -3,4 FT 0 11,1:1 22 336

K631M875 87,50 0,50 30,00 -3,4 FT 0 11,1:1 22 346

K634M87 87,00 Std. 30,00 5 0 13,0:1 22 316

K634M8725 87,25 0,25 30,00 5 0 13,0:1 22 317

K634M875 87,50 0,50 30,00 5 0 13,0:1 22 318

K634M89 89,00 2,00 30,00 5 0 13,0:1 22 320

K634M895 89,50 2,50 30,00 5 0 13,0:1 22 335

K573M87AP 87,00 Std. 30,00 8 0 13,7:1 22 330

K573M875AP 87,50 0,50 30,00 8 0 13,7:1 22 342

K573M88AP 88,00 1,00 30,00 8 0 13,7:1 22 348

K573M89AP 89,00 2,00 30,00 8 0 13,7:1 22 360

K650M87AP 87,00 Std. 30,00 10,5 0 14,2:1 22 331

K650M875AP 87,50 0,50 30,00 10,5 0 14,2:1 22 336

K650M88AP 88,00 1,00 30,00 10,5 0 14,2:1 22 343

K650M89AP 89,00 2,00 30,00 10,5 0 14,2:1 22 355

Kit Part # Ring # Head Gasket Connecting Rods Crank

K622M87 8700XX C4311-030 015BX17152 / HN5984-866* -

K622M875 8750XX C4312-030 015BX17152 / HN5984-866* -

K622M88 8800XX C4312-030 015BX17152 / HN5984-866* -

K568M87 8700XX C4311-030 015BX17152 -

K568M875 8750XX C4312-030 015BX17152 -

K568M88 8800XX C4312-030 015BX17152 -

K568M89 8900XX C4311-030 015BX17152 -

K631M87 8700XX C4311-030 015BX17152 -

K631M875 8750XX C4312-030 015BX17152 -

K634M87 8700XX C4311-030 015BX17152 -

K634M8725 8725XX C4312-030 015BX17152 -

K634M875 8750XX C4312-030 015BX17152 -

K634M89 8900XX C4596-032 015BX17152 -
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K634M895 8950XX H1912SP1030S 015BX17152 -

K573M87AP 8700XX C4311-030 015BX17152 -

K573M875AP 8750XX C4312-030 015BX17152 -

K573M88AP 8800XX C4312-030 015BX17152 -

K573M89AP 8900XX C4596-032 015BX17152 -

K650M87AP 8700XX C4311-030 015BX17152 -

K650M875AP 8750XX C4312-030 015BX17152 -

K650M88AP 8800XX C4312-030 015BX17152 -

K650M89AP 8900XX C4596-032 015BX17152 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1972H(HX/0,025/,25) 5M1959H(HX/0,025/0,25) 1T1957 208-4701 208-6003 -

KING CR4542XP MB5259XP TW 140AM

KING CR4542XPC MB5259XPC

KING CR4542XPD

KING CR4542XPDC

Manufacturer Hyundai

Model Coupé '97-00

Engine 2,0 Ltr 16V

Information Engine code:G4GF Beta 1 • Displacement:1975 cc • Valves:16

Bore:82,00 • Stroke:93,50 • Block Ht:224,00

Comp. Ratio:10,3:1 • Head cc's:46,00-49,00 • Gasket thickness:0,71 • Gasket thickness:0,71

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K585M825 82,50 0,50 31,00 -11,5 0,15- 9,0:1-8,7:1 20 294

K585M83 83,00 1,00 31,00 -11,5 0,15- 9,0:1-8,7:1 20 296

Kit Part # Ring # Head Gasket Connecting Rods Crank

K585M825 8250XX - - -

K585M83 8300XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Hyundai

Model 2.0L Genesis

Engine 2,0 Ltr 16V
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Information Engine code:G4KF Theta II • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:N/A

Comp. Ratio:10,3:1 • Head cc's:50,50 • Gasket thickness:0,66 • Gasket thickness:0,66

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K651M86 86,00 Std. 30,00 -4 - 9,3:1 22 356

K651M865 86,50 0,50 30,00 -4 - 9,3:1 22 359

Kit Part # Ring # Head Gasket Connecting Rods Crank

K651M86 8600XX C4953-032 016CA17146 -

K651M865 8650XX C4953-032 016CA17146 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1293H(HX/0,25) 5M1295H(HX/0,25) - - - -

KING CR4668XP MB5771XP -

Manufacturer Lamborghini

Model Diablo

Engine 6,0L 48V(V12)

Information Engine code:N/A • Displacement:5992 cc • Valves:48

Bore:87,00 • Stroke:84,00 • Block Ht:N/A

Comp. Ratio:10,7:1 • Head cc's:N/A • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE215M87 87,00 Std. 27,66 -15 - 10,7:1 20 265

KE215M875 87,50 0,50 27,66 -15 - 10,7:1 20 269

KE215M88 88,00 1,00 27,66 -15 - 10,7:1 20 273

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE215M87 8700XX - - -

KE215M875 8750XX - - -

KE215M88 8800XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -
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Manufacturer Lamborghini

Model 2ZZ-GE as in Elise/Exige (Toyota engine)

Engine 1,8 Ltr 16V

Information Engine code:2ZZ-GE • Displacement:1794 cc • Valves:16

Bore:82,00 • Stroke:85,00 • Block Ht:211,75

Comp. Ratio:10,0:1 • Head cc's:38,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K565M82 82,00 Std. 31,20 -16 0,15- 8,8:1 20 284

K569M82 82,00 Std. 31,20 0,2 0,15- 11,9:1 20 319

Kit Part # Ring # Head Gasket Connecting Rods Crank

K565M82 8200XX - TO-2ZZGE-S-65433S-04 -

K569M82 8200XX - TO-2ZZGE-S-65433S-04 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING CR4608XP MB5375XP TW 185AM

Manufacturer Lamborghini

Model 2ZR-FE as in Elise

Engine 1,8 Ltr 16V

Information Engine code:2ZR-FE • Displacement:1798 cc • Valves:16

Bore:80,50 • Stroke:88,30 • Block Ht:N/A

Comp. Ratio:10,0:1 • Head cc's:N/A • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE264M805 80,50 Std. 28,27 -10,1 - 10,0:1 20 263

KE264M81 81,00 0,50 28,27 -10,1 - 10,0:1 20 267

KE265M805 80,50 Std. 28,27 -1,1 - 12,0:1 20 278

KE265M81 81,00 0,50 28,27 -1,1 - 12,0:1 20 282

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE264M805 3169XC - - -

KE264M81 8100XX - - -

KE265M805 3169XC - - -

KE265M81 8100XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]
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ACL - - - 203-4703 - -

KING - - -

Manufacturer Mazda

Model MX-5 (B6)

Engine 1,6 Ltr 16V

Information Engine code:B6 • Displacement:1597 cc • Valves:16

Bore:78,00 • Stroke:83,50 • Block Ht:206,50

Comp. Ratio:9,4:1 • Head cc's:36,00 • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K554M785 78,50 0,50 31,95 -13 0,18 8,5:1 20 275

K554M79 79,00 1,00 31,95 -13 0,18 8,6:1 20 284

K554M795 79,50 1,50 31,95 -13 0,18 8,7:1 20 292

Kit Part # Ring # Head Gasket Connecting Rods Crank

K554M785 7850XX W6308 028CC14133 / R-MAZ-001-H -

K554M79 7900XX W6308 028CC14133 / R-MAZ-001-H -

K554M795 7950XX W6308 028CC14133 / R-MAZ-001-H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8351H(HX/0,025/0,25) 5M8353H(HX/0,025/0,25/0,50) 1T8353 218-4701 118-6401 218-5401

KING CR4002XP MB5304XP TW 133AM

Manufacturer Mazda

Model 323/MX-5 (BP engine)

Engine 1,8 Ltr 16V DOHC

Information Engine code:BP/BPT/BP-4W/BP-Z3 • Displacement:1839 cc • Valves:16

Bore:83,00 • Stroke:85,00 • Block Ht:206,50

Comp. Ratio:9,0:1/10,0:1 • Head cc's:52,00 • Gasket thickness:0,79 • Gasket thickness:0,79

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K553M835 83,50 0,50 30,50 -4 0,50- 8,4:1 20 301

K553M84 84,00 1,00 30,50 -4 0,50- 8,5:1 20 309

K553M845 84,50 1,50 30,50 -4 0,50- 8,5:1 20 315

K590M835 83,50 0,50 30,50 7 0,50- 10,0:1 20 288

K590M84 84,00 1,00 30,50 7 0,50- 10,0:1 20 293

Kit Part # Ring # Head Gasket Connecting Rods Crank

Janicol Racing Oy • Vesalantie 9 H 1 • 33960 PIRKKALA Copyright © Janicol Racing Oy



WISECO PARTS 58 / 145

K553M835 8350XX C4568-030/C4983-030('01+) 028CC14133 / R-MAZ-001-H -

K553M84 8400XX C4568-030/C4983-030('01+) 028CC14133 / R-MAZ-001-H -

K553M845 8450XX C4569-030/C4984-030('01+) 028CC14133 / R-MAZ-001-H -

K590M835 8350XX C4568-030/C4983-030('01+) 028CC14133 / R-MAZ-001-H -

K590M84 8400XX C4568-030/C4983-030('01+) 028CC14133 / R-MAZ-001-H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8351H(HX/0,025/0,25) 5M8353H(HX/0,025/0,25/0,50) 1T8353 218-4701 118-6401 218-5401

KING CR4002XP MB5304XP TW 133AM

Manufacturer Mazda

Model 626

Engine 2,0 Ltr 16V

Information Engine code:FS • Displacement:1991 cc • Valves:16

Bore:83,00 • Stroke:92,00 • Block Ht:211,50

Comp. Ratio:9,7:1 • Head cc's:38,00 • Gasket thickness:0,81 • Gasket thickness:0,81

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K614M83 83,00 Std. 29,85 -16,5 0,40- 9,2:1 19 283

K614M835 83,50 0,50 29,85 -16,5 0,40- 9,2:1 19 292

K614M84 84,00 1,00 29,85 -16,5 0,40- 9,2:1 19 298

Kit Part # Ring # Head Gasket Connecting Rods Crank

K614M83 8300XX W6337 028CD12135 -

K614M835 8350XX W6337 028CD12135 -

K614M84 8400XX W6337 028CD12135

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 218-4703 - -

KING - - -

Manufacturer Mazda

Model 3/5/6/MX-5

Engine 2,0 Ltr 16V

Information Engine code: LF-DE/LF-VE/LF-VD • Displacement:1999 cc • Valves:16

Bore:87,50 • Stroke:83,10 • Block Ht:217,00

Comp. Ratio:10,8:1 • Head cc's:42,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram
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K628M875 87,50 Std. 28,50 -23 0,70- 8,0:1 21 309

K628M88 88,00 0,50 28,50 -23 0,70- 8,0:1 21 315

K629M875 87,50 Std. 28,50 -7 0,70- 10,0:1 21 306

K629M88 88,00 0,50 28,50 -7 0,70- 10,0:1 21 311

KE257M875 87,50 Std. 28,50 0 0,76- 10,8:1 21 338

KE257M88 88,00 0,50 28,50 0 0,76- 10,9:1 21 343

KE237M875 87,50 Std. 28,50 5,3 0,70- 12,5:1 21 338

KE237M88 88,00 0,50 28,50 5,3 0,70- 12,5:1 21 343

Kit Part # Ring # Head Gasket Connecting Rods Crank

K628M875 8750XX C4481-030/C4970-028 011BL16576 / R-MAZ-002-I -

K628M88 8800XX C4481-030/C4970-028 011BL16576 / R-MAZ-002-I -

K629M875 8750XX C4481-030/C4970-028 011BL16576 / R-MAZ-002H -

K629M88 8800XX C4481-030/C4970-028 011BL16576 / R-MAZ-002H -

KE257M875 8750XX C4481-030/C4970-028 011BL16576 / R-MAZ-002H -

KE257M88 8800XX C4481-030/C4970-028 011BL16576 / R-MAZ-002H -

KE237M875 8750XX C4481-030/C4970-028 011BL16576 / R-MAZ-002H -

KE237M88 8800XX C4481-030/C4970-028 011BL16576 / R-MAZ-002H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B4390H(HX/0,025/0,25/0,50) 5M8174H(HX/0,025/0,25) - - - 218-5402

KING CR4515XP MB5442XP -

Manufacturer Mazda

Model MZR

Engine 2,3 Ltr 16V

Information Engine code: L3-VE/L3-N5/L3-DE • Displacement:2261 cc • Valves:16

Bore:87,50 • Stroke:94,00 • Block Ht:231,00

Comp. Ratio:9,7:1 • Head cc's:42,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K628M875 87,50 Std. 28,50 -23 0,76- 8,8:1 21 309

K628M88 88,00 0,50 28,50 -23 0,76- 8,8:1 21 315

K629M875 87,50 Std. 28,50 -7 0,76- 11,0:1 21 306

K629M88 88,00 0,50 28,50 -7 0,76- 11,0:1 21 311

KE257M875 87,50 Std. 28,50 0 0,76- 12,5:1 21 338

KE257M88 88,00 0,50 28,50 0 0,76- 12,5:1 21 343

KE237M875 87,50 Std. 28,50 5,3 0,70- 13,3:1 21 338

KE237M88 88,00 0,50 28,50 5,3 0,70- 13,4:1 21 343
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Kit Part # Ring # Head Gasket Connecting Rods Crank

K628M875 8750XX C4481-030/C4970-028 011BM16155 -

K628M88 8800XX C4481-030/C4970-028 011BM16155 -

K629M875 8750XX C4481-030/C4970-028 011BM16155 -

K629M88 8800XX C4481-030/C4970-028 011BM16155 -

KE257M875 8750XX C4481-030/C4970-028 011BM16155 -

KE257M88 8800XX C4481-030/C4970-028 011BM16155 -

KE237M875 8750XX C4481-030/C4970-028 011BM16155 -

KE237M88 8800XX C4481-030/C4970-028 011BM16155 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8170H(HX/0,025/0,25) 5M8174H(HX/0,025/0,25) - 218-4702 - 218-5402

KING CR4507XP MB5442XP -

Manufacturer Mazda

Model MZR Disi (3+6 Speed)/MPS as in CX-7

Engine 2,3 Ltr 16V

Information Engine code:L3-VDT/L3-N9 • Displacement:2261 cc • Valves:16

Bore:87,50 • Stroke:94,00 • Block Ht:231,00

Comp. Ratio:9,5:1 • Head cc's:42,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K640M875 87,50 Std. 32,26 -13,3 1,00- 9,8:1 22,5 340

K640M88 88,00 0,50 32,26 -13,3 1,00- 9,9:1 22,5 344

Kit Part # Ring # Head Gasket Connecting Rods Crank

K640M875 8750XX C4481-030/C4970-028 028CF19151 -

K640M88 8800XX C4481-030/C4970-028 028CF19151 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8171H(HX/0,025/0,25) (w/o notch)5M8174H(HX/0,025/0,25) - 218-4702 - 218-5402

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8172H(HX/0,025/0,25) (with notch)

KING CR4695XP (w/o notch) MB5442XP -

KING CR4604XP (with notch)
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Manufacturer Mazda

Model 626/MX6

Engine 2,5 Ltr 24V (V6)

Information Engine code:KL• Displacement:2497 cc  • Valves:24

Bore:84,50 • Stroke:74,20 • Block Ht:204,50

Comp. Ratio:9,2:1 • Head cc's:39,00 • Gasket thickness:0,35 • Gasket thickness:0,35

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE147M845 84,50 Std. 29,16 -13 0,42- 8,5:1 20 -

KE147M85 85,00 0,50 29,16 -13 0,42- 8,5:1 20 -

KE147M855 85,50 1,00 29,16 -13 0,42- 8,5:1 20 -

KE148M845 84,50 Std. 29,16 -2 0,42- 11,5:1 20 306

KE148M85 85,00 0,50 29,16 -2 0,42- 11,5:1 20 310

KE148M855 85,50 1,00 29,16 -2 0,42- 11,5:1 20 314

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE147M845 8450XX - - -

KE147M85 8500XX - - -

KE147M855 8550XX - - -

KE148M845 8450XX - - -

KE148M85 8500XX - - -

KE148M855 8550XX - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 218-4704 - -

KING - - -

Manufacturer Mitsubishi

Model 4G93 as in Lancer

Engine 1,8 Ltr 16V

Information Engine code:4G93 • Displacement:1834 cc • Valves:16

Bore:81,00 • Stroke:89,00 • Block Ht:208,75

Comp. Ratio:9,5:1 • Head cc's:47,00 • Gasket thickness:1,07 • Gasket thickness:1,07

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K683M815AP 81,50 0,50 30,25 -2,5 FT 0,65- 9,0:1 19 -

K683M82AP 82,00 1,00 30,25 -2,5 FT 0,65- 9,0:1 19 -

Kit Part # Ring # Head Gasket Connecting Rods Crank
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K683M815AP 8150XX - 032CN12133 -

K683M82AP 8200XX - 032CN12133 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8036H(0,25) 5M8037H(0,25) 1T8037 - - -

KING CR4119XP MB5176XP TW 143AM

Manufacturer Mitsubishi

Model 4G94 as in Lancer

Engine 2,0 Ltr 16V

Information Engine code:4G94 • Displacement:1999 cc • Valves:16

Bore:81,50 • Stroke:95,80 • Block Ht:231,00

Comp. Ratio:9,5:1 • Head cc's:49,00 • Gasket thickness:1,07 • Gasket thickness:1,07

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K683M815AP 81,50 Std. 30,25 -2,5 FT 0,15 9,1:1 19 -

K683M82AP 82,00 0,50 30,25 -2,5 FT 0,15 9,1:1 19 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K683M815AP 8150XX - 032CM12153 -

K683M82AP 8200XX - 032CM12153 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8050H(HX/0,25) 5M8037H(0,25) 1T8037 - - -

KING CR4607XP MB5176XP -

Manufacturer Mitsubishi

Model 4G63 DSM GEN I (6-bolt)

Engine 2,0 Ltr 16V

Information Engine code:4G63 6-bolt • Displacement:1997 cc • Valves:16

Bore:85,00 • Stroke:88,00 • Block Ht:229,00

Comp. Ratio:8,3:1 • Head cc's:47,00 • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K559M85 85,00 Std. 35,00 -17 0 8,3:1 21 324

K559M855 85,50 0,50 35,00 -17 0 8,3:1 21 332

K559M86 86,00 1,00 35,00 -17 0 8,3:1 21 340

K559M865 86,50 1,50 35,00 -17 0 8,3:1 21 348

K560M85 85,00 Std. 35,00 -10 0 9,0:1 21 343
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K560M855 85,50 0,50 35,00 -10 0 9,0:1 21 349

K560M86 86,00 1,00 35,00 -10 0 9,0:1 21 361

K560M865 86,50 1,50 35,00 -10 0 9,0:1 21 369

1400HD* (5,72 mm wall tool steel pins)

K625M85AP 85,00 Std. 35,00 -14 0 8,5:1 21 341

K625M855AP 85,50 0,50 35,00 -14 0 8,5:1 21 348

K625M86AP 86,00 1,00 35,00 -14 0 8,5:1 21 350

K625M865AP 86,50 1,50 35,00 -14 0 8,5:1 21 357

K625M87AP 87,00 2,00 35,00 -14 0 8,5:1 21 359

E85 Series 1400HD* ( 5,72 mm wall tool steel pins)

K662M85AP 85,00 Std. 35,00 1 0 10,5:1 21 363

K662M8525AP 85,25 0,25 35,00 1 0 10,5:1 21 366

K662M855AP 85,50 0,50 35,00 1 0 10,5:1 21 370

K662M86AP 86,00 1,00 35,00 1 0 10,5:1 21 375

For stroker crank 94,00 mm 1400HD* (5,72 mm wall tool steel pins)

KE239M85 85,00 Std. 32,00 -14 0 9,1:1 21 323

KE239M855 85,50 0,50 32,00 -14 0 9,1:1 21 326

KE239M86 86,00 1,00 32,00 -14 0 9,1:1 21 330

For stroker crank 100,00 mm

K571M85 85,00 Std. 28,70 -21 0,30- 8,8:1 21 284

K571M855 85,50 0,50 28,70 -21 0,30- 8,8:1 21 289

K571M86 86,00 1,00 28,70 -21 0,30- 8,8:1 21 296

Kit Part # Ring # Head Gasket Connecting Rods Crank

K559M85 8500XX C4233-051/C4957-050 032CI16150 -

K559M855 8550XX C4233-051/C4957-050 032CI16150 -

K559M86 8600XX C4234-051/C4957-050 032CI16150 -

K559M865 8650XX W6091/C4957-050 032CI16150 -

K560M85 8500XX C4233-051/C4957-050 032CI16150 -

K560M855 8550XX C4233-051/C4957-050 032CI16150 -

K560M86 8600XX C4234-051/C4957-050 032CI16150 -

K560M865 8650XX W6091/C4957-050 032CI16150 -

1400HD* (5,72 mm wall tool steel pins)

K625M85AP 8500XX C4233-051/C4957-050 032CI16150 -

K625M855AP 8550XX C4233-051/C4957-050 032CI16150 -

K625M86AP 8600XX C4234-051/C4957-050 032CI16150 -

K625M865AP 8650XX W6091/C4957-050 032CI16150 -

K625M87AP 8700XX W6091/C4957-050 032CI16150 -

E85 Series 1400HD* ( 5,72 mm wall tool steel pins)
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K662M85AP 8500XX C4233-051/C4957-050 032CI16150 -

K662M8525AP 8525XX C4233-051/C4957-050 032CI16150 -

K662M855AP 8550XX C4233-051/C4957-050 032CI16150 -

K662M86AP 8600XX C4234-051/C4957-050 032CI16150 -

For stroker crank 94,00 mm 1400HD* (5,72 mm wall tool steel pins)

KE239M85 8500XX C4233-051/C4957-050 032CI16150 032BCJ940

KE239M855 8550XX C4233-051/C4957-050 032CI16150 032BCJ940

KE239M86 8600XX C4234-051/C4957-050 032CI16150 032BCJ940

For stroker crank 100,00 mm

K571M85 8500XX C4233-051/C4957-050 032CI16150 032BCJ100

K571M855 8550XX C4233-051/C4957-050 032CI16150 032BCJ100

K571M86 8600XX C4234-051/C4957-050 032CI16150 032BCJ100

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1146H (->'92) 5M1144H (->'92) - 207-4701 107-6001 207-5401

KING CR4481XP (->'92) MB5227XP (->'92) -

KING CR4481XPC (->'92)

Manufacturer Mitsubishi

Model 4G63 (7-bolt) DSM GEN II /  EVO 1-9

Engine 2,0 Ltr 16V

Information Engine code:4G63 7-bolt • Displacement:1997 cc • Valves:16

Bore:85,00 • Stroke:88,00 • Block Ht:229,00

Comp. Ratio:8,3:1 • Head cc's:47,00/43,00* • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K548M85AP 85,00 Std. 35,00 -17 0 8,3:1/8,5:1 22 335

K548M8525AP 85,25 0,25 35,00 -17 0 8,3:1/8,5:1 22 337

K548M855AP 85,50 0,50 35,00 -17 0 8,3:1/8,5:1 22 343

K548M86AP 86,00 1,00 35,00 -17 0 8,3:1/8,5:1 22 352

K548M8625AP 86,25 1,25 35,00 -17 0 8,3:1/8,5:1 22 357

K548M865AP 86,50 1,50 35,00 -17 0 8,3:1/8,5:1 22 362

K548M87AP 87,00 2,00 35,00 -17 0 8,3:1/8,5:1 22 367

K595M85AP 85,00 Std. 35,00 -14 0 8,5:1/9,0:1 22 335

K595M8525AP 85,25 0,25 35,00 -14 0 8,5:1/9,0:1 22 337

K595M855AP 85,50 0,50 35,00 -14 0 8,5:1/9,0:1 22 340

K595M86AP 86,00 1,00 35,00 -14 0 8,5:1/9,0:1 22 345

1400HD* (5,72 mm wall tool steel pins)

K626M85AP 85,00 Std. 35,00 -14 0 8,5:1/9,0:1 22 334
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K626M8525AP 85,25 0,25 35,00 -14 0 8,5:1/9,0:1 22 339

K626M855AP 85,50 0,50 35,00 -14 0 8,5:1/9,0:1 22 341

K626M86AP 86,00 1,00 35,00 -14 0 8,5:1/9,0:1 22 349

K626M8625AP 86,25 1,25 35,00 -14 0 8,5:1/9,0:1 22 358

K626M865AP 86,50 1,50 35,00 -14 0 8,5:1/9,0:1 22 365

K626M87AP 87,00 2,00 35,00 -14 0 8,5:1/9,0:1 22 370

With 5,10 mm wall pins

K597M85 85,00 Std. 35,00 -10 0 9,0:1/9,5:1 22 341

K597M855 85,50 0,50 35,00 -10 0 9,0:1/9,5:1 22 349

K597M86 86,00 1,00 35,00 -10 0 9,0:1/9,5:1 22 356

With 5,10 mm wall pins

K666M85AP 85,00 Std. 34,87 -9 0,13- 9,0:1/9,5:1 22 342

K666M8525AP 85,25 0,25 34,87 -9,3 0,13- 9,0:1/9,5:1 22 345

K666M855AP 85,50 0,50 34,87 -9,5 0,13- 9,0:1/9,5:1 22 347

K666M86AP 86,00 1,00 34,87 -10,2 0,13- 9,0:1/9,5:1 22 360

K666M865AP 86,50 1,50 34,87 -10,8 0,13- 9,0:1/9,5:1 22 363

K666M8675AP 86,75 1,75 34,87 -11,1 0,13- 9,0:1/9,5:1 22 370

K666M87AP 87,00 2,00 34,87 -11,4 0,13- 9,0:1/9,5:1 22 377

E85 Series HD2* gas ported (5,72 mm wall tool steel pins)

K668M85AP 85,00 Std. 34,87 -2 0,13- 10,0:1/10,5:1 22 333

K668M8525AP 85,25 0,25 34,87 -3 0,13- 10,0:1/10,5:1 22 336

K668M855AP 85,50 0,50 34,87 -3,25 0,13- 10,0:1/10,5:1 22 339

K668M86AP 86,00 1,00 34,87 -3,9 0,13- 10,0:1/10,5:1 22 345

K668M865AP 86,50 1,50 34,87 -4,5 0,13- 10,0:1/10,5:1 22 348

K668M8675AP 86,75 1,75 34,87 -4,75 0,13- 10,0:1/10,5:1 22 350

K668M87AP 87,00 2,00 34,87 -5 0,13- 10,0:1/10,5:1 22 352

E85 Series 1400HD* (5,72 mm wall tool steel pins)

K656M85AP 85,00 Std. 35,00 -4,5 0 10,0:1/10,5:1 22 372

K656M8525AP 85,25 0,25 35,00 -4,5 0 10,0:1/10,5:1 22 375

K656M855AP 85,50 0,50 35,00 -4,5 0 10,0:1/10,5:1 22 380

K656M86AP 86,00 1,00 35,00 -4,5 0 10,0:1/10,5:1 22 386

K656M865AP 86,50 1,50 35,00 -4,5 0 10,0:1/10,5:1 22 394

K656M87AP 87,00 2,00 35,00 -4,5 0 10,0:1/10,5:1 22 401

For long rod 156,00 mm (5,10mm wall pins)

K667M85AP 85,00 Std. 28,87 -17 0,13- 7,7:1/8,2:1 22 317

K667M8525AP 85,25 0,25 28,87 -17,3 0,13- 7,7:1/8,2:1 22 320

K667M855AP 85,50 0,50 28,87 -17,7 0,13- 7,7:1/8,2:1 22 322

K667M86AP 86,00 1,00 28,87 -18,4 0,13- 7,7:1/8,2:1 22 331

K667M865AP 86,50 1,50 28,87 -19,1 0,13- 7,7:1/8,2:1 22 340
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K667M8675AP 86,75 1,75 28,87 -19,4 0,13- 7,7:1/8,2:1 22 343

K667M87AP 87,00 2,00 28,87 -19,8 0,13- 7,7:1/8,2:1 22 347

For long rod 156,00 mm 1400HD* (5,72 mm wall tool steel pins)

K627M85AP 85,00 Std. 28,70 -21 0,30- 8,0:1/8,5:1 22 292

K627M8525AP 85,25 0,25 28,70 -21 0,30- 8,0:1/8,5:1 22 294

K627M855AP 85,50 0,50 28,70 -21 0,30- 8,0:1/8,5:1 22 299

K627M86AP 86,00 1,00 28,70 -21 0,30- 8,0:1/8,5:1 22 305

K627M8625AP 86,25 1,25 28,70 -21 0,30- 8,0:1/8,5:1 22 307

K627M865AP 86,50 1,50 28,70 -21 0,30- 8,0:1/8,5:1 22 312

K627M87AP 87,00 2,00 28,70 -21 0,30- 8,0:1/8,5:1 22 318

K627M875AP 87,50 2,50 28,70 -21 0,30- 8,0:1/8,5:1 22 325

For long rod 156,00 mm (5,10mm wall pins)

K674M85AP 85,00 Std. 28,70 -12 0,30- 8,5:1/9,0:1 22 -

K674M8525AP 85,25 0,25 28,70 -12 0,30- 8,5:1/9,0:1 22 -

K674M855AP 85,50 0,50 28,70 -12 0,30- 8,5:1/9,0:1 22 -

K674M86AP 86,00 1,00 28,70 -12 0,30- 8,5:1/9,0:1 22 -

K674M8625AP 86,25 1,25 28,70 -12 0,30- 8,5:1/9,0:1 22 -

K674M865AP 86,50 1,50 28,70 -12 0,30- 8,5:1/9,0:1 22 -

K674M87AP 87,00 2,00 28,70 -12 0,30- 8,5:1/9,0:1 22 -

For long rod 156,00 mm HD2* gas ported (5,72mm wall pins)

K669M85AP 85,00 Std. 28,87 -10 0,13- 8,5:1/9,0:1 22 311

K669M8525AP 85,25 0,25 28,87 -10,25 0,13- 8,5:1/9,0:1 22 315

K669M855AP 85,50 0,50 28,87 -10,5 0,13- 8,5:1/9,0:1 22 317

K669M86AP 86,00 1,00 28,87 -11,25 0,13- 8,5:1/9,0:1 22 331

K669M865AP 86,50 1,50 28,87 -11,75 0,13- 8,5:1/9,0:1 22 332

K669M8675AP 86,75 1,75 28,87 -12,25 0,13- 8,5:1/9,0:1 22 336

K669M87AP 87,00 2,00 28,87 -12,5 0,13- 8,5:1/9,0:1 22 340

For long rod 156,00 mm (5,10mm wall pins)

K675M85AP 85,00 Std. 28,70 -4 0,30- 9,5:1/10,0:1 22 -

K675M8525AP 85,25 0,25 28,70 -4 0,30- 9,5:1/10,0:1 22 -

K675M855AP 85,50 0,50 28,70 -4 0,30- 9,5:1/10,0:1 22 -

K675M86AP 86,00 1,00 28,70 -4 0,30- 9,5:1/10,0:1 22 -

K675M8625AP 86,25 1,25 28,70 -4 0,30- 9,5:1/10,0:1 22 -

K675M865AP 86,50 1,50 28,70 -4 0,30- 9,5:1/10,0:1 22 -

K675M87AP 87,00 2,00 28,70 -4 0,30- 9,5:1/10,0:1 22 -

For long rod 156,00 mm (5,10mm wall pins)

K676M85AP 85,00 Std. 28,70 1,9 0,30- 10,5:1/11,0:1 22 -

K676M8525AP 85,25 0,25 28,70 1,9 0,30- 10,5:1/11,0:1 22 -

K676M855AP 85,50 0,50 28,70 1,9 0,30- 10,5:1/11,0:1 22 -
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K676M86AP 86,00 1,00 28,70 1,9 0,30- 10,5:1/11,0:1 22 -

K676M8625AP 86,25 1,25 28,70 1,9 0,30- 10,5:1/11,0:1 22 -

K676M865AP 86,50 1,50 28,70 1,9 0,30- 10,5:1/11,0:1 22 -

K676M87AP 87,00 2,00 28,70 1,9 0,30- 10,5:1/11,0:1 22 -

For stroker crank 100,00 mm (5,10 mm wall pins)

K596M85AP 85,00 Std. 28,70 -21 0,30- 8,5:1/9,0:1 22 297

K596M8525AP 85,25 0,25 28,70 -21 0,30- 8,5:1/9,0:1 22 303

K596M855AP 85,50 0,50 28,70 -21 0,30- 8,5:1/9,0:1 22 310

K596M86AP 86,00 1,00 28,70 -21 0,30- 8,5:1/9,0:1 22 316

For stroker crank 100,00 mm 1400HD* (5,72 mm wall tool steel pins)

K627M85AP 85,00 Std. 28,70 -21 0,30- 8,5:1/9,0:1 22 292

K627M8525AP 85,25 0,25 28,70 -21 0,30- 8,5:1/9,0:1 22 294

K627M855AP 85,50 0,50 28,70 -21 0,30- 8,5:1/9,0:1 22 299

K627M86AP 86,00 1,00 28,70 -21 0,30- 8,5:1/9,0:1 22 305

K627M8625AP 86,25 1,25 28,70 -21 0,30- 8,5:1/9,0:1 22 307

K627M865AP 86,50 1,50 28,70 -21 0,30- 8,0:1/8,5:1 22 312

K627M87AP 87,00 2,00 28,70 -21 0,30- 8,5:1/9,0:1 22 318

K627M875AP 87,50 2,50 28,70 -21 0,30- 8,5:1/9,0:1 22 325

For stroker crank 100,00 mm (5,10mm wall pins)

K667M85AP 85,00 Std. 28,87 -17 0,13- 9,0:1/9,5:1 22 317

K667M8525AP 85,25 0,25 28,87 -17,3 0,13- 9,0:1/9,5:1 22 320

K667M855AP 85,50 0,50 28,87 -17,7 0,13- 9,0:1/9,5:1 22 322

K667M86AP 86,00 1,00 28,87 -18,4 0,13- 9,0:1/9,5:1 22 331

K667M865AP 86,50 1,50 28,87 -19,1 0,13- 9,0:1/9,5:1 22 340

K667M8675AP 86,75 1,75 28,87 -19,4 0,13- 9,0:1/9,5:1 22 343

K667M87AP 87,00 2,00 28,87 -19,8 0,13- 9,0:1/9,5:1 22 347

For stroker crank 100,00 mm (5,10mm wall pins)

K674M85AP 85,00 Std. 28,70 -12 0,30- 9,7:1/10,2:1 22 -

K674M8525AP 85,25 0,25 28,70 -12 0,30- 9,7:1/10,2:1 22 -

K674M855AP 85,50 0,50 28,70 -12 0,30- 9,7:1/10,2:1 22 -

K674M86AP 86,00 1,00 28,70 -12 0,30- 9,7:1/10,2:1 22 -

K674M8625AP 86,25 1,25 28,70 -12 0,30- 9,7:1/10,2:1 22 -

K674M865AP 86,50 1,50 28,70 -12 0,30- 9,7:1/10,2:1 22 -

K674M87AP 87,00 2,00 28,70 -12 0,30- 9,7:1/10,2:1 22 -

For stroker crank 100,00 mm HD2* gas ported (5,72mm wall pins)

K669M85AP 85,00 Std. 28,87 -10 0,13- 10,0:1/10,5:1 22 311

K669M8525AP 85,25 0,25 28,87 -10,25 0,13- 10,0:1/10,5:1 22 315

K669M855AP 85,50 0,50 28,87 -10,5 0,13- 10,0:1/10,5:1 22 317

K669M86AP 86,00 1,00 28,87 -11,25 0,13- 10,0:1/10,5:1 22 331
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K669M865AP 86,50 1,50 28,87 -11,75 0,13- 10,0:1/10,5:1 22 332

K669M8675AP 86,75 1,75 28,87 -12,25 0,13- 10,0:1/10,5:1 22 336

K669M87AP 87,00 2,00 28,87 -12,5 0,13- 10,0:1/10,5:1 22 340

For stroker crank 100,00 mm (5,10mm wall pins)

K675M85AP 85,00 Std. 28,70 -4 0,30- 10,8:1/11,3:1 22 -

K675M8525AP 85,25 0,25 28,70 -4 0,30- 10,8:1/11,3:1 22 -

K675M855AP 85,50 0,50 28,70 -4 0,30- 10,8:1/11,3:1 22 -

K675M86AP 86,00 1,00 28,70 -4 0,30- 10,8:1/11,3:1 22 -

K675M8625AP 86,25 1,25 28,70 -4 0,30- 10,8:1/11,3:1 22 -

K675M865AP 86,50 1,50 28,70 -4 0,30- 10,8:1/11,3:1 22 -

K675M87AP 87,00 2,00 28,70 -4 0,30- 10,8:1/11,3:1 22 -

For stroker crank 100,00 mm (5,10mm wall pins)

K676M85AP 85,00 Std. 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

K676M8525AP 85,25 0,25 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

K676M855AP 85,50 0,50 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

K676M86AP 86,00 1,00 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

K676M8625AP 86,25 1,25 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

K676M865AP 86,50 1,50 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

K676M87AP 87,00 2,00 28,70 1,9 0,30- 12,0:1/12,5:1 22 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K548M85AP 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K548M8525AP 8525XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K548M855AP 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K548M86AP 8600XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K548M8625AP 8625XX C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K548M865AP 8650XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K548M87AP 8700XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K595M85AP 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K595M8525AP 8525XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K595M855AP 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K595M86AP 8600XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

1400HD* (5,72 mm wall tool steel pins)

K626M85AP 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K626M8525AP 8525XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K626M855AP 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K626M86AP 8600XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K626M8625AP 8625XX C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K626M865AP 8650XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L
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K626M87AP 8700XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

With 5,10 mm wall pins

K597M85 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K597M855 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K597M86 8600XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

With 5,10 mm wall pins

K666M85AP 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K666M8525AP 8525XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K666M855AP 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K666M86AP 8600XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K666M865AP 8650XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K666M8675AP 8675XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K666M87AP 8700XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

E85 Series HD2* gas ported (5,72 mm wall tool steel pins)

K668M85AP 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K668M8525AP 8525XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K668M855AP 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K668M86AP 8600XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K668M865AP 8650XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K668M8675AP 8675XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K668M87AP 8700XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

E85 Series 1400HD* (5,72 mm wall tool steel pins)

K656M85AP 8500XX C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K656M8525AP 8525XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K656M855AP 8550XX C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K656M86AP 8600XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K656M865AP 8650XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

K656M87AP 8700XX C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ880 / C-MIT-001L

For long rod 156,00 mm (5,10mm wall pins)

K667M85AP 8500XX+GLS22 C4157-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K667M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K667M855AP 8550XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K667M86AP 8600XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K667M865AP 8650XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K667M8675AP 8675XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K667M87AP 8700XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

For long rod 156,00 mm 1400HD* (5,72 mm wall tool steel pins)

K627M85AP 8500XX+GLS32 C4157-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K627M8525AP 8525XX+GLS32 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L
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K627M855AP 8550XX+GLS33 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K627M86AP 8600XX+GLS33 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K627M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K627M865AP 8650XX+GLS33 C4591-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K627M87AP 8700XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K627M875AP 8750XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

For long rod 156,00 mm (5,10mm wall pins)

K674M85AP 8500XX+GLS22 C4157-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K674M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K674M855AP 8550XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K674M86AP 8600XX+GLS33 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K674M8625AP 8625XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K674M865AP 8650XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K674M87AP 8700XX+GLS50 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

For long rod 156,00 mm HD2* gas ported (5,72mm wall pins)

K669M85AP 8500XX+GLS22 C4157-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K669M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K669M855AP 8550XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K669M86AP 8600XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K669M865AP 8650XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K669M8675AP 8675XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K669M87AP 8700XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

For long rod 156,00 mm (5,10mm wall pins)

K675M85AP 8500XX+GLS22 C4157-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K675M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K675M855AP 8550XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K675M86AP 8600XX+GLS33 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K675M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K675M865AP 8650XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K675M87AP 8700XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

For long rod 156,00 mm (5,10mm wall pins)

K676M85AP 8500XX+GLS22 C4157-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K676M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K676M855AP 8550XX+GLS22 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K676M86AP 8600XX+GLS33 C4156-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K676M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K676M865AP 8650XX+GLS33 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

K676M87AP 8700XX+GLS34 C4591-045 MH6142ACGB-L4-A / R-MIT-007-I / R-MIT-007-IP 032BCJ880 / C-MIT-001L

For stroker crank 100,00 mm (5,10 mm wall pins)
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K596M85AP 8500XX+GLS22 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K596M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K596M855AP 8550XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K596M86AP 8600XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

For stroker crank 100,00 mm 1400HD* (5,72 mm wall tool steel pins)

K627M85AP 8500XX+GLS32 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M8525AP 8525XX+GLS32 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M855AP 8550XX+GLS33 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M86AP 8600XX+GLS33 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M865AP 8650XX+GLS33 C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M87AP 8700XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K627M875AP 8750XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

For stroker crank 100,00 mm (5,10mm wall pins)

K667M85AP 8500XX+GLS22 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K667M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K667M855AP 8550XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K667M86AP 8600XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K667M865AP 8650XX+GLS33 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K667M8675AP 8675XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K667M87AP 8700XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

For stroker crank 100,00 mm (5,10mm wall pins)

K674M85AP 8500XX+GLS22 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K674M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K674M855AP 8550XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K674M86AP 8600XX+GLS33 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K674M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K674M865AP 8650XX+GLS33 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K674M87AP 8700XX+GLS50 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

For stroker crank 100,00 mm HD2* gas ported (5,72mm wall pins)

K669M85AP 8500XX+GLS22 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K669M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K669M855AP 8550XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K669M86AP 8600XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K669M865AP 8650XX+GLS33 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K669M8675AP 8675XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K669M87AP 8700XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

For stroker crank 100,00 mm (5,10mm wall pins)

K675M85AP 8500XX+GLS22 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L
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K675M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K675M855AP 8550XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K675M86AP 8600XX+GLS33 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K675M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K675M865AP 8650XX+GLS33 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K675M87AP 8700XX+GLS33 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

For stroker crank 100,00 mm (5,10mm wall pins)

K676M85AP 8500XX+GLS22 C4157-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K676M8525AP 8525XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K676M855AP 8550XX+GLS22 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K676M86AP 8600XX+GLS33 C4156-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K676M8625AP 8625XX+GLS33 C4591-045/MI1004-039 * 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K676M865AP 8650XX+GLS33 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

K676M87AP 8700XX+GLS34 C4591-045 032CJ17150 / MI5906-866* / R-MIT-002-H / R-MIT-002-I / R-MIT-002IP032BCJ100 / C-MIT-002L

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1146H(HX/0,025/0,25) (->'92)5M1144(HX/0,025/0,25) (->'92) - 207-4702 107-6002 207-5401

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1185H(HX/0,025/0,25) ('92-> flanged main)5M1186(HX/0,025/0,25) ('92->flanged Main Bearing)-

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1185H(HX/0,025/0,25) ('97-> with thrust)5M1219H(HX/0,025/0,25) ('97 -> with thrust)1T1219

KING CR4481XP (->'92) MB5227XP (->'92)

KING CR4120XP ('92-> flanged main) MB5209XP ('92-> flanged Main Bearing)-

KING CR4120XP ('97-> with thrust) MB5315XP ('97-> with thrust) TW 173AM

Manufacturer Mitsubishi

Model Evo 10

Engine 2,0 Ltr 16V

Information Engine code:4B11-T • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:220,00

Comp. Ratio:9,0:1 • Head cc's:49,00 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K636M86 86,00 Std. 33,25 -4,5 0 9,0:1 23 362

K636M865 86,50 0,50 33,25 -4,5 0 9,0:1 23 368

K636M87 87,00 1,00 33,25 -4,5 0 9,0:1 23 374

K636M88 88,00 2,00 33,25 -4,5 0 9,0:1 23 380

For stroker crank 94,00 mm

K700M86 86,00 Std. 29,26 -14 8,8:1 23 -
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K700M8625 86,25 0,25 29,26 -14 8,8:1 23 -

K700M865 86,50 0,50 29,26 -14 8,8:1 23 -

K700M8675 86,75 0,75 29,26 -14 8,8:1 23 -

K700M87 87,00 1,00 29,26 -14 8,8:1 23 -

K700M88 88,00 2,00 29,26 -14 8,8:1 23 -

K701M86 86,00 Std. 29,26 -9 9,5:1 23 -

K701M8625 86,25 0,25 29,26 -9 9,5:1 23 -

K701M865 86,50 0,50 29,26 -9 9,5:1 23 -

K701M8675 86,75 0,75 29,26 -9 9,5:1 23 -

K701M87 87,00 1,00 29,26 -9 9,5:1 23 -

K701M88 88,00 2,00 29,26 -9 9,5:1 23 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K636M86 8600XX C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K636M865 8650XX C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K636M87 8700XX C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K636M88 8800XX C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

For stroker crank 94,00 mm

K700M86 8600XX+GLS22 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K700M8625 8625XX+GLS33 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K700M865 8650XX+GLS33 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K700M8675 8675XX+GLS50 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K700M87 8700XX+GLS50 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K700M88 8800XX+3465-142 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K701M86 8600XX+GLS22 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K701M8625 8625XX+GLS33 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K701M865 8650XX+GLS33 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K701M8675 8675XX+GLS50 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K701M87 8700XX+GLS50 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

K701M88 8800XX+3465-142 C4483-044 032CK21144 / MI5657-905 / R-MIT-EN24-006 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1236H(HX/0,025/0,25) 5M1237H(HX/0,025/0,25) 1T1237 207-4206 207-6002 207-5403

KING CR4586XP MB5722XP TW1029AM

KING CR4586XPC MB5722XPC

Janicol Racing Oy • Vesalantie 9 H 1 • 33960 PIRKKALA Copyright © Janicol Racing Oy



WISECO PARTS 74 / 145

Manufacturer Mitsubishi

Model 4G64 16V as in Eclipse II

Engine 2,4 Ltr 16V

Information Engine code:4G64 • Displacement:2351 cc • Valves:16

Bore:86,50 • Stroke:100,00 • Block Ht:235,00

Comp. Ratio:9,5:1-9,6:1 • Head cc's:47,00 • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

With 4G63 head (21 mm pin)

K564M87 87,00 0,50 35,00 -22 0 8,5:1-8,7:1 21 336

With 4G63 head (21 mm pin) 1400HD* (5,72 mm wall tool steel pins)

K625M865AP 86,50 Std. 35,00 -14 0 9,7:1 21 357

K625M87AP 87,00 0,50 35,00 -14 0 9,7:1 21 369

With 4G63 head (22 mm pin)

K548M865AP 86,50 Std. 35,00 -17 0 9,0-9,3:1 22 353

K548M87AP 87,00 0,50 35,00 -17 0 9,0-9,3:1 22 360

With 4G63 head  1400HD* (5,72 mm wall tool steel pins)

K626M865AP 86,50 Std. 35,00 -14 0 9,7:1 22 356

K626M87AP 87,00 0,50 35,00 -14 0 9,7:1 22 360

With 4G63 head ( 5,10 mm wall pins)

K666M865AP 86,50 Std, 34,87 -10,8 0,13- 10,1:1/10,6:1 22 360

K666M8675AP 86,75 0,25 34,87 -11,1 0,13- 10,1:1/10,6:1 22 363

K666M87AP 87,00 0,50 34,87 -11,4 0,13- 10,1:1/10,6:1 22 370

With 4G63 head E85 series HD2* gas ported (5,72 mm wall tool steel pins)

K668M865AP 86,50 Std, 34,87 -4,5 0,13- 11,3:1/11,8:1 22 348

K668M8675AP 86,75 0,25 34,87 -4,75 0,13- 11,3:1/11,8:1 22 350

K668M87AP 87,00 0,50 34,87 -5 0,13- 11,3:1/11,8:1 22 352

For long rod 156,00 mm (5,10mm wall pins)

K667M865AP 86,50 Std, 28,87 -19,1 0,13- 9,0:1/9,5:1 22 340

K667M8675AP 86,75 0,25 28,87 -19,4 0,13- 9,0:1/9,5:1 22 341

K667M87AP 87,00 0,50 28,87 -19,8 0,13- 9,0:1/9,5:1 22 347

For long rod 156,00 mm HD2*  gas ported (5,72mm wall pins)

K669M865AP 86,50 Std, 28,87 -11,75 0,13- 10,0:1/10,5:1 22 332

K669M8675AP 86,75 0,25 28,87 -12,25 0,13- 10,0:1/10,5:1 22 336

K669M87AP 87,00 0,50 28,87 -12,5 0,13- 10,0:1/10,5:1 22 340

For long rod 162,00 mm with crank 88,00 mm (5,10mm wall pins)

K667M865AP 86,50 Std, 28,87 -19,1 0,13- 7,7:1/8,2:1 22 340

K667M8675AP 86,75 0,25 28,87 -19,4 0,13- 7,7:1/8,2:1 22 341

K667M87AP 87,00 0,50 28,87 -19,8 0,13- 7,7:1/8,2:1 22 347
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For long rod 162,00 mm HD2*  gas ported (5,72mm wall pins)

K669M865AP 86,50 Std, 28,87 -11,75 0,13- 8,5:1/9,0:1 22 332

K669M8675AP 86,75 0,25 28,87 -12,25 0,13- 8,5:1/9,0:1 22 341

K669M87AP 87,00 0,50 28,87 -12,5 0,13- 8,5:1/9,0:1 22 347

Kit Part # Ring # Head Gasket Connecting Rods Crank

With 4G63 head (21 mm pin)

K564M87 8700XX W6038 032CI16150 032BCJ100

With 4G63 head (21 mm pin) 1400HD* (5,72 mm wall tool steel pins)

K625M865AP 8650XX W6038 032CI16150 032BCJ100

K625M87AP 8700XX W6038 032CI16150 032BCJ100

With 4G63 head (22 mm pin)

K548M865AP 8650XX W6038 032CJ17150 / MI5906-866 032BCJ100

K548M87AP 8700XX W6038 032CJ17150 / MI5906-866 032BCJ100

With 4G63 head  1400HD* (5,72 mm wall tool steel pins)

K626M865AP 8650XX W6038 032CJ17150 / MI5906-866 032BCJ100

K626M87AP 8700XX W6038 032CJ17150 / MI5906-866 032BCJ100

With 4G63 head ( 5,10 mm wall pins)

K666M865AP 8650XX W6038 032CJ17150 / MI5906-866 032BCJ100

K666M8675AP 8675XX W6038 032CJ17150 / MI5906-866 032BCJ100

K666M87AP 8700XX W6038 032CJ17150 / MI5906-866 032BCJ100

With 4G63 head E85 series HD2* gas ported (5,72 mm wall tool steel pins)

K668M865AP 8650XX W6038 032CJ17150 / MI5906-866 032BCJ100

K668M8675AP 8675XX W6038 032CJ17150 / MI5906-866 032BCJ100

K668M87AP 8700XX W6038 032CJ17150 / MI5906-866 032BCJ100

For long rod 156,00 mm (5,10mm wall pins)

K667M865AP 8650XX+GLS33 W6038 MH6142ACGB-L4-A 032BCJ100

K667M8675AP 8675XX+GLS34 W6038 MH6142ACGB-L4-A 032BCJ100

K667M87AP 8700XX+GLS34 W6038 MH6142ACGB-L4-A 032BCJ100

For long rod 156,00 mm HD2*  gas ported (5,72mm wall pins)

K669M865AP 8650XX+GLS33 W6038 MH6142ACGB-L4-A 032BCJ100

K669M8675AP 8675XX+GLS34 W6038 MH6142ACGB-L4-A 032BCJ100

K669M87AP 8700XX+GLS34 W6038 MH6142ACGB-L4-A 032BCJ100

For long rod 162,00 mm with crank 88,00 mm (5,10mm wall pins)

K667M865AP 8650XX+GLS33 W6038 032CJ17162 032BCJ100

K667M8675AP 8675XX+GLS34 W6038 032CJ17162 032BCJ100

K667M87AP 8700XX+GLS34 W6038 032CJ17162 032BCJ100

For long rod 162,00 mm HD2*  gas ported (5,72mm wall pins)

K669M865AP 8650XX+GLS33 W6038 032CJ17162 032BCJ880
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K669M8675AP 8675XX+GLS34 W6038 032CJ17162 032BCJ880

K669M87AP 8700XX+GLS34 W6038 032CJ17162 032BCJ880

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1146H(HX/0,025/0,25) (->'92)5M1144(HX/0,025/0,25) (->'92) - 207-4702 107-6002 207-5401

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1185H(HX/0,025/0,25) ('92-> flanged main)5M1186(HX/0,025/0,25) ('92->flanged Main Bearing)-

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1185H(HX/0,025/0,25) ('97-> with thrust)5M1219H(HX/0,025/0,25) ('97 with thrust)1T1219

KING CR4481XP (->'92) MB5227XP (->'92)

KING CR4120XP ('92-> flanged main) MB5209XP ('92-> flanged Main Bearing)-

KING CR4120XP ('97-> with thrust) MB5315XP ('97-> with thrust) TW 173AM

Manufacturer Mitsubishi

Model 420A

Engine 2,0 Ltr 16V

Information Engine code:420A • Displacement:1996 cc • Valves:16

Bore:87,50 • Stroke:83,00 • Block Ht:212,00

Comp. Ratio:9,8:1 • Head cc's:52,00 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K580M875 87,50 Std. 31,40 -5 0,10- 8,8:1 21 331

K580M88 88,00 0,50 31,40 -5 0,10- 8,8:1 21 339

K580M885 88,50 1,00 31,40 -5 0,10- 8,8:1 21 347

K581M875 87,50 Std. 31,40 5 0,10- 10,5:1 21 334

K581M88 88,00 0,50 31,40 5 0,10- 10,5:1 21 341

K581M885 88,50 1,00 31,40 5 0,10- 10,5:1 21 349

Kit Part # Ring # Head Gasket Connecting Rods Crank

K580M875 8750XX C5498-040 - -

K580M88 8800XX C5498-040 - -

K580M885 8850XX C5498-040 - -

K581M875 8750XX C5498-040 - -

K581M88 8800XX C5498-040 - -

K581M885 8850XX C5498-040 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - 141-5801

KING - - -
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Manufacturer Mitsubishi

Model 4G54B

Engine 2,5 Ltr 8V

Information Engine code:4G54B • Displacement:2555 cc • Valves:8

Bore:91,10 • Stroke:98,00 • Block Ht:251,00

Comp. Ratio:7,0:1 • Head cc's:73,50 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K555M92 92,00 0,90 35,30 -17 0,70- 7,25:1-7,8:1 22 382

K555M925 92,50 1,40 35,30 -17 0,70- 7,25:1-7,8:1 22 396

Kit Part # Ring # Head Gasket Connecting Rods Crank

K555M92 9200XX - - -

K555M925 9250XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 207-4202 107-6003 207-5402

KING - - -

Manufacturer Mitsubishi

Model 6G72T as in 3000GT

Engine 3,0 Ltr 24V

Information Engine code:6G72T • Displacement:2972 cc • Valves:24

Bore:91,10 • Stroke:76,00 • Block Ht:211,15

Comp. Ratio:8,0:1 • Head cc's:48,00 • Gasket thickness:1,27 • Gasket thickness:1,27

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K570M915 91,50 0,40 31,75 -14 0,40- 7,8:1 22 343

K570M92 92,00 0,90 31,75 -14 0,40- 7,9:1 22 355

K570M925 92,50 1,40 31,75 -14 0,40- 7,9:1 22 362

Kit Part # Ring # Head Gasket Connecting Rods Crank

K570M915 9150XX C4243-051(2x) MI-3.0-S-65551H-06 -

K570M92 9200XX C4243-051(2x) MI-3.0-S-65551H-06 -

K570M925 9250XX C4243-051(2x) MI-3.0-S-65551H-06 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 207-4205 107-6004 207-5801
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KING - - -

Manufacturer Mitsubishi

Model 6G75 as in Eclipse/Pajero

Engine 3,8 Ltr 24V

Information Engine code:6G75 • Displacement:3828 cc • Valves:24

Bore:95,00 • Stroke:90,00 • Block Ht:228,00

Comp. Ratio:10,5:1 • Head cc's:N/A • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE251M95 95,00 Std. 29,00 -2,5 0,50- 10,3:1 22 400

KE251M955 95,50 0,50 29,00 -2,5 0,50- 10,3:1 22 406

KE251M96 96,00 1,00 29,00 -2,5 0,50- 10,3:1 22 410

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE251M95 9500XX - - -

KE251M955 9550XX - - -

KE251M96 9600XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Nissan

Model MR16DDT as in Juke Nismo RS

Engine 1,6 Ltr 16V

Information Engine code:MR16DETT • Displacement:1618 cc • Valves:16

Bore:79,70 • Stroke:81,10 • Block Ht:N/A

Comp. Ratio:9,5:1 • Head cc's:N/A • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE170M797 79,70 Std. 35,35 -7,92 - 9,5:1 22 -

KE170M798 79,80 0,10 35,35 -7,92 - 9,5:1 22 -

KE170M80 80,00 0,30 35,35 -7,92 - 9,5:1 22 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE170M797 RA084-3140 C4965-028 ? ?

KE170M798 8000XX C4965-028 ? ?

KE170M80 8000XX C4965-028 ? ?
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL ? ? ? ? ? ?

KING ? ? -

Manufacturer Nissan

Model CA18DET as in Silvia

Engine 1,8 Ltr 16V

Information Engine code:CA18DET • Displacement:1809 cc • Valves:16

Bore:83,00 • Stroke:83,60 • Block Ht:204,75

Comp. Ratio:8,0:1 • Head cc's:51,00 • Gasket thickness:1,50 • Gasket thickness:1,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K630M83 83,00 Std. 29,75 -0,5 FT 0,30- 8,5:1 20 303

K630M835 83,50 0,50 29,75 -0,5 FT 0,30- 8,5:1 20 309

K630M84 84,00 1,00 29,75 -0,5 FT 0,30- 8,5:1 20 312

Kit Part # Ring # Head Gasket Connecting Rods Crank

K630M83 8300XX W6582 033CO14133 / R-NIS-001H -

K630M835 8350XX W6582 033CO14133 / R-NIS-001H -

K630M84 8400XX W6582 033CO14133 / R-NIS-001H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1630H(HX/0,025/0,25/0,50) 5M1633H(HX/0,025/0,25/0,50) - 202-4702 - -

KING CR 407XP MB5232XP -

Manufacturer Nissan

Model FJ20 as in Silvia

Engine 2,0 Ltr 16V

Information Engine code:FJ20ET • Displacement:1990 cc • Valves:16

Bore:89,00 • Stroke:80,00 • Block Ht:212,00

Comp. Ratio:9,0:1 • Head cc's:49,50 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K574M895 89,50 0,50 32,18 -16,7 0,18 8,0:1 22 383

K574M90 90,00 1,00 32,18 -16,7 0,18 8,0:1 22 386

Kit Part # Ring # Head Gasket Connecting Rods Crank

K574M895 8950XX W6311 - -
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K574M90 9000XX W6311 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Nissan

Model SR20DET as in 180SX/200SX (S13+S14)

Engine 2,0 Ltr 16V

Information Engine code:SR20DET • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:211,25

Comp. Ratio:8,5:1 • Head cc's:45,00 • Gasket thickness:0,91 • Gasket thickness:0,91

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K556M86AP 86,00 Std. 32,00 -12 0 9,1:1-9,25:1 22 328

K556M8625AP 86,25 0,25 32,00 -12 0 9,1:1-9,25:1 22 330

K556M865AP 86,50 0,50 32,00 -12 0 9,1:1-9,25:1 22 337

K556M87AP 87,00 1,00 32,00 -12 0 9,1:1-9,25:1 22 345

Kit Part # Ring # Head Gasket Connecting Rods Crank

K556M86AP 8600XX W6172(S13)/C4576-040(S14)/C4950-040(S14)033CS17136 / NI5364-866 / R-NIS-002-I -

K556M8625AP 8625XX W6172(S13)/C4576-040(S14)/C4950-040(S14)033CS17136 / NI5364-866 / R-NIS-002-I -

K556M865AP 8650XX W6172(S13)/C4576-040(S14)/C4950-040(S14)033CS17136 / NI5364-866 / R-NIS-002-I -

K556M87AP 8700XX W6172(S13)/C4576-040(S14)/C4950-040(S14)033CS17136 / NI5364-866 / R-NIS-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2960H(HX/0,025/0,25/0,50) 5M2964H(HX/0,025/0,25/0,50) 1T2964 102-4701 202-6005 202-5402

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2976H(HX/0,025/0,25/0,50) (GTI-R)5M2975H(HX/0,025/0,25/0,50) (GTI-R)

KING CR4136XP MB5243XP -

KING CR4136XPC MB5243XPC

KING CR4587XP (GTI-R) MB5721XP (GTI-R) TW 139AM

Manufacturer Nissan

Model SR20 as in Primera

Engine 2,0 Ltr 16V

Information Engine code:SR20DE • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:211,25

Comp. Ratio:11,0:1 • Head cc's:45,00 • Gasket thickness:0,91 • Gasket thickness:0,91
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

No valve pockets

K557M86 86,00 Std. 32,00 0 FT 0 11,0:1 22 330

K557M865 86,50 0,50 32,00 0 FT 0 11,0:1 22 336

K557M87 87,00 1,00 32,00 0 FT 0 11,0:1 22 344

With valve pockets

KE233M87 87,00 1,00 32,00 4 0 12,0:1 22 330

Kit Part # Ring # Head Gasket Connecting Rods Crank

No valve pockets

K557M86 8600XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I -

K557M865 8650XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I -

K557M87 8700XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I -

With valve pockets

KE233M87 8700XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2960H(HX/0,025/0,25/0,50) 5M2964H(HX/0,025/0,25/0,50) 1T2964 102-4701 202-6005 202-5402

KING CR4136XP MB5243XP -

KING CR4136XPC MB5243XPC

Manufacturer Nissan

Model Sentra SR20 & SR20DET 92,00 mm stroker crank

Engine 2,0 Ltr 16V

Information Engine code:SR20/SR20DET • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:92,00 • Block Ht:211,25

Comp. Ratio:8,5:1 • Head cc's:45,00 • Gasket thickness:0,91 • Gasket thickness:0,91

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K655M86 86,00 Std. 28,95 -17 0 9,0:1 22 316

K655M865 86,50 0,50 28,95 -17 0 9,0:1 22 321

K655M87 87,00 1,00 28,95 -17 0 9,0:1 22 327

K655M89 89,00 3,00 28,95 -17 0 9,0:1 22 350

Kit Part # Ring # Head Gasket Connecting Rods Crank

K655M86 8600XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I 033ECS920*

K655M865 8650XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I 033ECS920*

K655M87 8700XX W6172(S13)/C4576-040(S14) 033CS17136 / NI5364-866 / R-NIS-002-I 033ECS920*
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K655M89 8900XX H2039SP7040S(S13) 033CS17136 / NI5364-866 / R-NIS-002-I 033ECS920*

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2960H(HX/0,025/0,25/0,50) 5M2964H(HX/0,025/0,25/0,50) 1T2964 102-4701 202-6005 202-5402

KING CR4136XP MB5243XP -

KING CR4136XPC MB5243XPC

Manufacturer Nissan

Model 240SX

Engine 2,4 Ltr 16V

Information Engine code:KA24DE • Displacement:2354 cc • Valves:16

Bore:89,00 • Stroke:96,00 • Block Ht:247,00

Comp. Ratio:9,3:1-9,8:1 • Head cc's:46,00 • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K586M89AP 89,00 Std. 33,94 -22 0,06- 9,0:1 21 352

K586M895AP 89,50 0,50 33,94 -22 0,06- 9,0:1 21 358

K586M90AP 90,00 1,00 33,94 -22 0,06- 9,0:1 21 363

K586M905AP 90,50 1,50 33,94 -22 0,06- 9,0:1 21 370

K587M89 89,00 Std. 33,94 -9 0,06- 10,5:1 21 359

K587M895 89,50 0,50 33,94 -9 0,06- 10,5:1 21 364

K587M90 90,00 1,00 33,94 -9 0,06- 10,5:1 21 369

K587M905 90,50 1,50 33,94 -9 0,06- 10,5:1 21 374

Kit Part # Ring # Head Gasket Connecting Rods Crank

K586M89AP 8900XX W6310 033CP16165 -

K586M895AP 8950XX W6310 033CP16165 -

K586M90AP 9000XX W6310 033CP16165 -

K586M905AP 9050XX C4286-040 033CP16165 -

K587M89 8900XX W6310 033CP16165 -

K587M895 8950XX W6310 033CP16165 -

K587M90 9000XX W6310 033CP16165 -

K587M905 9050XX C4286-040 033CP16165 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2746H(HX/0,025/0,25) 5M2747H(HX/0,025/0,25) - 202-4304 102-6003 -

KING CR4065XP MB5595XP -
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Manufacturer Nissan

Model RB25DET as in Skyline

Engine 2,5 Ltr 24V

Information Engine code:RB25DET • Displacement:2498 cc • Valves:24

Bore:86,00 • Stroke:71,70 • Block Ht:188,50

Comp. Ratio:9,0:1 • Head cc's:66,50 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K578M8625AP 86,25 0,25 31,50 14 0,35 8,4:1 21 396

K578M865AP 86,50 0,50 31,50 14 0,35 8,4:1 21 401

K578M87AP 87,00 1,00 31,50 14 0,35 8,4:1 21 406

*W6800 =1,30mm(8,2:1)

Wiseco Piston Kit (C/R with 1,00 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K578M8625AP 8625XX W6800* 033CR16122 / NI4783-827 -

K578M865AP 8650XX W6800* 033CR16122 / NI4783-827 -

K578M87AP 8700XX W6800* 033CR16122 / NI4783-827 -

*W6800 =1,30mm(8,2:1)

Wiseco Piston Kit (C/R with 1,00 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2960H(HX/0,025/0,25/0,50) 7M2394H(HX/0,025/0,25/0,50) - 202-4309 202-6007 202-5403

KING CR6697XP MB7008XP -

KING CR6697XPC MB7008XPC

Manufacturer Nissan

Model QR25DE as in Sentra

Engine 2,5 Ltr 16V DOHC

Information Engine code:QR25DE• Displacement:2488 cc • Valves:16

Bore:89,00 • Stroke:100,00 • Block Ht:225,50

Comp. Ratio:9,5:1 • Head cc's:55,00 • Gasket thickness:0,55 • Gasket thickness:0,55

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K670M89AP 89,00 Std. 32,00 -19,5 0,50- 8,5:1 20 346

K670M895AP 89,50 0,50 32,00 -19,5 0,50- 8,5:1 20 350

K670M90AP 90,00 1,00 32,00 -19,5 0,50- 8,5:1 20 354

K671M89AP 89,00 Std. 32,00 -1,8 0,50- 10,5:1 20 -

K671M895AP 89,50 0,50 32,00 -1,8 0,50- 10,5:1 20 -
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Kit Part # Ring # Head Gasket Connecting Rods Crank

K670M89AP 8900XX C4614-040/C4615-040/C4616-040 *033CQ14143 -

K670M895AP 8950XX C4614-040/C4615-040/C4616-040 *033CQ14143 -

K670M90AP 9000XX C4614-040/C4615-040/C4616-040 *033CQ14143 -

K671M89AP 8900XX C4614-040/C4615-040/C4616-040 *033CQ14143 -

K671M895AP 8950XX C4614-040/C4615-040/C4616-040 *033CQ14143 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Nissan

Model RB26DETT as in Skyline R32-R34

Engine 2,6 Ltr 24V

Information Engine code:RB26DETT • Displacement:2568 cc • Valves:24

Bore:86,00 • Stroke:73,70 • Block Ht:188,50

Comp. Ratio:8,5:1 • Head cc's:66,50 • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K591M86AP 86,00 Std. 30,00 14 0,15- 8,25:1 21 334

K591M8625AP 86,25 0,25 30,00 14 0,15- 8,25:1 21 339

K591M865AP 86,50 0,50 30,00 14 0,15- 8,25:1 21 348

K591M87AP 87,00 1,00 30,00 14 0,15- 8,25:1 21 353

K591M8725AP 87,25 1,25 30,00 14 0,15- 8,25:1 21 356

K591M875AP 87,50 1,50 30,00 14 0,15- 8,25:1 21 360

Kit Part # Ring # Head Gasket Connecting Rods Crank

K591M86AP 8600XX C4319-045 033CR16122 / NI4783-827 -

K591M8625AP 8625XX C4320-045 033CR16122 / NI4783-827 -

K591M865AP 8650XX C4320-045 033CR16122 / NI4783-827 -

K591M87AP 8700XX C4320-045 033CR16122 / NI4783-827 -

K591M8725AP 8725XX C4321-045 033CR16122 / NI4783-827 -

K591M875AP 8750XX C4321-045 033CR16122 / NI4783-827 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2960H(HX/0,025/0,25/0,50) 7M2428H(HX/0,025/0,25/0,50) - 202-4207 202-6007 202-5403

KING CR6697XP MB7092XP -
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Manufacturer Nissan

Model RB30 as in Skyline GTR

Engine 3,0 Ltr 12V

Information Engine code:RB30E/ET • Displacement:2962 cc • Valves:24

Bore:86,00 • Stroke:85,00 • Block Ht:228,00

Comp. Ratio:9,0:1-7,8:1 • Head cc's:66,50 • Gasket thickness:1,00 • Gasket thickness:1,00

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

With DOHC RB25DET cylinder head

K577M865 86,50 0,50 32,00 -11,3 1,00- 6,6:1 21 378

K577M87 87,00 1,00 32,00 -11,3 1,00- 6,6:1 21 384

Kit Part # Ring # Head Gasket Connecting Rods Crank

With DOHC RB25DET cylinder head

K577M865 8650XX C4322-051 NI-RB30-S-66004S-06 -

K577M87 8700XX C4323-051 NI-RB30-S-66004S-06 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2390H(HX/0,025/0,25/0,50) 7M2394H(HX/0,025/0,25/0,50) - - - -

KING CR6676XP MB7008XP -

KING MB7008XPC

Manufacturer Nissan

Model VG30DETT as in 300ZX

Engine 3,0 Ltr 24V(V6)

Information Engine code:VG30DETT • Displacement:2960 cc • Valves:24

Bore:87,00 • Stroke:83,00 • Block Ht:227,86

Comp. Ratio:8,5:1 • Head cc's:49,50 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K549M87AP 87,00 Std. 32,00 -9 0,16- 8,5:1-8,9:1 22 325

K549M8725AP 87,25 0,25 32,00 -9 0,16- 8,5:1-8,9:1 22 330

K549M875AP 87,50 0,50 32,00 -9 0,16- 8,5:1-8,9:1 22 335

K549M88AP 88,00 1,00 32,00 -9 0,16- 8,5:1-8,9:1 22 344

Kit Part # Ring # Head Gasket Connecting Rods Crank

K549M87AP 8700XX W6312(2x) NI-VG3-S-66070S-06 -

K549M8725AP 8725XX W6312(2x) NI-VG3-S-66070S-06 -

K549M875AP 8750XX W6312(2x) NI-VG3-S-66070S-06 -
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K549M88AP 8800XX W6312(2x) NI-VG3-S-66070S-06 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2390H(HX/0,025/0,25/0,50) 4M2737H(HX/0,025/0,25/0,50) - 202-4308 202-6004 102-5402

KING CR6676XP MB4104XP -

Manufacturer Nissan

Model VQ35 as in 350Z/Murano

Engine 3,5 Ltr 24V(V6)

Information Engine code:VQ35DE • Displacement:3498 cc • Valves:24

Bore:95,50 • Stroke:81,40 • Block Ht:215,00

Comp. Ratio:10,3:1 • Head cc's:57,00 • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K605M955AP 95,50 Std. 29,67 -10 0,43- 8,8:1 22 354

K605M96AP 96,00 0,50 29,67 -10 0,43- 8,8:1 22 360

K606M955 95,50 Std. 29,67 7 0,43- 11,0:1 22 375

K606M96 96,00 0,50 29,67 7 0,43- 11,0:1 22 379

Kit Part # Ring # Head Gasket Connecting Rods Crank

K605M955AP 9550XX W6422/W6423 (left/right) 033CV17144 / R-NIS-005-I / NI5677866 -

K605M96AP 9600XX W6422/W6423 (left/right) 033CV17144 / R-NIS-005-I / NI5677866 -

K606M955 9550XX W6422/W6423 (left/right) 033CV17144 / R-NIS-005-I -

K606M96 9600XX W6422/W6423 (left/right) 033CV17144 / R-NIS-005-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2640H(HX/0,025/0,25) 4M2633H(HX/0,025/0,25) 2T2633 202-4701 202-6006 202-5801

KING CR6775XP MB4058XP TW 271AM

Manufacturer Nissan

Model VQ37 VHR as in 370Z/G37

Engine 3,7 Ltr 24V(V6)

Information Engine code:VQ37 • Displacement:3696 cc • Valves:24

Bore:95,50 • Stroke:86,00 • Block Ht:223,35

Comp. Ratio:11,0:1 • Head cc's:50,50 • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K643M955 95,50 Std, 29,95 -15,5 0,90- 9,0:1 22 365

K643M96 96,00 0,50 29,95 -15,5 0,90- 9,0:1 22 372
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Kit Part # Ring # Head Gasket Connecting Rods Crank

K643M955 9550XX C4593-030/C4592-030(left/right)033CW17150 -

K643M96 9600XX C4593-030/C4592-030(left/right)033CW17150 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2639H 4M2505H(0,25) 1T2505 - - -

KING CR6902XPC MB4524XP TW 271AM

KING MB4524XPC

Manufacturer Nissan

Model VR38DETT as in GTR 2008-Up

Engine 3,8 Ltr 24V(V6)

Information Engine code:VR38DETT • Displacement:3799 cc • Valves:24

Bore:95,50 • Stroke:88,40 • Block Ht:244,00

Comp. Ratio:9,0:1 • Head cc's:64,25 • Gasket thickness:0,80 • Gasket thickness:0,80

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K681M955AP 95,50 Std. 34,30 -1,8 0,50- 9,5:1 23 444

K681M9558AP 95,58 0,08 34,30 -1,8 0,50- 9,5:1 23 446

For stroker crank 94,40 mm

K680M955AP 95,50 Std. 31,30 -6 0,50- 9,5:1 23 430

K680M9558AP 95,58 0,08 31,30 -6 0,50- 9,5:1 23 432

Wiseco Piston Kit (1400HD gasported with 5,72 mm wall tool steel pins)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K681M955AP 9550XX C4572-032/C4573-032(left/right)NI6496-905 / R-NIS-006-I / R-NIS-006-IP -

K681M9558AP 9550XX C4572-032/C4573-032(left/right)NI6496-905 / R-NIS-006-I / R-NIS-006-IP -

For stroker crank 94,40 mm

K680M955AP 9550XX C4572-032/C4573-032(left/right)NI6496-905 / R-NIS-006-I / R-NIS-006-IP -

K680M9558AP 9550XX C4572-032/C4573-032(left/right)NI6496-905 / R-NIS-006-I / R-NIS-006-IP -

Wiseco Piston Kit (1400HD gasported with 5,72 mm wall tool steel pins)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B2500H(+Graded/0,25) 4M2505H(+Graded/0,25) 1T2505 202-4305 202-6101 202-5802

KING CR6870XPN MB4524XP TW1042AM

KING CR6870XPNC MB4524XPC
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Manufacturer Opel/Vauxhall

Model C16NZ as in Corsa/Astra

Engine 1,6 Ltr 8V

Information Engine code:C16NZ/N2/SE • Displacement:1598 cc • Valves:8

Bore:79,00 • Stroke:81,50 • Block Ht:N/A

Comp. Ratio:9,2:1 • Head cc's:N/A • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE160M79 79,05 0,05 28,20 0 FT - 11,2:1 18 265

KE160M795 79,50 0,50 28,20 0 FT - 11,2:1 18 272

KE160M80 80,00 1,00 28,20 0 FT - 11,2:1 18 280

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE160M79 7900XX H1568SP5051S OPH5110BGWB4-A / R-OPE-002-I -

KE160M795 7950XX H1568SP5051S OPH5110BGWB4-A / R-OPE-002-I -

KE160M80 8000XX H1568SP5051S OPH5110BGWB4-A / R-OPE-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1350H(HX/0,025/0,25) 5M1338H(HX/0,025/0,25) - - 109-6002 -

KING - - -

Manufacturer Opel/Vauxhall

Model X16XE as in Corsa and various 1.6L engines

Engine 1,6 Ltr 16V

Information Engine code:X16XE/X16XEL • Displacement:1598 cc • Valves:16

Bore:79,00 • Stroke:81,50 • Block Ht:N/A

Comp. Ratio:10,5:1 • Head cc's:34,50 • Gasket thickness:1,27 • Gasket thickness:1,27

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE159M79 79,00 Std. 28,20 -15 - 8,8:1 18 273

KE159M795 79,50 0,50 28,20 -15 - 8,8:1 18 277

KE159M80 80,00 1,00 28,20 -15 - 8,8:1 18 291

KE161M79 79,00 Std. 28,20 2,5 - 11,5:1 18 291

KE161M795 79,50 0,50 28,20 2,5 - 11,5:1 18 295

KE161M80 80,00 1,00 28,20 2,5 - 11,5:1 18 309

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE159M79 7900XX H1568SP2051S OPH5110BGWB4-A / R-OPE-002-I -

KE159M795 7950XX H1568SP1051S OPH5110BGWB4-A / R-OPE-002-I -
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KE159M80 8000XX C4257-051 OPH5110BGWB4-A / R-OPE-002-I -

KE161M79 7900XX H1568SP2051S OPH5110BGWB4-A / R-OPE-002-I -

KE161M795 7950XX H1568SP1051S OPH5110BGWB4-A / R-OPE-002-I -

KE161M80 8000XX C4257-051 OPH5110BGWB4-A / R-OPE-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1350H(HX/0,025/0,25) 5M1338H(HX/0,025/0,25) - - 109-6002 -

KING - - -

Manufacturer Opel/Vauxhall

Model Z16LER as in Corsa D/Insignia

Engine 1,6 Ltr 16V

Information Engine code:Z16LER/A16LER/A16LET • Displacement:1598 cc • Valves:16

Bore:79,00 • Stroke:81,50 • Block Ht:200,00

Comp. Ratio:8,8:1 • Head cc's:39,50 • Gasket thickness:0,65 • Gasket thickness:0,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE365M79 79,00 Std. 28,00 -3,5 -1,50 8,5:1 19 267

KE365M795 79,50 0,50 28,00 -3,5 -1,50 8,5:1 19 272

KE365M80 80,00 1,00 28,00 -4,5 -1,50 8,5:1 19 275

Wiseco Piston Kit(C/R with 0,65mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE365M79 7900XX OP1002-039/338286R R-OPE-005-I C-OPE-004

KE365M795 7950XX OP1002-039/338286R R-OPE-005-I C-OPE-004

KE365M80 8000XX OP1002-039/338286R R-OPE-005-I C-OPE-004

Wiseco Piston Kit(C/R with 0,65mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1355H(HX/0,025/0,25/0,50) 5M1338H(HX/0,025/0,25) - - - -

KING - - -

Manufacturer Opel/Vauxhall

Model C20XE as in Astra/Vectra

Engine 2,0 Ltr 16V

Information Engine code:C20XE • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:216,30

Comp. Ratio:10,5:1 • Head cc's:42,60 • Gasket thickness:1,40 • Gasket thickness:1,40
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE163M86AP 86,00 Std. 30,19 5,2 -0,04 12,0:1 21 335

KE163M8625AP 86,25 0,25 30,19 5,2 -0,04 12,0:1 21 338

KE163M865AP 86,50 0,50 30,19 5,2 -0,04 12,0:1 21 340

KE163M8675AP 86,75 0,75 30,19 5,2 -0,04 12,0:1 21 342

KE163M87AP 87,00 1,00 30,19 5,2 -0,04 12,0:1 21 345

KE163M875AP 87,50 1,50 30,19 5,2 -0,04 12,0:1 21 348

KE263M86 86,00 Std. 30,19 12 -0,04 13,5:1 21 338

KE263M8625 86,25 0,25 30,19 12 -0,04 13,5:1 21 348

KE263M865 86,50 0,50 30,19 12 -0,04 13,5:1 21 345

KE263M87 87,00 1,00 30,19 12 -0,04 13,5:1 21 356

Note:Valve oversize max 1,5mm !!

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE163M86AP 8600XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE163M8625AP 8625XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE163M865AP 8650XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE163M8675AP 8675XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE163M87AP 8700XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE163M875AP 8750XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE263M86 8600XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE263M8625 8625XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE263M865 8650XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE263M87 8700XX W6424/C4216-051/338058R 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

Note:Valve oversize max 1,5mm !!

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2322H(HX/0,025/0,25/0,50) 5M2327H(HX/0,025/0,25/0,50) - 209-4701 209-6003 209-5401

KING CR4017XP MB5179XP -

KING CR4017XPC MB5179XPC

Manufacturer Opel/Vauxhall

Model C20LET as in Astra/Vectra/Calibra Turbo

Engine 2,0 Ltr 16V

Information Engine code:C20LET • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:216,30

Comp. Ratio:9,0:1 • Head cc's:43,00 • Gasket thickness:1,40 • Gasket thickness:1,40

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram
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KE165M86AP 86,00 Std. 30,49 -13 0,26 8,8:1 21 323

KE165M8625AP 86,25 0,25 30,49 -13 0,26 8,8:1 21 326

KE165M865AP 86,50 0,50 30,49 -13 0,26 8,8:1 21 329

KE165M8675AP 86,75 0,75 30,49 -13 0,26 8,8:1 21 332

KE165M87AP 87,00 1,00 30,49 -13 0,26 8,8:1 21 334

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE165M86AP 8600XX W6424/C4216-051/C4960-050/338058R042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE165M8625AP 8625XX W6424/C4216-051/C4960-050/338058R042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE165M865AP 8650XX W6424/C4216-051/C4960-050/338058R042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE165M8675AP 8675XX W6424/C4216-051/C4960-050/338058R042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

KE165M87AP 8700XX W6424/C4216-051/C4960-050/338058R042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-005L

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2322H(HX/0,025/0,25/0,50) 5M2327H(HX/0,025/0,25/0,50) - 209-4701 209-6003 209-5401

KING CR4017XP MB5179XP -

KING CR4017XPC MB5179XPC

Manufacturer Opel/Vauxhall

Model Z20LET/LER/LEH

Engine 2,0 Ltr 16V

Information Engine code:Z20LET/LER/LEH • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:216,30

Comp. Ratio:8,8:1 • Head cc's:40,00 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE367M86 86,00 Std. 30,43 -20 0,23 8,5:1 21 324

KE367M8625 86,25 0,25 30,43 -20 0,23 8,5:1 21 326

KE367M865 86,50 0,50 30,43 -20 0,23 8,5:1 21 329

KE367M8675 86,75 0,75 30,43 -20 0,23 8,5:1 21 331

KE367M87 87,00 1,00 30,43 -20 0,23 8,5:1 21 334

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE367M86 8600XX H2795051S 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-007

KE367M8625 8625XX H2795051S 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-007

KE367M865 8650XX H2795051S 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-007

KE367M8675 8675XX H2795051S 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-007

KE367M87 8700XX H2795051S 042DO16143 / R-OPE-001-H / R-OPE-001-I C-OPE-007
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2322H(HX/0,025/0,25/0,50) 5M2327H(HX/0,025/0,25/0,50) - 209-4701 209-6003 209-5401

KING CR4017XP MB5179XP -

KING CR4017XPC MB5179XPC

Manufacturer Opel/Vauxhall

Model A20NHT/LDK/Z20NHH/LNF Ecotec DI as in Insignia A / Opel GT

Engine 2,0 Ltr 16V

Information Engine code:A20NHT/A20NFT/Z20NHH• Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:220,00

Comp. Ratio:9,2:1 • Head cc's:51,00 • Gasket thickness:0,64 • Gasket thickness:0,64

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K635M86 86,00 Std. 30,85 0 -1,15 9,2:1 23 341

K635M865 86,50 0,50 30,85 0 -1,15 9,2:1 23 350

K635M88 88,00 2,00 30,85 0 -1,15 9,2:1 23 359

Kit Part # Ring # Head Gasket Connecting Rods Crank

K635M86 8600XX C15256-032 GM-LNF-S-65709S-04 -

K635M865 8650XX C15256-032 GM-LNF-S-65709S-04 -

K635M88 8800XX C15256-032 GM-LNF-S-65709S-04 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2296H(HX/0,025/0,25) - - - - -

KING CR4363XP - -

KING CR4363XPC

Manufacturer Opel/Vauxhall

Model 2.2L Ecotec as in Vectra

Engine 2,2 Ltr 16V

Information Engine code:Z22SE/L61 • Displacement:2198 cc • Valves:16

Bore:86,00 • Stroke:94,60 • Block Ht:221,00

Comp. Ratio:9,5:1 • Head cc's:53,20 • Gasket thickness:1,04 • Gasket thickness:1,04

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K583M86 86,00 Std. 26,75 -8 0,43- 8,9:1 20 300

K583M865 86,50 0,50 26,75 -8 0,43- 8,9:1 20 310

K582M86 86,00 Std. 26,75 0 FT 0,43- 10,0:1 20 276

K582M865 86,50 0,50 26,75 0 FT 0,43- 10,0:1 20 283
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Kit Part # Ring # Head Gasket Connecting Rods Crank

K583M86 8600XX C5768-040/W6307 GM-L61-S-65768S-04 -

K583M865 8650XX C5768-040/W6307 GM-L61-S-65768S-04 -

K582M86 8600XX C5768-040/W6307 GM-L61-S-65768H-04 -

K582M865 8650XX C5768-040/W6307 GM-L61-S-65768H-04 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2296H(HX/0,025/0,25) - - 231-4701 - -

KING CR4363XP - -

Manufacturer Opel/Vauxhall

Model 2.4L Multiple

Engine 2,4 Ltr 16V

Information Engine code:LD9 • Displacement:2392 cc • Valves:16

Bore:90,00 • Stroke:94,00 • Block Ht:222,00

Comp. Ratio:9,5:1-9,7:1 • Head cc's:61,50 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K584M90 90,00 Std. 30,00 -7,5 0 9,0:1 22 330

K584M905 90,50 0,50 30,00 -7,5 0 9,0:1 22 335

Kit Part # Ring # Head Gasket Connecting Rods Crank

K584M90 9000XX C5298-051/C5866-051* - -

K584M905 9050XX C5298-051/C5866-051* - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Opel/Vauxhall

Model 2.4L CIH as in Rekord/Omega/Frontera

Engine 2,4 Ltr 8V

Information Engine code:CIH/C24NE • Displacement:2410 cc • Valves:8

Bore:95,00 • Stroke:85,00 • Block Ht:208,00

Comp. Ratio:9,2:1 • Head cc's:N/A • Gasket thickness:0,80 • Gasket thickness:0,80

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE167M96 96,00 1,00 31,50 -4,9 FT 0 11,2:1 22 356
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KE167M9625 96,25 1,25 31,50 -4,9 FT 0 11,2:1 22 358

KE167M965 96,50 1,50 31,50 -4,9 FT 0 11,2:1 22 361

KE167M97 97,00 2,00 31,50 -4,9 FT 0 11,2:1 22 367

KE166M96 96,00 1,00 31,50 4 0 12,0:1 22 413

KE166M9625 96,25 1,25 31,50 4 0 12,0:1 22 415

KE166M965 96,50 1,50 31,50 4 0 12,0:1 22 418

KE166M97 97,00 2,00 31,50 4 0 12,0:1 22 424

Wiseco Piston Kit(4032 Aluminum)

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE167M96 9600XX W6624/C4512-051/338239R 012EI17134 -

KE167M9625 9625XX W6624/C4512-051/338239R 012EI17134 -

KE167M965 9650XX W6624/C4512-051/338239R 012EI17134 -

KE167M97 3819XH W6624/C4512-051/338239R 012EI17134 -

KE166M96 9600XX W6624/C4512-051/338239R 012EI17134 -

KE166M9625 9625XX W6624/C4512-051/338239R 012EI17134 -

KE166M965 9650XX W6624/C4512-051/338239R 012EI17134 -

KE166M97 3819XH W6624/C4512-051/338239R 012EI17134 -

Wiseco Piston Kit(4032 Aluminum)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - 3AI1.850-1UD -

KING - - -

Manufacturer Opel/Vauxhall

Model Omega 3000

Engine 3,0 Ltr 24V

Information Engine code:C30SE • Displacement:2969 cc  • Valves:24

Bore:95,00 • Stroke:69,80 • Block Ht:N/A

Comp. Ratio:10,0:1 • Head cc's:N/A • Gasket thickness:1,40 • Gasket thickness:1,40

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE168M95 95,00 Std. 39,28 -18 - 8,2:1 22 471

KE168M955 95,50 0,50 39,28 -18 - 8,2:1 22 485

KE168M9575 95,75 0,75 39,28 -18 - 8,2:1 22 488

KE168M96 96,00 1,00 39,28 -18 - 8,2:1 22 490

KE169M95 95,00 Std. 39,32 -1,7 FT - 10,2:1 22 -

KE169M955 95,50 0,50 39,32 -1,7 FT - 10,2:1 22 495

KE169M9575 95,75 0,75 39,32 -1,7 FT - 10,2:1 22 -
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KE169M96 96,00 1,00 39,32 -1,7 FT - 10,2:1 22 500

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE168M95 9500XX - - -

KE168M955 9550XX - - -

KE168M9575 9575XX - - -

KE168M96 9600XX - - -

KE169M95 9500XX - - -

KE169M955 9550XX - - -

KE169M9575 9575XX - - -

KE169M96 9600XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - 3AI1.850-1UD -

KING - - -

Manufacturer Porsche

Model 2,5L 944 (Water Coolded)

Engine 2,5 Ltr 8V

Information Engine code:M44.50/51/52 • Displacement:2479 cc • Valves:8

Bore:100,00 • Stroke:78,90 • Block Ht:230,30

Comp. Ratio:8,0:1 • Head cc's:57,00 • Gasket thickness:1,09 • Gasket thickness:1,09

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE538M100 100,00 Std. 40,80 -25,7 0 8,0:1 24 533

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE538M100 10000XX C4272-040 PR-944-S-65906S-04 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2475H(HX/0,025/0,25) - - 204-4211 204-6002 -

KING - - -

Manufacturer P.S.A. (Peugeot/Citroën)

Model Prince as in 207/308/C4

Engine 1,6 Ltr 16V

Information Engine code:Prince(EP6/EP6C/EP6DT/EP6DTS) • Displacement:1598 cc • Valves:16

Bore:77,00 • Stroke:85,80 • Block Ht:210,50

Comp. Ratio:11,0:1/10,5:1 • Head cc's:37,60 • Gasket thickness:0,90 • Gasket thickness:0,90
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE259M77 77,00 Std. 28,50 1 0,60- 10,1:1 20 282

KE259M775 * 77,50 0,50 28,50 1 0,60- 10,1:1 20 286

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE259M77 7700XX C4617-036/338476R 005EA14139* / R-PEU-002-I (Tapered) C-MIN-002

KE259M775 * 7750XX C4617-036/338476R 005EA14139* / R-PEU-002-I (Tapered) C-MIN-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7787H(HX/0,025/0,25) 5M7788H(HX/0,025/0,25) 1T7788 201-4304 201-6305 201-5401

KING CR4633XP MB5758XP TW1046AM

Manufacturer P.S.A. (Peugeot/Citroën)

Model Prince as in RCZ/208GTi

Engine 1,6 Ltr 16V

Information Engine code:Prince(EP6CDTX) • Displacement:1598 cc • Valves:16

Bore: 77,00 • Stroke: 85,80 • Block Ht:210,50

Comp. Ratio:10,5:1 • Head cc's: 37,60 • Gasket thickness:0,90 • Gasket thickness:0,90

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE359M77 77,00 Std. 28,63 -1,2 0,47- 10,5:1 20 273

KE359M775 77,50 0,50 28,63 -1,2 0,47- 10,5:1 20 280

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE359M77 7700XX C4617-036/338476R 005EA14139 (Straight)* / R-MIN-002-I (Tapered) C-MIN-002

KE359M775 7750XX C4617-036/338476R 005EA14139 (Straight)* / R-MIN-002-I (Tapered) C-MIN-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7787H(HX/0,025/0,25) 5M7788H(HX/0,025/0,25) 1T7788 201-4304 201-6305 201-5401

KING CR4633XP MB5758XP TW1046AM

Manufacturer P.S.A. (Peugeot/Citroën)

Model TU5J4/TU5JP4 as in 106/206/207/C3/C4

Engine 1,6 Ltr 16V

Information Engine code:TU5JP4 • Displacement:1587 cc • Valves:16

Bore:78,50 • Stroke:82,00 • Block Ht:207,00

Comp. Ratio:10,8:1 • Head cc's:32,70 • Gasket thickness:0,62 • Gasket thickness:0,62
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE128M785 78,50 Std. 32,85 -13,5 0,45 9,0:1 19,5 270

KE128M79 79,00 0,50 32,85 -13,5 0,45 9,0:1 19,5 277

KE128M795 79,50 1,00 32,85 -13,5 0,45 9,0:1 19,5 284

KE128M80 80,00 1,50 32,85 -13,5 0,45 9,0:1 19,5 291

KE129M785 78,50 Std. 32,85 0 Dome 0,45 12,0:1 19,5 271

KE129M79 79,00 0,50 32,85 0 Dome 0,45 12,0:1 19,5 278

KE129M795 79,50 1,00 32,85 0 Dome 0,45 12,0:1 19,5 286

KE129M80 80,00 1,50 32,85 0 Dome 0,45 12,0:1 19,5 292

KE130M785 78,50 Std. 32,85 3 0,45 13,0:1 19,5 287

KE130M79 79,00 0,50 32,85 3 0,45 13,0:1 19,5 295

KE130M795 79,50 1,00 32,85 3 0,45 13,0:1 19,5 309

KE130M80 80,00 1,50 32,85 3 0,45 13,0:1 19,5 319

Wiseco Piston Kit(C/R with 1,14mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE128M785 7850XX C4493-045 034CY43134* / R-CIT-001-I* -

KE128M79 7900XX C4493-045 034CY43134* / R-CIT-001-I* -

KE128M795 7950XX H2514SP1045S 034CY43134* / R-CIT-001-I* -

KE128M80 8000XX H2514SP1045S 034CY43134* / R-CIT-001-I* -

KE129M785 7850XX C4493-045 034CY43134* / R-CIT-007H* -

KE129M79 7900XX C4493-045 034CY43134* / R-CIT-007H* -

KE129M795 7950XX H2514SP1045S 034CY43134* / R-CIT-007H* -

KE129M80 8000XX H2514SP1045S 034CY43134* / R-CIT-007H* -

KE130M785 7850XX C4493-045 034CY43134* / R-CIT-001HL* -

KE130M79 7900XX C4493-045 034CY43134* / R-CIT-001HL* -

KE130M795 7950XX H2514SP1045S 034CY43134* / R-CIT-001HL* -

KE130M80 8000XX H2514SP1045S 034CY43134* / R-CIT-001HL* -

Wiseco Piston Kit(C/R with 1,14mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7712H(HX/0,30/0,50) 5M2797H(HX/0,30/0,50) 1T7707 - - -

KING CR4493XP MB5729XP -

Manufacturer P.S.A. (Peugeot/Citroën)

Model XU9J4 as in 309 S16

Engine 1,9 Ltr 16V

Information Engine code:XU9J4 • Displacement:1985 cc • Valves:16

Bore:83,00 • Stroke:86,00 • Block Ht:233,00
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Comp. Ratio:10,4:1 • Head cc's:37,20 • Gasket thickness:1,48 • Gasket thickness:1,48

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE224M83 83,00 Std. 37,00 -13 1,00- 9,0:1 22 341

KE224M835 83,50 0,50 37,00 -13 1,00- 9,0:1 22 350

KE224M84 84,00 1,00 37,00 -13 1,00- 9,0:1 22 356

KE226M83 83,00 Std. 37,00 -1 FT 1,00- 10,2:1 22 355

KE226M835 83,50 0,50 37,00 -1 FT 1,00- 10,2:1 22 364

KE226M84 84,00 1,00 37,00 -1 FT 1,00- 10,2:1 22 370

KE223M83 83,00 Std. 37,00 10 1,00- 12,0:1 22 369

KE223M835 83,50 0,50 37,00 10 1,00- 12,0:1 22 376

KE223M84 84,00 1,00 37,00 10 1,00- 12,0:1 22 385

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE224M83 8300XX C4225-051 - -

KE224M835 8350XX C4225-051 - -

KE224M84 8400XX C4225-051 - -

KE226M83 8300XX C4225-051 - -

KE226M835 8350XX C4225-051 - -

KE226M84 8400XX C4225-051 - -

KE223M83 8300XX C4225-051 - -

KE223M835 8350XX C4225-051 - -

KE223M84 8400XX C4225-051 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7700H(HX/0,25) - - - 117-6101 -

KING CR4602XP - TW 246AM

Manufacturer P.S.A. (Peugeot/Citroën)

Model EW10J4 (RS) as in 206/307/C4

Engine 2,0 Ltr 16V

Information Engine code:EW10J4(RS) • Displacement:1997 cc • Valves:16

Bore:85,00 • Stroke:88,00 • Block Ht:212,50

Comp. Ratio:10,8:1 • Head cc's:43,00 • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # (C/R with 1,00 mm head gasket)Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE131M85 85,00 Std. 29,50 -18 0 8,5:1 21 338

KE131M8525 85,25 0,25 29,50 -18 0 8,5:1 21 341

KE131M855 85,50 0,50 29,50 -18 0 8,5:1 21 346

Janicol Racing Oy • Vesalantie 9 H 1 • 33960 PIRKKALA Copyright © Janicol Racing Oy



WISECO PARTS 99 / 145

Kit Part # (C/R with 1,30 mm head gasket)

KE132M85 85,00 Std. 29,50 11,6 0 13,8:1 21 322

KE132M8525 85,25 0,25 29,50 11,6 0 13,8:1 21 324

KE132M855 85,50 0,50 29,50 11,6 0 13,8:1 21 327

Kit Part # (C/R with 1,00 mm head gasket)Ring # Head Gasket Connecting Rods Crank

KE131M85 8500XX 338265R PEH5472BLFB4-A / R-PEU-003H -

KE131M8525 8525XX 338265R PEH5472BLFB4-A / R-PEU-003H -

KE131M855 8550XX 338265R PEH5472BLFB4-A / R-PEU-003H -

Kit Part # (C/R with 1,30 mm head gasket)

KE132M85 8500XX 338266R PEH5472BLFB4-A / R-PEU-003H -

KE132M8525 8525XX 338266R PEH5472BLFB4-A / R-PEU-003H -

KE132M855 8550XX 338266R PEH5472BLFB4-A / R-PEU-003H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7736H(0,30) - 1T7738 - - -

KING CR4603XP - -

Manufacturer P.S.A. (Peugeot/Citroën)

Model XU10J4 as in 405 Mi16

Engine 2,0 Ltr 16V

Information Engine code:XU10J4 • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:235,00

Comp. Ratio:10,4:1 • Head cc's:37,20 • Gasket thickness:1,27 • Gasket thickness:1,27

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE229M86 86,00 Std. 39,16 -14 0,84- 8,5:1 23 414

KE229M8625 86,25 0,25 39,16 -14 0,84- 8,5:1 23 416

KE229M865 86,50 0,50 39,16 -14 0,84- 8,5:1 23 419

KE229M8675 86,75 0,75 39,16 -14 0,84- 8,5:1 23 420

KE229M87 87,00 1,00 39,16 -14 0,84- 8,5:1 23 409

KE253M86 86,00 Std. 39,16 -1,5 FT 0,84- 11,0:1 23 404

KE253M8625 86,25 0,25 39,16 -1,5 FT 0,84- 11,0:1 23 -

KE253M865 86,50 0,50 39,16 -1,5 FT 0,84- 11,0:1 23 410

KE253M8675 86,75 0,75 39,16 -1,5 FT 0,84- 11,0:1 23 -

KE253M87 87,00 1,00 39,16 -1,5 FT 0,84- 11,0:1 23 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE229M86 8600XX W6653 034EC21152 -
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KE229M8625 8625XX W6653 034EC21152 -

KE229M865 8650XX W6653 034EC21152 -

KE229M8675 8675XX C4228-051 034EC21152 -

KE229M87 8700XX C4228-051 034EC21152 -

KE253M86 8600XX W6653 034EC21152 -

KE253M8625 8625XX W6653 034EC21152 -

KE253M865 8650XX W6653 034EC21152 -

KE253M8675 8675XX C4228-051 034EC21152 -

KE253M87 8700XX C4228-051 034EC21152 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7700H(HX/0,25) - - 117-6101 -

KING CR4602XP - -

Manufacturer P.S.A. (Peugeot/Citroën)

Model XU10J4RS as in 306/306RS S16

Engine 2,0 Ltr 16V

Information Engine code:XU10J4RS • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:235,00

Comp. Ratio:10,8:1 • Head cc's:37,20 • Gasket thickness:1,10 • Gasket thickness:1,10

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE256M86 86,00 Std. 34,00 -22,5 0 8,5:1 22 359

KE256M8625 86,25 0,25 34,00 -22,5 0 8,5:1 22 361

KE256M865 86,50 0,50 34,00 -22,5 0 8,5:1 22 363

KE256M8675 86,75 0,75 34,00 -22,5 0 8,5:1 22 365

KE256M87 87,00 1,00 34,00 -22,5 0 8,5:1 22 369

KE252M86 86,00 Std. 34,00 -2,5 FT 0 11,5:1 20 393

KE252M8625 86,25 0,25 34,00 -2,5 FT 0 11,5:1 20 394

KE252M865 86,50 0,50 34,00 -2,5 FT 0 11,5:1 20 396

KE252M8675 86,75 0,75 34,00 -2,5 FT 0 11,5:1 20 398

KE252M87 87,00 1,00 34,00 -2,5 FT 0 11,5:1 20 401

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE256M86 8600XX C4520-045 - -

KE256M8625 8625XX C4520-045 - -

KE256M865 8650XX C4520-045 - -

KE256M8675 8675XX C4521-045 - -

KE256M87 8700XX C4521-045 - -
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KE252M86 8600XX C4520-045 R-CIT-002-I -

KE252M8625 8625XX C4520-045 R-CIT-002-I -

KE252M865 8650XX C4520-045 R-CIT-002-I -

KE252M8675 8675XX C4521-045 R-CIT-002-I -

KE252M87 8700XX C4521-045 R-CIT-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7700H(HX/0,25) - - - -

KING CR4602XP - -

Manufacturer P.S.A. (Peugeot/Citroën)

Model ES9J4S as in 406/607 & C5/C8

Engine 3,0 Ltr 24V

Information Engine code:ES9J4S• Displacement:2946 cc • Valves:24

Bore:87,00 • Stroke:82,60 • Block Ht:228,00

Comp. Ratio:10,9:1 • Head cc's:45,00 • Gasket thickness:0,74 • Gasket thickness:0,74

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE270M87 87,00 Std. 32,64 -16,3 0,06- 8,5:1 22 327

KE270M8725 87,25 0,25 32,64 -16,3 0,06- 8,5:1 22 335

KE270M875 87,50 0,50 32,64 -16,3 0,06- 8,5:1 22 338

KE271M87 87,00 Std. 32,64 -1,2 FT 0,06- 10,9:1 22 354

KE271M8725 87,25 0,25 32,64 -1,2 FT 0,06- 10,9:1 22 360

KE271M875 87,50 0,50 32,64 -1,2 FT 0,06- 10,9:1 22 370

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE270M87 8700XX - - -

KE270M8725 8725XX - - -

KE270M875 8750XX - - -

KE271M87 8700XX - - -

KE271M8725 8725XX - - -

KE271M875 8750XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Renault

Model M5M as in Clio Sport Turbo
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Engine 1,6 Ltr 16V

Information Engine code:M5M • Displacement:1618 cc • Valves:16

Bore:79,70 • Stroke:81,10 • Block Ht:N/A

Comp. Ratio:9,5:1 • Head cc's:N/A • Gasket thickness:0,60 • Gasket thickness:0,60

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE170M797 79,70 Std. 35,35 -7,92 - 9,5:1 22 310

KE170M798 79,80 0,10 35,35 -7,92 - 9,5:1 22 312

KE170M80 80,00 0,30 35,35 -7,92 - 9,5:1 22 315

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE170M797 RA084-3140 C4965-028 ? ?

KE170M798 8000XX C4965-028 ? ?

KE170M80 8000XX C4965-028 ? ?

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL ? ? ? ? ? ?

KING ? ? -

Manufacturer Renault

Model F7P as in Clio 1.8 16v

Engine 1,8 Ltr 16V

Information Engine code:F7P • Displacement:1764 cc • Valves:16

Bore:82,00 • Stroke:83,50 • Block Ht:220,75

Comp. Ratio:10,0:1 • Head cc's:45,00 • Gasket thickness:1,27 • Gasket thickness:1,27

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE173M82 82,00 Std. 35,50 -14 0,50 8,0:1 21 314

KE173M825 82,50 0,50 35,50 -14 0,50 8,0:1 21 318

KE173M83 83,00 1,00 35,50 -14 0,50 8,0:1 21 325

KE172M82 82,00 Std. 35,50 0 FT 0,50 10,0:1 21 349

KE172M825 82,50 0,50 35,50 0 FT 0,50 10,0:1 21 356

KE172M83 83,00 1,00 35,50 0 FT 0,50 10,0:1 21 362

KE172M835 83,50 1,50 35,50 0 FT 0,50 10,0:1 21 369

KE174M82 82,00 Std. 35,50 10 0,50 12,3:1 21 401

KE174M825 82,50 0,50 35,50 10 0,50 12,3:1 21 362

KE174M83 83,00 1,00 35,50 10 0,50 12,3:1 21 414

For 73,00 mm stroker crank long rod 1600 cc conversion

KE232M84 84,00 2,00 27,00 8,3 1,75 10,5:1 21 265
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Kit Part # Ring # Head Gasket Connecting Rods Crank

KE173M82 8200XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE173M825 8250XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE173M83 8300XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE172M82 8200XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE172M825 8250XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE172M83 8300XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE172M835 8350XX C4540-051/338248R 037DZ16144 / R-REN-001-I

KE174M82 8200XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE174M825 8250XX C4539-051/338247R 037DZ16144 / R-REN-001-I

KE174M83 8300XX C4539-051/338247R 037DZ16144 / R-REN-001-I

For 73,00 mm stroker crank long rod 1600 cc conversion

KE232M84 8400XX C4540-051/338248R 043DQ16159 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7820H(HX/0,25/0,50) 5M7807H(HX/0,25/0,50) 1T7807 - 216-6301 -

KING CR4019XP MB5180XP -

Manufacturer Renault

Model F7R as in Clio Williams

Engine 2,0 Ltr 16V

Information Engine code:F7R • Displacement:1998 cc • Valves:16

Bore:82,70 • Stroke:93,00 • Block Ht:220,75

Comp. Ratio:10,0:1 • Head cc's:45,00 • Gasket thickness:1,25 • Gasket thickness:1,25

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE178M83 83,00 0,30 30,70 -17 0,45 8,5:1 21 286

KE178M835 83,50 0,80 30,70 -17 0,45 8,5:1 21 290

KE178M84 84,00 1,30 30,70 -17 0,45 8,5:1 21 294

KE179M83 83,00 0,30 30,70 1 0,45 11,5:1 21 315

KE179M835 83,50 0,80 30,70 1 0,45 11,5:1 21 323

KE179M84 84,00 1,30 30,70 1 0,45 11,5:1 21 293

KE180M83 83,00 0,30 30,70 6,5 0,45 12,5:1 21 316

KE180M835 83,50 0,80 30,70 6,5 0,45 12,5:1 21 320

KE180M84 84,00 1,30 30,70 6,5 0,45 12,5:1 21 302

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE178M83 8300XX C4539-051/338247R 037DZ16144 / R-REN-001-I C-REN-001UL
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KE178M835 8350XX C4540-051/338248R 037DZ16144 / R-REN-001-I C-REN-001UL

KE178M84 8400XX C4540-051/338248R 037DZ16144 / R-REN-001-I C-REN-001UL

KE179M83 8300XX C4539-051/338247R 037DZ16144 / R-REN-001-I C-REN-001UL

KE179M835 8350XX C4540-051/338248R 037DZ16144 / R-REN-001-I C-REN-001UL

KE179M84 8400XX C4540-051/338248R 037DZ16144 / R-REN-001-I C-REN-001UL

KE180M83 8300XX C4539-051/338247R 037DZ16144 / R-REN-001-I C-REN-001UL

KE180M835 8350XX C4540-051/338248R 037DZ16144 / R-REN-001-I C-REN-001UL

KE180M84 8400XX C4540-051/338248R 037DZ16144 / R-REN-001-I C-REN-001UL

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B7820H(HX/0,25/0,50) 5M7807H(HX/0,25/0,50) 1T7807 - 216-6301 -

KING CR4019XP MB5180XP -

Manufacturer Renault

Model F4R as in Megane RS

Engine 2,0 Ltr 16V

Information Engine code:F4R 874/776 • Displacement:1998 cc • Valves:16

Bore:82,70 • Stroke:93,00 • Block Ht:N/A

Comp. Ratio:8,61 • Head cc's:N/A • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE175M827 82,70 Std. 30,48 -11,9 - 8,6:1 21 290

KE175<M83 83,00 0,30 30,48 -11,9 - 8,6:1 21 293

KE175M835 83,50 0,80 30,48 -11,9 - 8,6:1 21 297

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE175M827 8300XX - ? ?

KE175<M83 8300XX - ? ?

KE175M835 8350XX - ? ?

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL ? ? ? ? ? ?

KING ? ? -

Manufacturer Saab

Model B201/BZ20 as in 9000

Engine 2,0 Ltr 8V

Information Engine code:B20/BZ20 • Displacement:1985 cc • Valves:8

Bore:90,00 • Stroke:78,00 • Block Ht:N/A
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Comp. Ratio:7,2:1 • Head cc's:N/A • Gasket thickness:1,40 • Gasket thickness:1,40

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE182M90 90,00 Std. 40,00 -8 - 8,5:1 24 447

KE182M9025 90,25 0,25 40,00 -8 - 8,5:1 24 448

KE182M905 90,50 0,50 40,00 -8 - 8,5:1 24 450

KE182M91 91,00 1,00 40,00 -8 - 8,5:1 24 464

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE182M90 9000XX - - -

KE182M9025 9025XX - - -

KE182M905 9050XX - - -

KE182M91 9100XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Saab

Model B202L/B202S/B204/B206 as in 9000

Engine 2,0 Ltr 16V

Information Engine code:B202L/B202S/B204/B206 • Displ.:1985 cc • Valves:16

Bore:90,00 • Stroke:78,00 • Block Ht:232,00

Comp. Ratio:9,5:1/10,0:1 • Head cc's: 46,00 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE183M90 90,00 Std. 40,30 -12,5 0,30 8,0 :1 24 453

KE183M9025 90,25 0,25 40,30 -12,5 0,30 8,0 :1 24 453

KE183M905 90,50 0,50 40,30 -12,5 0,30 8,0 :1 24 455

KE183M91 91,00 1,00 40,30 -12,5 0,30 8,0 :1 24 462

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE183M90 9000XX C4974-051 - -

KE183M9025 9025XX C4974-051 - -

KE183M905 9050XX C4974-051 - -

KE183M91 9100XX C4974-051 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2010H(0,25) - - - - -
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KING CR4599XP - -

Manufacturer Saab

Model A20NHT/A20NFT as in 9-3 / 9-5

Engine 2,0 Ltr 16V

Information Engine code:A20NHT/A20NFT • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:220,00

Comp. Ratio:9,2:1 • Head cc's:N/A • Gasket thickness:0,64 • Gasket thickness:0,64

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K635M86 86,00 Std. 30,85 0 -1,15 9,2:1 23 341

K635M865 86,50 0,50 30,85 0 -1,15 9,2:1 23 350

K635M88 88,00 2,00 30,85 0 -1,15 9,2:1 23 359

Kit Part # Ring # Head Gasket Connecting Rods Crank

K635M86 8600XX - -

K635M865 8650XX - -

K635M88 8800XX - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Saab

Model B234 as in 9000

Engine 2,3 Ltr 16V

Information Engine code:B234 • Displacement:2290 cc • Valves:16

Bore:90,00 • Stroke:90,00 • Block Ht:232,00

Comp. Ratio:8,5:1/10,0:1 • Head cc's: 48,00 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE183M90 90,00 Std. 40,30 -12,5 0,30 9,0 :1 24 453

KE183M9025 90,25 0,25 40,30 -12,5 0,30 9,0 :1 24 453

KE183M905 90,50 0,50 40,30 -12,5 0,30 9,0 :1 24 455

KE183M91 91,00 1,00 40,30 -12,5 0,30 9,0 :1 24 462

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE183M90 9000XX C4974-051 - -

KE183M9025 9025XX C4974-051 - -
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KE183M905 9050XX C4974-051 - -

KE183M91 9100XX C4974-051 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2010H(0,25) - - - - -

KING CR4599XP - -

Manufacturer Saab

Model B235E/B235R as in 9000/9-5

Engine 2,3 Ltr 16V

Information Engine code:B235E/B235R • Displacement:2290 cc • Valves:16

Bore:90,00 • Stroke:90,00 • Block Ht:N/A

Comp. Ratio:9,3:1 • Head cc's:N/A • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE184M90 90,00 Std. 32,90 -18 - 8,5:1 24 385

KE184M9025 90,25 0,25 32,90 -18 - 8,5:1 24 390

KE184M905 90,50 0,50 32,90 -18 - 8,5:1 24 398

KE184M91 91,00 1,00 32,90 -18 - 8,5:1 24 404

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE184M90 9000XX C4973-027 - -

KE184M9025 9025XX C4973-027 - -

KE184M905 9050XX C4973-027 - -

KE184M91 9100XX C4973-027 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2010H(0,25) - - - - -

KING CR4599XP - -

Manufacturer Subaru

Model EJ20 as in Impreza WRX Oct '98 and older

Engine 2,0 Ltr 16V DOHC

Information Engine code:EJ20G/EJ20K • Displacement:1994 cc • Valves:16

Bore:92,00 • Stroke:75,00 • Block Ht:201,00

Comp. Ratio:8,0:1 • Head cc's:49,00 • Gasket thickness:1,37 • Gasket thickness:1,37

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K576M925 92,50 0,50 33,32 -17,8 0,30 8,0:1 23 350
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K576M93 93,00 1,00 33,32 -17,8 0,30 8,0:1 23 356

For 79,00 mm stroker crank and long rod 131,60 mm

K579M925 92,50 0,50 30,00 -17,8 0,10 8,5:1 23 339

K579M93 93,00 1,00 30,00 -17,8 0,10 8,5:1 23 348

Kit Part # Ring # Head Gasket Connecting Rods Crank

K576M925 9250TX W6174(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL

K576M93 9300TX W6174(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL

For 79,00 mm stroker crank and long rod 131,60 mm

K579M925 9250TX W6174(2x) 039DD21132 039ADD790

K579M93 9300TX W6174(2x) 039DD21132 039ADD790

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8320H(HX/0,025/0,25/0,50) (48mm journal)5M8297H(HX/0,025/0,25/0,50) (Thrust in pos. 3) 260-4701 260-6301 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8296H(HX/0,025/0,25/0,50 )(52mm journal)5M8309H(HX/0,025/0,25/0,50) (Thrust in pos. 5)

KING CR4280XP (48mm journal) MB5220XP (Flange position 3) -

KING CR4125XPG (52mm journal) MB5382XPG (Flange position 5)

KING CR4125XPGC (52mm journal) MB5382XPGC (Flange position 5)

KING MB5739XPG (Housing bore +.002")

KING MB5740XPG (Housing bore +.005")-

Manufacturer Subaru

Model EJ20 as in Impreza WRX Oct '98 and newer (STI)

Engine 2,0 Ltr 16V DOHC

Information Engine code:EJ205/EJ207 • Displacement:1994 cc • Valves:16

Bore:92,00 • Stroke:75,00 • Block Ht:201,00

Comp. Ratio:8,0:1 • Head cc's:48,00 • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K588M92AP 92,00 Std. 32,66 -9 0,35- 8,25:1 23 375

K588M925AP 92,50 0,50 32,66 -9 0,35- 8,3:1 23 380

K588M93AP 93,00 1,00 32,66 -9 0,35- 8,35:1 23 385

Wiseco Piston Kit (C/R with 1,37 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K588M92AP 9200TX W6174(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL

K588M925AP 9250TX W6174(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL

K588M93AP 9300TX W6174(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL
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Wiseco Piston Kit (C/R with 1,37 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8320H(HX/0,025/0,25/0,50) (48mm journal)5M8297H(HX/0,025/0,25/0,50) (Thrust in pos. 3) 260-4701 260-6301 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8296H(HX/0,025/0,25/0,50 )(52mm journal)5M8309H(HX/0,025/0,25/0,50) (Thrust in pos. 5)

KING CR4280XP (48mm journal) MB5220XP (Flange position 3) -

KING CR4125XPG (52mm journal) MB5382XPG (Flange position 5)

KING CR4125XPGC (52mm journal) MB5382XPGC (Flange position 5)

KING MB5739XPG (Housing bore +.002")

KING MB5740XPG (Housing bore +.005")

Manufacturer Subaru

Model EJ22 as in Legacy

Engine 2,2 Ltr 16V

Information Engine code:EJ22ET • Displacement:2212 cc • Valves:16

Bore:97,00 • Stroke:75,00 • Block Ht:201,00

Comp. Ratio:8,0:1 • Head cc's:46,60 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K601M975 97,50 0,50 33,25 -20 0,30 8,5:1 23 358

K601M98 98,00 1,00 33,25 -20 0,30 8,5:1 23 366

For 79,00 mm stroker crank and long rod 131,60 mm

K602M975 97,50 0,50 30,25 -24 0,35 8,5:1 23 358

K602M98 98,00 1,00 30,25 -24 0,35 8,5:1 23 366

Kit Part # Ring # Head Gasket Connecting Rods Crank

K601M975 9750VF W6432(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL

K601M98 9800VF W6432(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD750 / C-SUB-001UL

For 79,00 mm stroker crank and long rod 131,60 mm

K602M975 9750VF W6432(2x) 039DD21132 039ADD790 / C-SUB-002UL

K602M98 9800VF W6432(2x) 039DD21132 039ADD790 / C-SUB-002UL

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8320H(HX/0,025/0,25/0,50) (48mm journal)5M8297H(HX/0,025/0,25/0,50) (Thrust in pos. 3) 260-4701 260-6301  (For Std stroke rods)-

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8296H(HX/0,025/0,25/0,50 )(52mm journal)5M8309H(HX/0,025/0,25/0,50) (Thrust in pos. 5)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 5M8309HOS2/OS5(+.002"/+.005"OD) (Thrust in pos. 5)
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KING CR4280XP (48mm journal) MB5220XP (Flange position 3)

KING CR4125XPG (52mm journal) MB5382XPG (Flange position 5)

KING CR4125XPGC (52mm journal) MB5382XPGC (Flange position 5)

KING MB5739XPG (Housing bore +.002")

KING MB5740XPG (Housing bore +.005")

Manufacturer Subaru

Model EJ25 SOHC as in Forester/Legacy/Impreza

Engine 2,5 Ltr 16V SOHC

Information Engine code:EJ25 SOHC • Displacement:2457 cc • Valves:16

Bore:99,50 • Stroke:79,00 • Block Ht:201,00

Comp. Ratio:8,0:1 • Head cc's:50,00 • Gasket thickness:1,37 • Gasket thickness:1,37

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K600M995 99,50 Std. 29,50 -18 0,40- 8,5:1 23 366

K600M9975 99,75 0,25 29,50 -18 0,40- 8,5:1 23 370

K600M100 100,00 0,50 29,50 -18 0,40- 8,5:1 23 371

Kit Part # Ring # Head Gasket Connecting Rods Crank

K600M995 9950VF W6320(2x) 039DD21132 039ADD790 / C-SUB-002UL

K600M9975 9975VF W6320(2x) 039DD21132 039ADD790 / C-SUB-002UL

K600M100 10000VF W6320(2x) 039DD21132 039ADD790 / C-SUB-002UL

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8320H(HX/0,025/0,25/0,50) (48mm journal)5M8297H(HX/0,025/0,25/0,50) (Thrust in pos. 3) 260-4702 260-6302 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8296H(HX/0,025/0,25/0,50 )(52mm journal)5M8309H(HX/0,025/0,25/0,50) (Thrust in pos. 5)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 5M8309HOS2/OS5(+.002"/+.005"OD) (Thrust in pos. 5)

KING CR4280XP (48mm journal) MB5220XP (Flange position 3)

KING CR4125XPG (52mm journal) MB5382XPG (Flange position 5)

KING CR4125XPGC (52mm journal) MB5382XPGC (Flange position 5)

KING MB5739XPG (Housing bore +.002")

KING MB5740XPG (Housing bore +.005")

Manufacturer Subaru

Model EJ25 DOHC as in Forester/Legacy/Impreza

Engine 2,5 Ltr 16V DOHC

Information Engine code:EJ25 DOHC • Displacement:2457 cc • Valves:16
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Bore:99,50 • Stroke:79,00 • Block Ht:201,00

Comp. Ratio:8,0:1 • Head cc's:46,60 • Gasket thickness:1,37 • Gasket thickness:1,37

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K599M995 99,50 Std. 30,25 -23 0 8,7:1 23 361

K599M9975 99,75 0,25 30,25 -23 0 8,7:1 23 367

K599M100 100,00 0,50 30,25 -23 0 8,7:1 23 369

Kit Part # Ring # Head Gasket Connecting Rods Crank

K599M995 9950VF W6320(2x) - 039ADD790 / C-SUB-002UL

K599M9975 9975VF W6320(2x) - 039ADD790 / C-SUB-002UL

K599M100 10000VF W6320(2x) - 039ADD790 / C-SUB-002UL

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8320H(HX/0,025/0,25/0,50) (48mm journal)5M8297H(HX/0,025/0,25/0,50) (Thrust in pos. 3) 260-4702 260-6302 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8296H(HX/0,025/0,25/0,50 )(52mm journal)5M8309H(HX/0,025/0,25/0,50) (Thrust in pos. 5)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 5M8309HOS2/OS5(+.002"/+.005"OD) (Thrust in pos. 5)

KING CR4280XP (48mm journal) MB5220XP (Flange position 3)

KING CR4125XPG (52mm journal) MB5382XPG (Flange position 5)

KING CR4125XPGC (52mm journal) MB5382XPGC (Flange position 5)

KING MB5739XPG (Housing bore +.002")

KING MB5740XPG (Housing bore +.005")

Manufacturer Subaru

Model EJ257/EJ255 as in Impreza STI/WRX Sti '04 and up

Engine 2,5 Ltr 16V

Information Engine code:EJ257/EJ255 • Displacement:2457 cc • Valves:16

Bore:99,50 • Stroke:79,00 • Block Ht:201,00

Comp. Ratio:8,0:1 • Head cc's:57.00/51,00 • Gasket thickness:0,53 • Gasket thickness:0,53

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K598M995AP 99,50 Std. 30,70 -19 0,30- 8,3:1/9,0:1 23 379

K598M9975AP 99,75 0,25 30,70 -19 0,30- 8,3:1/9,0:1 23 382

K598M100AP 100,00 0,50 30,70 -19 0,30- 8,3:1/9,0:1 23 385

Kit Part # Ring # Head Gasket Connecting Rods Crank

K598M995AP 9950VF C4574-027(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD790 / C-SUB-002UL
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K598M9975AP 9975VF C4574-027(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD790 / C-SUB-002UL

K598M100AP 10000VF C4574-027(2x) 039DD21131 / SB5137-905* / R-SUB-001-H / R-SUB-001-I 039ADD790 / C-SUB-002UL

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8320H(HX/0,025/0,25/0,50) (48mm journal)5M8297H(HX/0,025/0,25/0,50) (Thrust in pos. 3) 260-4701 260-6302 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8296H(HX/0,025/0,25/0,50 )(52mm journal)5M8309H(HX/0,025/0,25/0,50) (Thrust in pos. 5)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 5M8309HOS2/OS5(+.002"/+.005"OD) (Thrust in pos. 5)

KING CR4280XP (48mm journal) MB5220XP (Flange position 3)

KING CR4125XPG (52mm journal) MB5382XPG (Flange position 5)

KING CR4125XPGC (52mm journal) MB5382XPGC (Flange position 5)

KING MB5739XPG (Housing bore +.002")

KING MB5740XPG (Housing bore +.005")

Manufacturer Suzuki

Model G13B as in Swift GTI

Engine 1,3 Ltr 16V

Information Engine code: G13B  • Displacement:1298 cc • Valves:16

Bore:74,00 • Stroke:75,50 • Block Ht:186,80

Comp. Ratio:10,0:1 • Head cc's:30,40 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE247M74 74,00 Std. 28,30 -8 0,75- 8,0:1 19 224

KE247M745 74,50 0,50 28,30 -8 0,75- 8,0:1 19 229

KE247M75 75,00 1,00 28,30 -8 0,75- 8,0:1 19 231

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE247M74 2913XC H1968SP5043F SU_BSFT_MHT_4724B5S(4x) / R-SUZ-002H -

KE247M745 2933XC H1968SP5043F SU_BSFT_MHT_4724B5S(4x) / R-SUZ-002H -

KE247M75 7500XX H1968SP5043F SU_BSFT_MHT_4724B5S(4x) / R-SUZ-002H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8336H(HX/0,025/0,25/0,50) 5M8337H(HX/0,025/0,25/0,50) 1T8337 - - -

KING CR4605XP MB5731XP TW 134AM

Manufacturer Suzuki

Model M16A as in Swift Sport

Engine 1,6 Ltr 16V
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Information Engine code: M16A  • Displacement:1586 cc • Valves:16

Bore:78,00 • Stroke:83,00 • Block Ht:208,00

Comp. Ratio:11,1:1 • Head cc's:28,00 • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE248M78 78,00 Std. 30,00 -15 0,50- 9,0:1 20 266

KE248M785 78,50 0,50 30,00 -15 0,50- 9,0:1 20 270

KE248M79 79,00 1,00 30,00 -15 0,50- 9,0:1 20 274

KE249M78 78,00 Std. 30,00 -1,5 0,50- 12,0:1 20 267

KE249M785 78,50 0,50 30,00 -1,5 0,50- 12,0:1 20 272

KE249M79 79,00 1,00 30,00 -1,5 0,50- 12,0:1 20 277

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE248M78 7800XX H3163SP2030S 040DE14136 / R-SUZ-001H -

KE248M785 7850XX H3163SPA030S 040DE14136 / R-SUZ-001H -

KE248M79 7900XX H3163SPA030S 040DE14136 / R-SUZ-001H -

KE249M78 7800XX H3163SP2030S 040DE14136 / R-SUZ-001H -

KE249M785 7850XX H3163SPA030S 040DE14136 / R-SUZ-001H -

KE249M79 7900XX H3163SPA030S 040DE14136 / R-SUZ-001H -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8440H(HX/0,025/0,25) 5M8443H(HX/0,025/0,25) - 271-4301 171-6001 271-5201

KING CR4594XP MB5727XP -

Manufacturer Toyota

Model 4E-FTE as in Starlet GT

Engine 1,3 Ltr 16V

Information Engine code:4E-FTE • Displacement:1332 cc • Valves:16

Bore:74,00 • Stroke:77,40 • Block Ht:187,00

Comp. Ratio:8,2:1 • Head cc's:39,00 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K687M745AP 74,50 0,50 29,90 -2,5 FT 0,40- 8,1:1 18 -

K687M75AP 75,00 1,00 29,90 -2,5 FT 0,40- 8,1:1 18 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K687M745AP 2933XC C4602-040 TO-4EFTE-T-64646S-04 -

K687M75AP 2953XC C4602-040 TO-4EFTE-T-64646S-04 -
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8390 5M8392 2T8392 203-3801 (Head Bolts) - -

KING - - -

Manufacturer Toyota

Model 5E-FE as in Corrolla

Engine 1,5 Ltr 16V

Information Engine code:5E-FE • Displacement:1497 cc • Valves:16

Bore:74,00 • Stroke:87,00 • Block Ht:204,00

Comp. Ratio:9,4:1 • Head cc's:39,00 • Gasket thickness:1,02 • Gasket thickness:1,02

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K687M745AP 74,50 0,50 29,90 -2,5 FT 0,10- 9,2:1 18 -

K687M75AP 75,00 1,00 29,90 -2,5 FT 0,10- 9,2:1 18 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K687M745AP 2933XC C4602-040 R-TOY-002H / R-TOY-002-I -

K687M75AP 2953XC C4602-040 R-TOY-002H / R-TOY-002-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 203-3801 (Head Bolts) - -

KING - - -

Manufacturer Toyota

Model 4AG, 4A-GE as in Celica/MR2

Engine 1,6 Ltr 16V

Information Engine code:4AG/4AGE • Displacement:1587 cc • Valves:16

Bore:81,00 • Stroke:77,00 • Block Ht:192,00

Comp. Ratio:10,0:1 • Head cc's:35,00-39,00 • Gasket thickness:1,25 • Gasket thickness:1,25

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K533M815 81,50 0,50 30,68 5,9 0,82- 10,2-11,1:1 18* 290

K533M82 82,00 1,00 30,68 5,9 0,82- 10,2-11,1:1 18* 296

K505M815 81,50 0,50 30,68 5,9 0,82- 10,2-11,1:1 19* 289

K506M815 81,50 0,50 30,68 5,9 0,82- 10,2-11,1:1 20* 287

K506M82 82,00 1,00 30,68 5,9 0,82- 10,2-11,1:1 20* 294

Kit Part # Ring # Head Gasket Connecting Rods Crank

K533M815 8150XX C4166-051 R-TOY-003H -
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K533M82 8200XX C4166-051 R-TOY-003H -

K505M815 8150XX C4166-051 -

K506M815 8150XX C4166-051 TO-4AGZ-S-54803H-04 / R-TOY-004H / R-TOY-004-I -

K506M82 8200XX C4166-051 TO-4AGZ-S-54803H-04 / R-TOY-004H / R-TOY-004-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1780H(HX/0,025/0,25/0,50) 5M1695H(HX/0,025/0,25/0,50) 2T1695 203-4203 203-6001 203-5403

KING CR4032XP MB5527XP TW 231AM

Manufacturer Toyota

Model 3TC as in Corolla + also fits 2TC (1.6L)

Engine 1,8 Ltr 8V

Information Engine code:3TC • Displacement:1770 cc • Valves:8

Bore:85,00 • Stroke:78,00 • Block Ht:197,00

Comp. Ratio:9,0:1 • Head cc's:63,00 • Gasket thickness:1,02 • Gasket thickness:1,02

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K547M87 87,00 2,00 34,92 -2 FT 0,15- 7,5:1 22 344

K547M89 89,00 4,00 34,92 -2 FT 0,15- 7,5:1 22 377

K508M86 86,00 1,00 34,92 20,6 0,15- 10,2-10,9:1 22 392

K508M87 87,00 2,00 34,92 20,6 0,15- 10,2-10,9:1 22 400

K508M89 89,00 4,00 34,92 20,6 0,15- 10,2-10,9:1 22 406

Kit Part # Ring # Head Gasket Connecting Rods Crank

K547M87 8700XX C4258-040 - -

K547M89 8900XX W6175 - -

K508M86 8600XX C4258-040 - -

K508M87 8700XX C4258-040 - -

K508M89 8900XX W6175 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 203-4206 203-6003 -

KING - - -

Manufacturer Toyota

Model 2ZZ-GE as in Celica

Engine 1,8 Ltr 16V

Information Engine code:2ZZ-GE • Displacement:1796 cc • Valves:16

Bore:82,00 • Stroke:85,00 • Block Ht:211,75
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Comp. Ratio:11,5:1 • Head cc's:38,00 • Gasket thickness:0,50 • Gasket thickness:0,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K565M82 82,00 Std. 31,20 -16 0,15- 8,8:1 20 284

K569M82 82,00 Std. 31,20 0,2 0,15- 11,9:1 20 319

Kit Part # Ring # Head Gasket Connecting Rods Crank

K565M82 8200XX C4962-028 TO-2ZZGE-S-65433S-04 -

K569M82 8200XX C4962-028 TO-2ZZGE-S-65433S-04 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1856H(HX/0,025/0,25) 5M1857H(HX/0,025/0,25) - 203-4302 203-6301 203-5407

KING CR4608XP MB5375XP TW 231AM

Manufacturer Toyota

Model 2ZR-FE as in Corolla

Engine 1,8 Ltr 16V

Information Engine code:2ZR-FE • Displacement:1798 cc • Valves:16

Bore:80,50 • Stroke:88,30 • Block Ht:N/A

Comp. Ratio:10,0:1 • Head cc's:N/A • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE264M805 80,50 Std. 28,27 -10,1 - 10,0:1 20 263

KE264M81 81,00 0,50 28,27 -10,1 - 10,0:1 20 267

KE265M805 80,50 Std. 28,27 -1,1 - 12,0:1 20 278

KE265M81 81,00 0,50 28,27 -1,1 - 12,0:1 20 282

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE264M805 3169XC - - -

KE264M81 8100XX - - -

KE265M805 3169XC - - -

KE265M81 8100XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 203-4703 - -

KING - - -
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Manufacturer Toyota

Model 3SGTE as in Celica/MR2

Engine 2,0 Ltr 16V

Information Engine code: 3SGTE • Displacement:1998 cc • Valves:16

Bore:86,00 • Stroke:86,00 • Block Ht:216,00

Comp. Ratio:8,8:1 • Head cc's:49,00 • Gasket thickness:1,42 • Gasket thickness:1,42

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K615M86AP 86,00 Std. 35,00 -6 0 9,0:1 22 353

K615M8625AP 86,25 0,25 35,00 -6 0 9,0:1 22 356

K615M865AP 86,50 0,50 35,00 -6 0 9,0:1 22 363

K615M87AP 87,00 1,00 35,00 -6 0 9,0:1 22 374

Wiseco Piston Kit (C/R with 1,30 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K615M86AP 8600XX W6328/C4606-051* TO-3SG-S-65433H-04 / R-TOY-005-I -

K615M8625AP 8625XX W6328/C4606-051* TO-3SG-S-65433H-04 / R-TOY-005-I -

K615M865AP 8650XX W6328/C4606-051* TO-3SG-S-65433H-04 / R-TOY-005-I -

K615M87AP 8700XX W6328/C4606-051* TO-3SG-S-65433H-04 / R-TOY-005-I -

Wiseco Piston Kit (C/R with 1,30 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8366(HX/0,025/0,25/0,50) 5M8361H(HX/0,025/0,25/0,50) 2T1689 203-4204 203-6002 203-5404

KING CR4209XP MB5554XP TW 226AM

KING CR4209XPC MB5554XPC

Manufacturer Toyota

Model Celica 20R

Engine 2,2 Ltr 8V

Information Engine code:20R • Displacement:2189 cc • Valves:8

Bore:88,40 • Stroke:89,00 • Block Ht:231,50

Comp. Ratio:8,4:1 • Head cc's:80,00 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K509M90 90,00 1,60 38,95 24,7 0,05- 9,9:1 22 414

Kit Part # Ring # Head Gasket Connecting Rods Crank

K509M90 3544XC C4268-040 - -
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 203-4201 - 203-5406

KING - - -

Manufacturer Toyota

Model Celica 22R

Engine 2,4 Ltr 8V

Information Engine code:22R • Displacement:2367 cc • Valves:8

Bore:92,00 • Stroke:89,00 • Block Ht:231,50

Comp. Ratio:9,0:1 • Head cc's:83,00 • Gasket thickness:1,30 • Gasket thickness:1,30

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K509M925 92,50 0,50 38,95 24,7 0,05- 10,0:1 22 457

K509M94 94,00 1,50 38,95 24,7 0,05- 10,0:1 22 484

Kit Part # Ring # Head Gasket Connecting Rods Crank

K509M925 3642XC W6176 - -

K509M94 3701XC W6176 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 203-4201 203-6002 203-5406

KING - - -

Manufacturer Toyota

Model 2AZFE as in Scion TC+XB/Camry/Solara

Engine 2,4 Ltr 16V

Information Engine code:2AZ-FE • Displacement:2362 cc • Valves:16

Bore:88,50 • Stroke:96,00 • Block Ht:231,00

Comp. Ratio:9,8:1 • Head cc's:40,00 • Gasket thickness:0,58 • Gasket thickness:0,58

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K641M885 88,50 Std. 33,25 -29 0,25- 9,0:1 22 313

K641M89 89,00 0,50 33,25 -29 0,25- 9,0:1 22 321

K641M895 89,50 1,00 33,25 -29 0,25- 9,0:1 22 329

K641M90 90,00 1,50 33,25 -29 0,25- 9,0:1 22 337

Kit Part # Ring # Head Gasket Connecting Rods Crank

K641M885 8850XX C4507-027 041DI17150 -

K641M89 8900XX C4507-027 041DI17150 -
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K641M895 8950XX C4506-027 041DI17150 -

K641M90 9000XX C4506-027 041DI17150 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8411(HX/0,025/0,25) 5M8412H(HX/0,025/0,25) 1T8412 203-4303/203-4306 - 203-5401

KING - - -

Manufacturer Toyota

Model 2RZFE

Engine 2,4 Ltr 16V

Information Engine code:2RZ-FE • Displacement:2438 cc • Valves:16

Bore:95,00 • Stroke:86,00 • Block Ht:214,00

Comp. Ratio:9,5:1 • Head cc's:58,00 • Gasket thickness:1,02 • Gasket thickness:1,02

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K642M95 95,00 Std. 35,50 -10 0,50- 8,8:1 24 408

K642M955 95,50 0,50 35,50 -10 0,50- 8,8:1 24 416

K642M96 96,00 1,00 35,50 -10 0,50- 8,8:1 24 424

Kit Part # Ring # Head Gasket Connecting Rods Crank

K642M95 9500XX C4598-040 - -

K642M955 9550XX C4598-040 - -

K642M96 9600XX C4598-040 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8376H(HX/0,025/0,25) 5M8378H(HX/0,025/0,25) 2T8377 - - -

KING CR4219XP MB5089XP TW 285AM

Manufacturer Toyota

Model 3RZFE

Engine 2,7 Ltr 16V

Information Engine code:3RZ-FE • Displacement:2693 cc • Valves:16

Bore:95,00 • Stroke:95,00 • Block Ht:232,50

Comp. Ratio:9,5:1 • Head cc's:58,00 • Gasket thickness:1,42 • Gasket thickness:1,42

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K642M95 95,00 Std. 35,50 -10 2,50- 8,25:1 24 408

K642M955 95,50 0,50 35,50 -10 2,50- 8,25:1 24 416

K642M96 96,00 1,00 35,50 -10 2,50- 8,25:1 24 424
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Kit Part # Ring # Head Gasket Connecting Rods Crank

K642M95 9500XX C4598-040 - -

K642M955 9550XX C4598-040 - -

K642M96 9600XX C4598-040 - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B8376H(HX/0,025/0,25) 5M8378H(HX/0,025/0,25) 2T8377 - - -

KING CR4219XP MB5089XP TW 285AM

Manufacturer Toyota

Model 2JZGTE as in Supra

Engine 3,0 Ltr 24V

Information Engine code:2JZGTE • Displacement:2997 cc • Valves:24

Bore:86,00 • Stroke:86,00 • Block Ht:219,00

Comp. Ratio:8,5:1 • Head cc's:45,00 • Gasket thickness:1,42 • Gasket thickness:1,42

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K550M86AP 86,00 Std. 34,00 -14,8 0 8,3:1 22 331

K550M8625AP 86,25 0,25 34,00 -14,8 0 8,3:1 22 332

K550M865AP 86,50 0,50 34,00 -14,8 0 8,4:1 22 334

K550M87AP 87,00 1,00 34,00 -14,8 0 8,5:1 22 340

With 1mm deeper VP's,HD2 forging with 5,08mm wall tool steel pins

K677M86AP 86,00 Std. 34,00 -5,3 0 9,5:1 22 -

K677M8625AP 86,25 0,25 34,00 -5,3 0 9,5:1 22 -

K677M865AP 86,50 0,50 34,00 -5,3 0 9,6:1 22 -

K677M87AP 87,00 1,00 34,00 -5,3 0 9,7:1 22 -

K678M86AP 86,00 Std. 34,00 0,8 0 10,5:1 22 -

K678M8625AP 86,25 0,25 34,00 0,8 0 10,5:1 22 -

K678M865AP 86,50 0,50 34,00 0,8 0 10,6:1 22 -

K678M87AP 87,00 1,00 34,00 0,8 0 10,7:1 22 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

K550M86AP 8600XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-I -

K550M8625AP 8625XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-I -

K550M865AP 8650XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-I -

K550M87AP 8700XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-I -

With 1mm deeper VP's,HD2 forging with 5,08mm wall tool steel pins

K677M86AP 8600XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-IP -
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K677M8625AP 8625XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-IP -

K677M865AP 8650XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-IP -

K677M87AP 8700XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-IP -

K678M86AP 8600XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-H / R-TOY-006-I -

K678M8625AP 8625XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-H / R-TOY-006-I -

K678M865AP 8650XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-H / R-TOY-006-I -

K678M87AP 8700XX W6326 041DJ17142 / TY5591-866* / R-TOY-006-H / R-TOY-006-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B8100H(HX/0,025/0,25) 7M8103H(HX/0,025/0,25) 2T8103 203-4702 203-6005 203-5405

KING CR6754XP MB7084XP TW 284AM

KING CR6754XPC MB7084XPC

KING CR6754XPDC

Manufacturer Toyota

Model 7MGTE as in Supra

Engine 3,0 Ltr 24V

Information Engine code:7MGTE • Displacement:2954 cc • Valves:24

Bore:83,00 • Stroke:91,00 • Block Ht:230,50

Comp. Ratio:8,4:1 • Head cc's:40,00 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K613M83 83,00 Std. 33,00 -16 0 9,0:1 22 317

K613M835 83,50 0,50 33,00 -16 0 9,0:1 22 322

K613M84 84,00 1,00 33,00 -16 0 9,0:1 22 327

K613M845 84,50 1,50 33,00 -16 0 9,0:1 22 332

Kit Part # Ring # Head Gasket Connecting Rods Crank

K613M83 8300XX W6327 - -

K613M835 8350XX W6327 - -

K613M84 8400XX W6327 - -

K613M845 8450XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 203-4701 203-6004 203-5402

KING - - -
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Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.3L 8V as in Polo G40

Engine 1,3 Ltr 8V G-Lader

Information Engine code:PY • Displacement:1272 cc  • Valves:8

Bore:75,00 • Stroke:72,00 • Block Ht:N/A

Comp. Ratio:8,0:1 • Head cc's:0 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE197M75 75,00 Std. 40,15 -27 - 8,0:1 20 285

KE197M755 75,50 0,50 40,15 -27 - 8,0:1 20 288

KE197M76 76,00 1,00 40,15 -27 - 8,0:1 20 290

KE197M7625 76,25 1,25 40,15 -27 - 8,0:1 20 290

KE197M765 76,50 1,50 40,15 -27 - 8,0:1 20 291

KE197M77 77,00 2,00 40,15 -27 - 8,0:1 20 300

KE195M75 75,00 Std. 40,15 -10 - 12,5:1 20 -

KE195M755 75,50 0,50 40,15 -10 - 12,5:1 20 284

KE195M76 76,00 1,00 40,15 -10 - 12,5:1 20 288

KE195M7625 76,25 1,25 40,15 -10 - 12,5:1 20 -

KE195M765 76,50 1,50 40,15 -10 - 12,5:1 20 -

KE195M77 77,00 2,00 40,15 -10 - 12,5:1 20 299

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE197M75 7500XX - 043EE14122 -

KE197M755 7550XX - 043EE14122 -

KE197M76 7600XX - 043EE14122 -

KE197M7625 7625XX - 043EE14122 -

KE197M765 7650XX - 043EE14122 -

KE197M77 7700XX - 043EE14122 -

KE195M75 7500XX - 043EE14122 -

KE195M755 7550XX - 043EE14122 -

KE195M76 7600XX - 043EE14122 -

KE195M7625 7625XX - 043EE14122 -

KE195M765 7650XX - 043EE14122 -

KE195M77 7700XX - 043EE14122 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 204-4203 - -

KING - - -
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Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.4L 16V TSI  EA111 as in Golf 5

Engine 1,4 Ltr 16V

Information Engine code:CAVD/CAXA/CAVA/BLG • Displacement:1390 cc  • Valves:16

Bore:76,50 • Stroke:75,60 • Block Ht:211,00

Comp. Ratio:10,0:1 • Head cc's:26,00 • Gasket thickness:0,64 • Gasket thickness:0,64

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE192M765AP 76,50 Std. 29,11 -8,4 0,09- 10,0:1 19 247

KE192M77AP 77,00 0,50 29,11 -8,4 0,09- 10,0:1 19 253

KE192M775AP 77,50 1,00 29,11 -8,4 0,09- 10,0:1 19 257

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE192M765AP 7650XX C4980-032/338433R R-VW-004-HR -

KE192M77AP 7700XX C4980-032/338433R R-VW-004-HR -

KE192M775AP 7750XX 338433R R-VW-004-HR -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B5562H(HX/0,025/0,25) - - - - -

KING - - -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model Beetle Type 1,2 & 3 1967 & Up

Engine 1,5 Ltr 8V

Information Engine code:N/A • Displacement:1500 cc • Valves:8

Bore:83,00 • Stroke:69,00 • Block Ht:N/A

Comp. Ratio:7,5:1 • Head cc's:N/A • Gasket thickness:N/A • Gasket thickness:N/A

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

For stroke 82(2276 )/84(2232)/86(2387)/88(2442)

K001ESV 94,00 11,0 35,00 0 FT - - 22 397

K633M94 94,00 11,0 35,00 0 FT - - 22 410

Kit Part # Ring # Head Gasket Connecting Rods Crank

For stroke 82(2276 )/84(2232)/86(2387)/88(2442)

K001ESV 3701E - - -

K633M94 9400XX - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]
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ACL - - - - - -

KING - - -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.6L 16V as in Polo GTI

Engine 1,6 Ltr 16V

Information Engine code:AJV/ARC/AVY • Displacement:1598 cc • Valves:16

Bore:76,50 • Stroke:86,90 • Block Ht:210,75

Comp. Ratio:10,6-11,5:1 • Head cc's:26,50 • Gasket thickness:0,64 • Gasket thickness:0,64

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE255M765 76,50 Std. 29,27 -21,3 0,03- 8,8:1 17 232

KE255M77 77,00 0,50 29,27 -21,3 0,03- 8,8:1 17 236

KE255M775 77,50 1,00 29,27 -21,3 0,03- 8,8:1 17 240

KE254M765AP 76,50 Std. 29,27 -6 0,03- 12,2:1 17 255

KE254M77AP 77,00 0,50 29,27 -6 0,03- 12,2:1 17 260

KE254M775AP 77,50 1,00 29,27 -6 0,03- 12,2:1 17 263

For race use only !

KE245M765 76,50 Std. 29,27 7 0,03- 16,0:1 17 261

KE245M77 77,00 0,50 29,27 7 0,03- 16,0:1 17 268

KE245M775 77,50 1,00 29,27 7 0,03- 16,0:1 17 274

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE255M765 7650XX - 043EJ09138 -

KE255M77 7700XX - 043EJ09138 -

KE255M775 7750XX - 043EJ09138 -

KE254M765AP 7650XX - 043EJ09138 -

KE254M77AP 7700XX - 043EJ09138 -

KE254M775AP 7750XX - 043EJ09138 -

For race use only !

KE245M765 7650XX - 043EJ09138 -

KE245M77 7700XX - 043EJ09138 -

KE245M775 7750XX - 043EJ09138 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -
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Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.8L 8V as in Golf G60

Engine 1,8 Ltr 8V

Information Engine code:PG • Displacement:1781 cc • Valves:8

Bore:81,00 • Stroke:86,40 • Block Ht:220,00

Comp. Ratio:8,0:1 • Head cc's:32,00 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE198M81AP 81,00 Std. 39,50 -16,5 1,30- 8,0:1 22 355

KE198M8125AP 81,25 0,25 39,50 -16,5 1,30- 8,0:1 22 358

KE198M815AP 81,50 0,50 39,50 -16,5 1,30- 8,0:1 22 360

KE198M82AP 82,00 1,00 39,50 -16,5 1,30- 8,0:1 22 365

KE198M825AP 82,50 1,50 39,50 -16,5 1,30- 8,0:1 22 375

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE198M81AP 8100XX C4247-066 043DS17136 -

KE198M8125AP 8125XX C4247-066 043DS17136 -

KE198M815AP 8150XX C4247-066 043DS17136 -

KE198M82AP 8200XX C4247-066 043DS17136 -

KE198M825AP 8250XX C4247-066 043DS17136 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25/0,50) 5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4701 104-6002 204-5402

KING CR4104XP MB5566XP TW2010AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.8L 8V as in Golf/Jetta '83-92

Engine 1,8 Ltr 8V

Information Engine code:HT/RD/PB/PF/RV/GN/GX/JH/DX • Displacement:1781 cc • Valves:8

Bore:81,00 • Stroke:86,40 • Block Ht:220,00

Comp. Ratio:10,0:1 • Head cc's:32,00 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE258M815 * 81,50 0,50 32,15 -9,6 0,65- 9,5:1 20 315

KE258M82 * 82,00 1,00 32,15 -9,6 0,65- 9,5:1 20 320

KE258M825 * 82,50 1,50 32,15 -9,6 0,65- 9,5:1 20 325

K589M82 82,00 1,00 32,15 -9,6 0,65- 9,5:1 20 320

K563M81AP 81,00 Std. 32,71 -7 0,09- 10,2:1 20 318

K563M815AP 81,50 0,50 32,71 -7 0,09- 10,5:1 20 323
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K563M82AP 82,00 1,00 32,71 -7 0,09- 10,5:1 20 329

For race use only !

K512M82 82,00 1,00 33,50 0 FT 0,70 13,2:1 20 303

K512M83 83,00 2,00 33,50 0 FT 0,70 13,2:1 20 315

* KE258M series has sufficient deck thickness to lower comp. ratio!

* Note: Use rod 343EL16144 for 21mm pin upgrade with custom pistons!!

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE258M815 * 8150XX W6177 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE258M82 * 8200XX W6177 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE258M825 * 8250XX W6177 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

K589M82 8200XX W6177 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

K563M81AP 8100XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K563M815AP 8150XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K563M82AP 8200XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

For race use only !

K512M82 3228XC C4247-066 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K512M83 3268XC C4247-066 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

* KE258M series has sufficient deck thickness to lower comp. ratio! *Riffle Drilled

* Note: Use rod 343EL16144 for 21mm pin upgrade with custom pistons!!

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25/0,50) 5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4701 104-6004 204-5402

KING CR4104XP MB5566XP TW2010AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.8L 16V KR/PL as in Golf II/Ibiza

Engine 1,8 Ltr 16V

Information Engine code:KR/PL • Displacement:1781 cc • Valves:16

Bore:81,00 • Stroke:86,40 • Block Ht:220,00

Comp. Ratio:10,0:1 • Head cc's:46,00 • Gasket thickness:1,75 • Gasket thickness:1,75

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE294M81AP 81,00 Std. 32,65 -7,4 0,15- 8,0:1 20 300

KE294M8125AP 81,25 0,25 32,65 -7,4 0,15- 8,0:1 20 300

KE294M815AP 81,50 0,50 32,65 -7,4 0,15- 8,0:1 20 305

KE294M82AP 82,00 1,00 32,65 -7,4 0,15- 8,0:1 20 310

KE294M825AP 82,50 1,50 32,65 -7,4 0,15- 8,0:1 20 315

KE294M83AP 83,00 2,00 32,65 -7,4 0,15- 8,0:1 20 324
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KE186M81 81,00 Std. 32,65 -1 0,15- 8,8:1 20 300

KE186M815 81,50 0,50 32,65 -1 0,15- 8,8:1 20 305

KE186M82 82,00 1,00 32,65 -1 0,15- 8,8:1 20 310

KE187M81 81,00 Std. 32,65 10,5 0,15- 11,0:1 20 325

KE187M8125 81,25 0,25 32,65 10,5 0,15- 11,0:1 20 326

KE187M815 81,50 0,50 32,65 10,5 0,15- 11,0:1 20 331

KE187M82 82,00 1,00 32,65 10,5 0,15- 11,0:1 20 336

KE187M825 82,50 1,50 32,65 10,5 0,15- 11,0:1 20 341

For 92,80 mm stroker crank and 20V cylinder head

KE200M81 81,00 Std. 29,50 -14 0,10- 8,5:1 20 291

KE200M8125 81,25 0,25 29,50 -14 0,10- 8,5:1 20 293

KE200M815 81,50 0,50 29,50 -14 0,10- 8,5:1 20 296

KE200M82 82,00 1,00 29,50 -14 0,10- 8,5:1 20 301

KE200M825 82,50 1,50 29,50 -14 0,10- 8,5:1 20 306

Wiseco Piston Kit (C/R with 1,75mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE294M81AP 8100XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE294M8125AP 8125XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE294M815AP 8150XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE294M82AP 8200XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE294M825AP 8250XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE294M83AP 8300XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE186M81 8100XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE186M815 8150XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE186M82 8200XX W6177 043DQ14144 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE187M81 8100XX W6177 -

KE187M8125 8125XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE187M815 8150XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE187M82 8200XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE187M825 8250XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

For 92,80 mm stroker crank and 20V cylinder head

KE200M81 8100XX H3078SP2051S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE200M8125 8125XX H3078SP2051S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE200M815 8150XX H3078SP2051S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE200M82 8200XX H3078SP2051S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

KE200M825 8250XX H3078SP2051S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

Wiseco Piston Kit (C/R with 1,75mm head gasket)
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25/0,50) 5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4702 104-6004 204-5402

KING CR4104XP MB5566XP TW2010AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 1.8L 20V as in A3/A4/A6/S3/TT/Golf/Passat/Octavia/Toledo

Engine 1,8 Ltr 20V

Information Engine code:i.e AWM/AEB/APY/APX/BAM • Displacement:1781 cc • Valves:20

Bore:81,00 • Stroke:86,40 • Block Ht:220,00

Comp. Ratio:9,5:1 • Head cc's:44,00 • Gasket thickness:1,22 • Gasket thickness:1,22

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K563M805 80,50 -0,50 32,71 -7 0,09- 8,5:1 20 316

K563M81AP 81,00 Std. 32,71 -7 0,09- 8,5:1 20 318

K563M815AP 81,50 0,50 32,71 -7 0,09- 8,5:1 20 323

K563M82AP 82,00 1,00 32,71 -7 0,09- 8,5:1 20 329

For 92,80 mm stroker crank (C/R with 1,00 mm head gasket)

KE200M81 81,00 Std. 29,50 -14 0,10- 8,5:1 20 291

KE200M8125 81,25 0,25 29,50 -14 0,10- 8,5:1 20 293

KE200M815 81,50 0,50 29,50 -14 0,10- 8,5:1 20 296

KE200M82 82,00 1,00 29,50 -14 0,10- 8,5:1 20 301

KE200M825 82,50 1,50 29,50 -14 0,10- 8,5:1 20 306

Wiseco Piston Kit (C/R with 1,65 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K563M805 3169XC C4558-066 043DQ14144 / VW5669-787 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K563M81AP 8100XX C4558-066 043DQ14144 / VW5669-787 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K563M815AP 8150XX C4558-066 043DQ14144 / VW5669-787 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K563M82AP 8200XX C4558-066 043DQ14144 / VW5669-787 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

For 92,80 mm stroker crank (C/R with 1,00 mm head gasket)

KE200M81 8100XX+GLS30 C4558-040 043DQ14144 / VW5669-787 / R-AUD-001-I (Non-Tapered)/ R-AUD-003-I (Tapered)C-AUD-001L

KE200M8125 8125XX+GLS30 C4558-040 043DQ14144 / VW5669-787 / R-AUD-001-I (Non-Tapered)/ R-AUD-003-I (Tapered)C-AUD-001L

KE200M815 8150XX+GLS30 C4558-040 043DQ14144 / VW5669-787 / R-AUD-001-I (Non-Tapered)/ R-AUD-003-I (Tapered)C-AUD-001L

KE200M82 8200XX+GLS30 C4558-040 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)C-AUD-001L

KE200M825 8250XX+GLS31 H3078SP6040S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)C-AUD-001L

Wiseco Piston Kit (C/R with 1,65 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1609H(HX/0,025/0,25) (without notch)5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4103/204-4101* 104-6004 204-5402/209-5401*
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25) (with notch) * Depending on model - see ARP section!

KING CR4597XP (without notch) MB5661XP (180° oil groove in all pos.)TW2010AM

KING CR4104XP (with notch) MB5566XP (360° oil groove in pos. 4)

KING MB5269XP (180° oil groove in all pos.)

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.0L 8V as in Golf III/Jetta III//Passat 2E

Engine 2,0 Ltr 8V

Information Engine code:ABA • Displacement:1984 cc • Valves:8

Bore:82,50 • Stroke:92,80 • Block Ht:236,00

Comp. Ratio:10,0:1 • Head cc's:29,00 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K610M83 83,00 0,50 30,58 -25 0,02- 9,0:1 21 289

K610M835 83,50 1,00 30,58 -25 0,02- 9,0:1 21 294

K609M83 83,00 0,50 30,58 -15 0,02- 10,5:1 21 290

K609M835 83,50 1,00 30,58 -15 0,02- 10,5:1 21 294

For 20V cylinder head

KE201M825 82,50 Std. 30,90 -19,4 0,30 8,0:1 21 304

KE201M83 83,00 0,50 30,90 -19,4 0,30 8,0:1 21 308

KE201M835 83,50 1,00 30,90 -19,4 0,30 8,0:1 21 312

Wiseco Piston Kit (C/R with 1,30 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K610M83 8300XX C14124-040 043DQ16159 / R-VW-001-IL* -

K610M835 8350XX C14124-040 043DQ16159 / R-VW-001-IL* -

K609M83 8300XX C14124-040 043DQ16159 / R-VW-001-I -

K609M835 8350XX C14124-040 043DQ16159 / R-VW-001-I -

For 20V cylinder head

KE201M825 8250XX C14124-040 043DQ16159 / R-VW-001-IL* -

KE201M83 8300XX C14124-040 043DQ16159 / R-VW-001-IL* -

KE201M835 8350XX C14124-040 043DQ16159 / R-VW-001-IL* -

Wiseco Piston Kit (C/R with 1,30 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25/0,50) 5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4103 104-6004 204-5402

KING CR4104XP MB5566XP TW2010AM
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Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.0L 16V 9A as in Golf GTI/Jetta/Passat/Ibiza

Engine 2,0 Ltr 16V

Information Engine code:9A • Displacement:1984 cc • Valves:16

Bore:82,50 • Stroke:92,80 • Block Ht:220,00

Comp. Ratio:10,5:1 • Head cc's:46,00 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K612M825 82,50 Std. 29,77 -11 0,17 9,0:1 20 280

K612M83 83,00 0,50 29,77 -11 0,17 9,0:1 20 283

K612M835 83,50 1,00 29,77 -11 0,17 9,0:1 20 287

K611M83 83,00 0,50 29,77 4 0,17 11,0:1 20 277

K611M835 83,50 1,00 29,77 4 0,17 11,0:1 20 288

For 20V cylinder head

KE200M825 82,50 Std. 29,50 -14 0,10- 8,5:1 20 306

Kit Part # Ring # Head Gasket Connecting Rods Crank

K612M825 8250XX W6177 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

K612M83 8300XX W6177 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

K612M835 8350XX W6178 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

K611M83 8300XX W6177 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

K611M835 8350XX W6178 043DQ14144 / R-AUD-001-H (Non-Tapered)/ R-AUD-003-I (Tapered)-

For 20V cylinder head

KE200M825 8250XX H3078SP2051S 043DQ14144 / VW5669-787 / R-AUD-001-IR* (Non-Tapered)/ R-AUD-003-I (Tapered)-

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25/0,50) 5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4702 104-6004 204-5402

KING CR4104XP MB5566XP TW2010AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.0L 16V ABF as in Golf/Ibiza/A4/Octavia

Engine 2,0 Ltr 16V

Information Engine code:ABF • Displacement:1984 cc • Valves:16

Bore:82,50 • Stroke:92,80 • Block Ht:236,00

Comp. Ratio:10,5:1 • Head cc's:48,00 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE188M825 82,50 Std. 30,60 -11 0 8,5:1 21 291

KE188M83 83,00 0,50 30,60 -11 0 8,5:1 21 300
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KE188M835 83,50 1,00 30,60 -11 0 8,5:1 21 305

KE188M84 84,00 1,50 30,60 -11 0 8,5:1 21 310

KE190M825 82,50 Std. 30,60 4 0 10,5:1 21 265

KE190M83 83,00 0,50 30,60 4 0 10,5:1 21 335

KE190M835 83,50 1,00 30,60 4 0 10,5:1 21 340

KE290M825 82,50 Std. 30,60 8 0 11,8:1 21 330

KE290M8275 82,75 0,25 30,60 8 0 11,8:1 21 334

KE290M83 83,00 0,50 30,60 8 0 11,8:1 21 339

KE290M835 83,50 1,00 30,60 8 0 11,8:1 21 345

For 20V cylinder head

KE201M825 82,50 Std. 30,90 -19,4 0,30 8,0:1 21 304

KE201M83 83,00 0,50 30,90 -19,4 0,30 8,0:1 21 308

KE201M835 83,50 1,00 30,90 -19,4 0,30 8,0:1 21 312

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE188M825 8250XX W6177 043DQ16159 / R-VW-001-I -

KE188M83 8300XX W6177 043DQ16159 / R-VW-001-I -

KE188M835 8350XX W6178 043DQ16159 / R-VW-001-I -

KE188M84 8400XX W6178 043DQ16159 / R-VW-001-I -

KE190M825 8250XX W6177 043DQ16159 / R-VW-001-IL* -

KE190M83 8300XX W6177 043DQ16159 / R-VW-001-IL* -

KE190M835 8350XX W6178 043DQ16159 / R-VW-001-IL* -

KE290M825 8250XX C4247-045 043DQ16159 / R-VW-001-IL* -

KE290M8275 8300XX C4247-045 043DQ16159 / R-VW-001-IL* -

KE290M83 8300XX C4247-045 043DQ16159 / R-VW-001-IL* -

KE290M835 8350XX C4246-045 043DQ16159 / R-VW-001-IL* -

For 20V cylinder head

KE201M825 8250XX H3078SP6051S 043DQ16159 / R-VW-001-I -

KE201M83 8300XX H3078SP6051S 043DQ16159 / R-VW-001-I -

KE201M835 8350XX H3078SP2051S 043DQ16159 / R-VW-001-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B1606H(HX/0,025/0,25/0,50) 5M1644H(HX/0,025/0,25/0,50) 2T1644 204-4702 104-6004 204-5402

KING CR4104XP MB5566XP TW2010AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.2L 20V as in Audi RS2

Engine 2,2 Ltr 20V

Information Engine code:3B/RR/AAN/ABY/ADU • Displ.:2226 cc • Valves:20
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Bore:81,00 • Stroke:86,40 • Block Ht:220,00

Comp. Ratio:9,3:1 • Head cc's:46,00 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE222M81 81,00 Std. 32,80 -21 0 7,2:1 20 280

KE222M815 81,50 0,50 32,80 -21 0 7,2:1 20 283

KE222M82 82,00 1,00 32,80 -21 0 7,2:1 20 289

KE222M83 83,00 2,00 32,80 -21 0 7,2:1 20 302

KE322M815 81,50 0,50 32,80 -21 0 7,2:1 20 314

KE322M82 82,00 1,00 32,80 -21 0 7,2:1 20 319

KE295M81AP 81,00 Std. 32,65 -7,4 0,15- 8,1:1 20 300

KE295M8125AP 81,25 0,25 32,65 -7,4 0,15- 8,1:1 20 300

KE295M815AP 81,50 0,50 32,65 -7,4 0,15- 8,1:1 20 305

KE295M82AP 82,00 1,00 32,65 -7,4 0,15- 8,1:1 20 310

KE295M825AP 82,50 1,50 32,65 -7,4 0,15- 8,1:1 20 315

KE295M83AP 83,00 2,00 32,65 -7,4 0,15- 8,1:1 20 320

KE296M81AP 81,00 Std. 32,65 -0,6 0,15- 9,0:1 20 -

KE296M815AP 81,50 0,50 32,65 -0,6 0,15- 9,0:1 20 -

KE296M82AP 82,00 1,00 32,65 -1,3 0,15- 9,0:1 20 -

KE296M825AP 82,50 1,50 32,65 -1,3 0,15- 9,0:1 20 -

For 92,80 mm stroker crank (C/R with 1,65 mm head gasket)

KE298M81AP 81,00 Std. 29,45 -4,8 0,15- 9,0:1 20 -

KE298M815AP 81,50 0,50 29,45 -4,8 0,15- 9,0:1 20 295

KE298M82AP 82,00 1,00 29,45 -4,8 0,15- 9,0:1 20 298

KE298M825AP 82,50 1,50 29,45 -5,5 0,15- 9,0:1 20 -

Wiseco Piston Kit (C/R with 1,00 mm head gasket/KE295M/KE296M/KE298M with 1,65 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE222M81 8100XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE222M815 8150XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE222M82 8200XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE222M83 8300XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE322M815 8150XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE322M82 8200XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE295M81AP 8100XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE295M8125AP 8125XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE295M815AP 8150XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE295M82AP 8200XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE295M825AP 8250XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -
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KE295M83AP 8300XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE296M81AP 8100XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE296M815AP 8150XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE296M82AP 8200XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE296M825AP 8250XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

For 92,80 mm stroker crank (C/R with 1,65 mm head gasket)

KE298M81AP 8100XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE298M815AP 8150XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE298M82AP 8200XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE298M825AP 8250XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

Wiseco Piston Kit (C/R with 1,00 mm head gasket/KE295M/KE296M/KE298M with 1,65 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 204-4704 - 204-5404(85MM)

KING MB 605XP TW2009AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.3L 20V as in Audi 90

Engine 2,3 Ltr 20V

Information Engine code:7A • Displacement:2309 cc • Valves:20

Bore:82,50 • Stroke:86,40 • Block Ht:220,00

Comp. Ratio:10,3:1 • Head cc's:44,00 • Gasket thickness:1,80 • Gasket thickness:1,80

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE261M825 82,50 Std. 33,40 -12,7 0,60 8,5:1 20 -

KE261M83 83,00 0,50 33,40 -12,7 0,60 8,5:1 20 335

KE261M835 83,50 1,00 33,40 -12,7 0,60 8,5:1 20 341

KE262M825 82,50 Std. 33,40 2 0,60 10,5:1 20 329

KE262M83 83,00 0,50 33,40 2 0,60 10,5:1 20 330

KE262M835 83,50 1,00 33,40 2 0,60 10,5:1 20 -

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE261M825 8250XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE261M83 8300XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE261M835 8350XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE262M825 8250XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE262M83 8300XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -

KE262M835 8350XX - 043DP14144 / VW5670-787 / R-AUD-004-I (Non-Tapered) -
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING CR 505XP MB 605XP TW2009AM

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.3L 10V VR5 as in Golf IV/Bora/Passat/Toledo

Engine 2,3 Ltr 10V

Information Engine code:AGZ • Displacement:2324 cc • Valves:10

Bore:81,00 • Stroke:90,20 • Block Ht:242,00

Comp. Ratio:10,0:1 • Head cc's:0 • Gasket thickness:0,70 • Gasket thickness:0,70

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

6608M82 82,00 1,00 32,38 -26,2 0,52- 9,0:1 20 278

6608M825 82,50 1,50 32,38 -26,2 0,52- 9,0:1 20 283

6608M83 83,00 2,00 32,38 -26,2 0,52- 9,0:1 20 288

Wiseco Piston Kit (C/R with 0,70 mm head gasket and 25cc head)

Kit Part # Ring # Head Gasket Connecting Rods Crank

6608M82(5x) 8200XX - VWH6457BNCB1-C(5x) -

6608M825(5x) 8250XX - VWH6457BNCB1-C(5x) -

6608M83(5x) 8300XX - VWH6457BNCB1-C(5x) -

Wiseco Piston Kit (C/R with 0,70 mm head gasket and 25cc head)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B5530H(HX/0,025/0,25) 7M5532H(HX/0,025/0,25) - - - -

KING CR6764XP MB7089XP -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.3L 20V VR5 as in Toledo/Golf IV/Bora/Passat

Engine 2,3 Ltr 20V

Information Engine code:AQN/AZX • Displacement:2324 cc • Valves:20

Bore:81,00 • Stroke:90,20 • Block Ht:247,00

Comp. Ratio:10,0:1 • Head cc's:39,00 • Gasket thickness:1,22 • Gasket thickness:1,22

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE203M81 81,00 Std. 37,10 -20,2 0,80- 8,0:1 20 348

KE203M8125 81,25 0,25 37,10 -20,2 0,80- 8,0:1 20 350

KE203M815 81,50 0,50 37,10 -20,2 0,80- 8,0:1 20 353

KE203M82 82,00 1,00 37,10 -20,2 0,80- 8,0:1 20 358
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Kit Part # Ring # Head Gasket Connecting Rods Crank

KE203M81 8100XX - - -

KE203M8125 8125XX - - -

KE203M815 8150XX - KE-VWH6457BNCB1-C(5x) -

KE203M82 8200XX - KE-VWH6457BNCB1-C(5x) -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B5530H(HX/0,025/0,25) 7M5532H(HX/0,025/0,25) - 204-6006 204-5403

KING CR6764XP MB7089XP -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model Audi 2.7L 30V TT  '97-05 as in RS4

Engine 2,7 Ltr 30V(V6) Bi Turbo

Information Engine code:AGB/ASJ/AZR/AJK/ARE/AZA/AZB/BES • Displacement:2671 cc • Valves:30

Bore:81,00 • Stroke:86,40 • Block Ht:228,00

Comp. Ratio:9,3:1 • Head cc's:45,50 • Gasket thickness:1,22 • Gasket thickness:1,22

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE212M81 81,00 Std. 30,86 -8 0,06 8,5:1 21 303

KE212M8125 81,25 0,25 30,86 -8 0,06 8,5:1 21 306

KE212M815 81,50 0,50 30,86 -8 0,06 8,5:1 21 309

KE212M82 82,00 1,00 30,86 -8 0,06 8,5:1 21 313

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE212M81 8100XX - - -

KE212M8125 8125XX - - -

KE212M815 8150XX - - -

KE212M82 8200XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 204-4105 204-6201 204-5801

KING - - -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.8L+2.9L VR6 12V as in Golf III/Passat/Corrado

Engine 2,8 +2,9 Ltr 12V

Information Engine code:AAA/ABV • Displacement:2792/2861 cc • Valves:12

Bore:81,00 • Stroke:90,30 • Block Ht:242,00
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Comp. Ratio:10,0:1 • Head cc's:0 • Gasket thickness:1,65 • Gasket thickness:1,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

K608M82 82,00 1,00 32,38 -26,2 0,47- 9,0:1 20 278

K608M825 82,50 1,50 32,38 -26,2 0,47- 9,0:1 20 283

K608M83 83,00 2,00 32,38 -26,2 0,47- 9,0:1 20 288

K607M82 82,00 1,00 32,38 -17,3 0,47- 10:00:01 20 302

K607M825 82,50 1,50 32,38 -17,3 0,47- 10:00:01 20 307

K607M83 83,00 2,00 32,38 -17,3 0,47- 10:00:01 20 311

Wiseco Piston Kit (C/R with 1,65 mm head gasket and 25cc head)

Kit Part # Ring # Head Gasket Connecting Rods Crank

K608M82 8200XX 338321R/VW1007-065 VWH6457BNCB6-C -

K608M825 8250XX 338321R/VW1007-065 VWH6457BNCB6-C -

K608M83 8300XX 338321R/VW1007-065 VWH6457BNCB6-C -

K607M82 8200XX 338321R/VW1007-065 VWH6457BNCB6-C -

K607M825 8250XX 338321R/VW1007-065 VWH6457BNCB6-C -

K607M83 8300XX 338321R/VW1007-065 VWH6457BNCB6-C -

Wiseco Piston Kit (C/R with 1,65 mm head gasket and 25cc head)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B5530H(HX/0,025/0,25) 7M5532H(HX/0,025/0,25) 2T5532 204-4705 204-6006 204-5403

KING CR6764XP MB7089XP -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 2.8L VR6 24V as in Golf IV

Engine 2,8 Ltr 24V

Information Engine code:AMV/AQP/AUE/AYL/BDE • Displacement:2792 cc • Valves:24

Bore:81,00 • Stroke:90,30 • Block Ht:247,00

Comp. Ratio:10,75:1 • Head cc's:39,00 • Gasket thickness:0,65 • Gasket thickness:0,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE191M81 81,00 Std. 37,10 -20,2 0,75- 8,5:1 20 350

KE191M8125 81,25 0,25 37,10 -20,2 0,75- 8,5:1 20 352

KE191M815 81,50 0,50 37,10 -20,2 0,75- 8,5:1 20 354

KE191M82 82,00 1,00 37,10 -20,2 0,75- 8,5:1 20 360

Wiseco Piston Kit (C/R with 0 deck and 0,65 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank
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KE191M81 8100XX 338314R - -

KE191M8125 8125XX 338314R - -

KE191M815 8150XX 338314R VWH6457BNCB6-C -

KE191M82 8200XX 338314R VWH6457BNCB6-C -

Wiseco Piston Kit (C/R with 0 deck and 0,65 mm head gasket)

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B5530H(HX/0,025/0,25) 7M5532H(HX/0,025/0,25) 2T5532 204-6006 204-5403

KING CR6764XP MB7089XP -

Manufacturer VAG. (Volkswagen/Audi/Škoda/Seat)

Model 3.2L 24V R32 as in Golf IV+V

Engine 3,2 Ltr 24V

Information Engine code:BFH/BML/BJS • Displacement:3189 cc • Valves:24

Bore:84,00 • Stroke:95,90 • Block Ht:247,00

Comp. Ratio:10,9:1/11,3:1 • Head cc's:40,00 • Gasket thickness:0,65 • Gasket thickness:0,65

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE204M84 84,00 Std. 34,50 -30,5 0,55- 8,0:1 20 328

KE204M8425 84,25 0,25 34,50 -30,5 0,55- 8,0:1 20 330

KE204M845 84,50 0,50 34,50 -30,5 0,55- 8,0:1 20 333

KE204M85 85,00 1,00 34,50 -30,5 0,55- 8,0:1 20 342

KE205M84 84,00 Std. 34,50 -20,5 0,55- 9,0:1 20 344

KE205M8425 84,25 0,25 34,50 -20,5 0,55- 9,0:1 20 346

KE205M845 84,50 0,50 34,50 -20,5 0,55- 9,0:1 20 348

KE205M85 85,00 1,00 34,50 -20,5 0,55- 9,0:1 20 340

Wiseco Piston Kit (C/R with 0 deck and 0,65 mm head gasket)

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE204M84 8400XX C4968-027 043DR14164 / R-VW-002I -

KE204M8425 8425XX C4968-027 043DR14164 / R-VW-002I -

KE204M845 8450XX C4968-027 043DR14164 / R-VW-002I -

KE204M85 8500XX C4968-027 043DR14164 / R-VW-002I -

KE205M84 8400XX C4968-027 043DR14164 / R-VW-002I -

KE205M8425 8425XX C4968-027 043DR14164 / R-VW-002I -

KE205M845 8450XX C4968-027 043DR14164 / R-VW-002I -

KE205M85 8500XX C4968-027 043DR14164 / R-VW-002I -

Wiseco Piston Kit (C/R with 0 deck and 0,65 mm head gasket)
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Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 6B5530H(HX/0,025/0,25) 7M5532H(HX/0,025/0,25) 2T5532 204-6006 204-5408 (+4 single studs)

KING CR6764XP MB7089XP -

Manufacturer Volvo

Model B4194T as in S40

Engine 1,9 Ltr 16V

Information Engine code:B4194 • Displacement:1855 cc • Valves:16

Bore:81,00 • Stroke:90,00 • Block Ht:N/A

Comp. Ratio:8,5:1 • Head cc's:51,00 • Gasket thickness:1,50 • Gasket thickness:1,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE157M81 81,00 Std. 35,90 -10 - 8,5:1 23 339

KE157M8125 81,25 0,25 35,90 -10 - 8,5:1 23 342

KE157M815 81,50 0,50 35,90 -10 - 8,5:1 23 347

KE157M82 82,00 1,00 35,90 -10 - 8,5:1 23 355

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE157M81 8100XX - 044DW21140S(4x) / R-VOL-005-I-4 -

KE157M8125 8125XX - 044DW21140S(4x) / R-VOL-005-I-4 -

KE157M815 8150XX - 044DW21140S(4x) / R-VOL-005-I-4 -

KE157M82 8200XX - 044DW21140S(4x) / R-VOL-005-I-4 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Volvo

Model B5234T as in 850

Engine 2,3 Ltr 20V

Information Engine code:B5234T • Displacement:2319 cc • Valves:20

Bore:81,00 • Stroke:90,00 • Block Ht:N/A

Comp. Ratio:8,5:1 • Head cc's:51,00 • Gasket thickness:1,50 • Gasket thickness:1,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE155M81 81,00 Std. 35,90 -10 - 8,5:1 23 339

KE155M8125 81,25 0,25 35,90 -10 - 8,5:1 23 345

KE155M815 81,50 0,50 35,90 -10 - 8,5:1 23 347

KE155M82 82,00 1,00 35,90 -10 - 8,5:1 23 355
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Kit Part # Ring # Head Gasket Connecting Rods Crank

KE155M81 8100XX - 044DW21140 / R-VOL-005-I-5 -

KE155M8125 8125XX - 044DW21140 / R-VOL-005-I-5 -

KE155M815 8150XX - 044DW21140 / R-VOL-005-I-5 -

KE155M82 8200XX - 044DW21140 / R-VOL-005-I-5 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - 219-4301 - -

KING - - -

Manufacturer Volvo

Model B23A as in 240/740

Engine 2,3 Ltr 8V

Information Engine code:B23A • Displacement:2316 cc • Valves:8

Bore:96,00 • Stroke:80,00 • Block Ht:231,50

Comp. Ratio:9,0:1 • Head cc's:54,40 • Gasket thickness:1,40 • Gasket thickness:1,40

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE208M96 96,00 Std. 46,38 -14 0,14- 8,0:1 24 593

KE208M9625 96,25 0,25 46,38 -14 0,14- 8,0:1 24 597

KE208M965 96,50 0,50 46,38 -14 0,14- 8,0:1 24 601

KE208M97 * 97,00 1,00 46,38 -14 0,14- 8,0:1 24 609

* Critical bore size when used in high boost applications!

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE208M96 9600XX C4499-056 R-VOL-002H -

KE208M9625 9625XX C4499-056 R-VOL-002H -

KE208M965 9650XX C4499-056 R-VOL-002H -

KE208M97 * 3819XH C4499-056 R-VOL-002H -

* Critical bore size when used in high boost applications!

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Volvo

Model B5204T2 as in V70

Engine 2,0 Ltr 20V
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Information Engine code:B5204T2 • Displacement:1984 cc • Valves:20

Bore:81,00 • Stroke:77,00 • Block Ht: N/A

Comp. Ratio:8,4:1 • Head cc's: N/A • Gasket thickness:1,50 • Gasket thickness:1,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE206M96 96,00 Std. 38,90 -14 0,60- 8,2:1 23 540

KE206M9625 96,25 0,25 38,90 -14 0,60- 8,2:1 23 545

KE206M965 96,50 0,50 38,90 -14 0,60- 8,2:1 23 554

KE206M97 * 97,00 1,00 38,90 -14 0,60- 8,2:1 23 563

For long rod 158,00 mm

KE106M96 96,00 Std. 33,70 -14 0,20 8,6:1 23 509

KE106M965 96,50 0,50 33,70 -14 0,20 8,6:1 23 517

KE106M97 * 97,00 1,00 33,70 -14 0,20 8,6:1 23 -

For stroker crank 86,00 mm

KE266M96 96,00 Std. 36,60 -20,2 0,10 8,6:1 23 -

KE266M9625 96,25 0,25 36,60 -20,2 0,10 8,6:1 23 540

KE266M965 96,50 0,50 36,60 -20,2 0,10 8,6:1 23 542

KE266M97 * 97,00 1,00 36,60 -20,2 0,10 8,6:1 23 -

KE366M96 96,00 Std. 36,60 FT 0,10 11,0:1 23 463

KE366M9625 96,25 0,25 36,60 FT 0,10 11,0:1 23 468

KE366M965 96,50 0,50 36,60 FT 0,10 11,0:1 23 460

KE366M97 * 97,00 1,00 36,60 FT 0,10 11,0:1 23 464

For stroker crank 86,00 mm + long rod 158,00 mm

KE108M96 96,00 Std. 30,60 -20,2 0,10 8,6:1 23 -

KE108M965 96,50 0,50 30,60 -20,2 0,10 8,6:1 23 421

KE108M97 * 97,00 1,00 30,60 -20,2 0,10 8,6:1 23 427

KE109M96 96,00 Std. 30,60 FT 0,10 11,0:1 23 404

KE109M965 96,50 0,50 30,60 FT 0,10 11,0:1 23 408

KE109M97 * 97,00 1,00 30,60 FT 0,10 11,0:1 23 412

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE206M96 9600XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE206M9625 9625XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE206M965 9650XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE206M97 * 3819XH C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

For long rod 158,00 mm

KE106M96 9600XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

KE106M965 9650XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

KE106M97 * 3819XH C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001
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For stroker crank 86,00 mm

KE266M96 9600XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE266M9625 9625XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE266M965 9650XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE266M97 * 3819XH C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE366M96 9600XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE366M9625 9625XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE366M965 9650XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE366M97 * 9700VA C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

For stroker crank 86,00 mm + long rod 158,00 mm

KE108M96 9600XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE108M965 9650XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE108M97 * 3819XH+GLS49 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE109M96 9600XX+GLS49 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE109M965 9650XX+GLS49 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE109M97 * 9700VA+GLS49 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2726H - - - - -

KING CR4599XP - -

Manufacturer Volvo

Model B234F as in 940

Engine 2,3 Ltr 16V

Information Engine code:B234F • Displacement:2316 cc • Valves:16

Bore:96,00 • Stroke:80,00 • Block Ht:231,50

Comp. Ratio:10,0:1 • Head cc's:45,40 • Gasket thickness:1,20 • Gasket thickness:1,20

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE207M96 96,00 Std. 39,70 -18 0,20 9,0:1 23 458

KE207M9625 96,25 0,25 39,70 -18 0,20 9,0:1 23 460

KE207M965 96,50 0,50 39,70 -18 0,20 9,0:1 23 468

KE207M97 * 97,00 1,00 39,70 -18 0,20 9,0:1 23 473

KE209M96 96,00 Std. 39,70 -6,3 0,20 11,0:1 23 440

KE209M9625 96,25 0,25 39,70 -6,3 0,20 11,0:1 23 442

KE209M965 96,50 0,50 39,70 -6,3 0,20 11,0:1 23 444

KE209M97 97,00 1,00 39,70 -6,3 0,20 11,0:1 23 448

KE310M96 96,00 Std. 39,50 3,4 0 12,5:1 23 474

KE310M965 96,50 0,50 39,50 3,4 0 12,5:1 23 479
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KE310M97 97,00 1,00 39,50 3,4 0 12,5:1 23 484

For long rod 158,00 mm

KE107M96 96,00 Std. 33,70 -26 0,20 8,5:1 23 410

KE107M965 96,50 0,50 33,70 -26 0,20 8,5:1 23 414

KE107M97 * 97,00 1,00 33,70 -26 0,20 8,5:1 23 418

KE307M96 96,00 Std. 33,70 -2,9 0,20 11,5:1 23 404

KE307M965 96,50 0,50 33,70 -2,9 0,20 11,5:1 23 408

KE307M97 * 97,00 1,00 33,70 -2,9 0,20 11,5:1 23 412

For stroker crank 86,00 mm

KE267M96 96,00 Std. 36,60 -23,8 0,10 9,0:1 23 390

KE267M9625 96,25 0,25 36,60 -23,8 0,10 9,0:1 23 402

KE267M965 96,50 0,50 36,60 -23,8 0,10 9,0:1 23 436

KE267M97 * 97,00 1,00 36,60 -23,8 0,10 9,0:1 23 -

KE308M96 96,00 Std. 36,50 -5,60 0 11,5:1 23 430

KE308M965 96,50 0,50 36,50 -5,60 0 11,5:1 23 434

KE308M97 * 97,00 1,00 36,50 -5,60 0 11,5:1 23 438

For stroker crank 86,00 mm + long rod 158,00 mm

KE105M96 96,00 Std. 30,60 -31,8 0,10 8,5:1 23 -

KE105M965 96,50 0,50 30,60 -31,8 0,10 8,5:1 23 372

KE105M97 * 97,00 1,00 30,60 -31,8 0,10 8,5:1 23 -

KE309M96 96,00 Std. 30,50 -5,60 0 11,5:1 23 394

KE309M965 96,50 0,50 30,50 -5,60 0 11,5:1 23 397

KE309M97 * 97,00 1,00 30,50 -5,60 0 11,5:1 23 401

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE207M96 9600XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE207M9625 9625XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE207M965 9650XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE207M97 * 3819XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE209M96 9600XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE209M9625 9625XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE209M965 9650XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE209M97 3819XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE310M96 9600XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE310M965 9650XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

KE310M97 3819XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV800 / C-VOL-001

For long rod 158,00 mm

KE107M96 9600XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

KE107M965 9650XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001
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KE107M97 * 9700VA C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

KE307M96 9600XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

KE307M965 9650XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

KE307M97 * 3819XH C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV800 / C-VOL-001

For stroker crank 86,00 mm

KE267M96 9600XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE267M9625 9625XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE267M965 9650XS C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE267M97 * 9700VA C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE308M96 9600XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE308M965 9650XX C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

KE308M97 * 9700VA C4499-045/338244R 044DV21152 / R-VOL-003-I 044ADV860 / C-VOL-002

For stroker crank 86,00 mm + long rod 158,00 mm

KE105M96 9600XS+GLS48 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE105M965 9650XS+GLS48 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE105M97 * 9700VA+GLS49 C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE309M96 9600XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE309M965 9650XX C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

KE309M97 * 9700VA C4499-045/338244R 344DV21158 / R-VOL-004-I 044ADV860 / C-VOL-002

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 4B2726H - - - - -

KING CR4599XP - -

Manufacturer Volvo

Model B5254T4 as in S60R/V70R

Engine 2,5 Ltr 20V

Information Engine code:B5254T4 • Displacement:2522 cc • Valves:20

Bore:83,00 • Stroke:93,20 • Block Ht:220,00

Comp. Ratio:8,5:1 • Head cc's:51,00 • Gasket thickness:1,35 • Gasket thickness:1,35

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE327M83 83,00 Std. 30,50 -16 0,10 8,5:1 23 326

KE327M835 83,50 0,50 30,50 -16 0,10 8,5:1 23 332

KE227M83 83,00 Std. 30,50 -12 0,10 9,0:1 23 335

KE227M835 83,50 0,50 30,50 -12 0,10 9,0:1 23 340

KE227M84 84,00 1,00 30,50 -12 0,10 9,0:1 23 346

Kit Part # Ring # Head Gasket Connecting Rods Crank
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KE327M83 8300XX 338284R 344DW21143 / R-VOL-001-I -

KE327M835 8350XX 330045R 344DW21143 / R-VOL-001-I -

KE227M83 8300XX 338284R 344DW21143 / R-VOL-001-I -

KE227M835 8350XX 330045R 344DW21143 / R-VOL-001-I -

KE227M84 8400XX 330045R 344DW21143 / R-VOL-001-I -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL 5B7880H(HX/0,025/0,25) - - 251-4703 - -

KING CR 509XP MB 612XP -

Manufacturer Volvo

Model B6284T as in S80

Engine 2,8 Ltr 24V

Information Engine code:B6284 • Displacement:2783 cc • Valves:24

Bore:81,00 • Stroke:90,00 • Block Ht:N/A

Comp. Ratio:8,5:1 • Head cc's:51,00 • Gasket thickness:1,50 • Gasket thickness:1,50

Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE156M81 81,00 Std. 35,90 -10 - 8,5:1 23 339

KE156M8125 81,25 0,25 35,90 -10 - 8,5:1 23 342

KE156M815 81,50 0,50 35,90 -10 - 8,5:1 23 347

KE156M82 82,00 1,00 35,90 -10 - 8,5:1 23 355

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE156M81 8100XX - 044DW21140S(6x) / R-VOL-005-I-6 -

KE156M8125 8125XX - 044DW21140S(6x) / R-VOL-005-I-6 -

KE156M815 8150XX - 044DW21140S(6x) / R-VOL-005-I-6 -

KE156M82 8200XX - 044DW21140S(6x) / R-VOL-005-I-6 -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -

Manufacturer Volvo

Model B8444S  V8 as in XC90

Engine 4,4 Ltr 32V

Information Engine code:B8444S • Displacement:4414 cc • Valves:32

Bore:94,00 • Stroke:79,50 • Block Ht:N/A

Comp. Ratio:10,4:1 • Head cc's:46,00 • Gasket thickness:0,65 • Gasket thickness:0,65
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Kit Part # Bore (mm) Over size Comp. Ht. Dome/Dish cc's Deck Clr. Comp. Ratio Pin Ø Gram

KE210M94 94,00 Std. 29,75 -19 - 8,7:1 22 336

KE210M945 94,50 0,50 29,75 -19 - 8,7:1 22 341

KE211M94 94,00 Std. 29,75 -6 - 10,4:1 22 388

KE211M945 94,50 0,50 29,75 -6 - 10,4:1 22 394

Kit Part # Ring # Head Gasket Connecting Rods Crank

KE210M94 9400XX - - -

KE210M945 9450XX - - -

KE211M94 9400XX - - -

KE211M945 9450XX - - -

Rod Bearing Main Bearing Thrust Bearing Head Stud Kit [ARP] Rod Bolts [ARP] Main Stud Kit [ARP]

ACL - - - - - -

KING - - -
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